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Connectors

Connectors

The global standard for HDTV fibre connectors

The LEMO 3K.93C HDTV Camera connectors use the F2
type Fibre Optic contact, employing ceramic technology
in order to achieve optical performance of the highest
standard, enabling as many as 10 or more connections
within the same system, unlike expanded beam
connectors. Simple and fast polishing ensures physical
contact of the fibre endfaces, and the same contact is
used in all of the connector models. 
An alignment device is simply clipped 
onto the front of the Fibre Optic 
contact to convert it to female version 
and this alignment device can be easily 
removed in order to clean the fibre
endface. A pre-terminated contact is also 
available for field repairs where necessary.

The LEMO 3K.93C system has proven itself in many
different HD applications with over 50,000 of these
connectors in use from studio and stadium installations
to regular OB van use. The LEMO system has
increasingly been used at all major Olympic events from
Atlanta in 1996 and the Nagano winter Olympics in
1998, right through to the recent Beijing Olympics. Other
installations includes Madison Square Gardens, the
Royal Opera House, BBC, ITV, Danish Radio, Premier
League grounds and most of the football arenas in
Germany for the 2006 World cup.

The use of fibre optics means that transmission can be
made over much longer distances using digital signals
from the camera to the base station and at a much
higher level of definition. A recent report for SMPTE
demonstrated capacity of up to 40GB/s and and
therefore great potential for use for future systems also.

However, the performance of the interconnection is
critical if this benefit is to be fully exploited. Features 
and benefits of the LEMO system are as follows:

• Meets SMPTE 304M, ARIB and EBU standards

• Push-Pull self-latching system for quick and
easy mating

• Stainless steel body to cope with OB
environments and handling

• Compact design with 2 fibres, 2 UL approved
power contacts and 2 control contacts

• Very low optical losses (� 0.1 dB) with constant
repeatability at every connection

• Easy cleaning of fibre optic contacts

• Sealed for environmental protection (IP 68) to
give reliable outdoor use

• Unique 5 keys (code W) system allowing
smooth and blind mating

• Use of plug and socket connectors for easy
chaining of cables

• 20,000 mating cycles endurance

LEMO-The Global standard in HD fibre optic

interconnection systems

FUW.3K.93C.TLMC96

FMW.3K.93C.TLMC96Z

FXW.3K.93C.TLM

PUW.3K.93C.TLCC96

PEW.3K.93C.TLCC96Z

EDW.3K.93C.TLC

EBW.3K.93C.TLC PBW.3K.93C.TLCC96Z

Please note that termination of HD fibre hybrid
connectors requires specialist training and equipment.
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Contacts and accessories

FFS.F2 Standard F2 male fibre optic connector

PSS.F2 Standard F2 female fibre optic connector

PSS.F2 Alignment device for F2 contact

Preterminated contact

GMF Bend relief with cap

GMP Bend relief with cap

GMF Coloured ring for bend relief with cap

Boots Part Number

GMF.3K.085.EANZ

GMP.3K.085.EANZ

For connector model

FUW

PUW

Part Number

A

B

G

J

M

N

R

S

V

Colour

blue

white

grey

yellow

brown

black

red

orange

green

Part Number

FFS.F2.BA2.LCE30

PSS.F2.BA2.LCE30

PSS.F2.290.NZZ

Male Contact

Female Contact*

Alignment device

Strain reliefs for FMW, PBW and PEW models

Part number for black sleeve to suit standard
ARIB/SMPTE 9.2mm diameter cable is
GMA.3B.090.DN. Other diameters available 
on request.

Change the last letter of the part number “N” for
different colour as per table opposite

Part Number

UKP.07.0487.05

UKP.07.0487.04

UKP.07.0487.01

UKP.07.0487.02

Gaiters

Gaiters provide additional protection from rough
handling and in outdoor applications.

Contacts

LEMO F2 fibre optic contacts

The standard F2 fibre contact is the highest performing
solution on the market with excellent thermal stability 
and very low signal loss. A pre-terminated version of this
contact is also available enabling simple and rapid on-
site repair terminations. The pre-terminate contact
design eliminates the need for special epoxy and polish
processes in the field.

*Female contact is male + alignment device

Part Number

FFT.F2.BA2.LCE10

PST.F2.BA2.LCE10

Male pre-terminated contact

Female pre-terminated contact

Pre-terminated contact for field installation/repair – see page 10

Male, Green – suggested for use with FUW plugs

Female red – suggested for use with PUW sockets

Male, Black

Female, Black

Colour

Accessories

Cable strain reliefs and overboots

Cable strain reliefs, overboots and specially designed
gaiters provide the maximum protection for the
connection, particularly in outside broadcast
applications. Coloured rings are available for the
overboots for ease of identification, and a range of
colours of strain reliefs can be beneficial where there
are many connectors in one location.

Rings Part Number

GMF.3K.265.RG

GMF.3K.265.RN

GMF.3K.265.RR

GMF.3K.265.RV

For connector model

grey

black

red

green
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The termination of any cable to any connector is the most
vulnerable part of the system and the best connectors
and cables are of little use if incorrectly joined. The fibre
within the connector must have room to flex when the
sprung-loaded contacts mate together, and yet the fibre
must avoid severe microbending. The clamping of the
cable must ensure that any movement within the cable
(which is worse with lower quality cables) does not re s u l t
in pulling or twisting of fibre within connector. The central
s t rength member must be properly clamped so that there
is no damage when cables are reeled out, and there
needs to be proper waterblocking of the back end of 
the connector.

LEMO has invested in the
equipment and skills to ensure
that assembly termination is of
the highest standard leading 
to long life in the field. All
assemblies are 100% tested
prior to shipment

As well as manufacturing to custom designs, a number
of application specific assemblies are available.

Application specific and custom cable assemblies

Caps and cable assemblies

BHA Plug cap BRA Socket cap

BRF Socket capBFG Plug cap

Part Number

BHA.3K.100.EAN

BRA.3K.200.EAN

BFG.3K.100.EAN

BRF.3K.200.EAN

For connector model

FMW, FXW

EDW, PEW, PBW

FUW

PUW

Blanking caps for plugs and sockets

EPDM blanking caps for panel plugs and sockets
help protect fibre and electrical contacts from dust
and water ingress.

Material: black EPDM

LEMO UK Part Number

“Steadicam” cables

UKF.3K.B86.000200

UKF.3K.B86.000250

Description

LEMO inline plug (FGW model) and inline

socket (PHW model) terminated to miniature

hybrid fibre cable, with BFG/BRF

2 metre length

2.5 metre length

Part Number

BRR.3K200.PZSG

Dimensions (mm)

A B C L M N

29 29 23 8.1 3 33.2

Note: On request, this cap is available in black.
If so replace the last letter G of the part number by N

BBR  Spring loaded dust cap for EDW, PBW and EBW

Models

FMW, FXW

EBW

EDW

ENW, PEW

PBW

Dimensions (mm)

A B D L L1

23.2 - 3.2 or M3 39 20.6

23.2 - 3.2 or M3 30 23.0

23.2 - 3.2 or M3 30 23.0

24.2 22.6 - 32 -

23.2 - 3.2 or M3 30 23.0

Note 1) Minimum distance between adjacent connectors

SteadicamTM cable assemblies

LEMO UK Part Number

Internal cables for OB vans

UKF.3K.B21.000300

UKF.3K.B21.000500

UKF.3K.B21.001000

UKF.3K.B21.001500

UKF.3K.B21.002000

Description

LEMO panel plug (FMW model) and inline

socket (PUW model) terminated to Furukawa 

J grade cable with BHA/BRF blanking caps

3 metre length

5 metre length

10 metre length

15 metre length

20 metre length

Internal OB van cables

Panel cut-outs

Caps

SteadicamTM is a registered trademark of Tiffen.
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Whilst there are a number of cables available on the
market, the one cable that has proven extre m e l y
successful in Japan is the Furukawa 2SM-9.2-37.5 ARIB
specification HD fibre hybrid cable. The only significant
d i ff e rence between the ARIB and SMPTE specifications is
the colour of one of the control core s .

Cables in broadcast need to be able to withstand
considerable flexing and twisting, which is a challenge for
fragile fibre optic cables. In response to such a
re q u i rement, Furukawa developed, after extensive
re s e a rch and testing, an HDTV camera cable featuring:

• Rugged, high durability construction

• Ultra-high abrasion re s i s t a n c e

• Excellent flexing and twist capabilities

• Superior load bearing and tensile

• S t rength capability

• C o m m e rcial grade to SMPTE standard 
also available

Hybrid fibre cable

Furukawa 2SM-9.2-37.5 Rugged HDTV camera cable

Cable assemblies for outside broadcast, studios or venues

Hybrid fibre cable and cable assemblies

Other lengths available on request

LEMO UK Part Number

16mm Studio Floor cables

UKF.3K.B55.000500

UKF.3K.B55.001000

UKF.3K.B55.001500

UKF.3K.B55.002500

UKF.3K.B55.003000

UKF.3K.B55.005000

UKF.3K.B55.010000

Description

LEMO inline plug (FUW model) and inline 

socket (PUW) terminated to Furukawa 

J-Grade 16mm studio floor cable 

with GMF/GMP overboots and caps

5 metre length

10 metre length

15 metre length

25 metre length

30 metre length

50 metre length

100 metre length

Studio floor cables

SMPTE ‘A’ grade cables

ARIB ‘J’ grade cables

LEMO UK Part Number

UKT.0000543

UKT.0000762

UKT.0000790

Description

High quality “J” grade to 2SM-9.2-37.5

Japanese ARIB standard

High quality “J” grade 2SM-16-37.5

studio floor cable to

Japanese ARIB standard

Commercial quality “A” TV-OM-AMS

grade to SMPTE standard

Large sheath diameter 

cable for studio floor use

Multipurpose 

HDTV cable

Riser grade

HDTV cable

Riser grade multicore

HDTV cable

Low smoke zero

halogen HDTV cable

Core col.

Yellow

Blue

Red

Green

Black

White

Description

Optical fibre

C o n t rol line

Power line

LEMO UK Part Number

Free standing cables for

outside use – Japanese 

ARIIB ‘J’ grade

UKF.3K.B20.002500

UKF.3K.B20.005000

UKF.3K.B20.010000

UKF.3K.B20.020000

UKF.3K.B20.030000

UKF.3K.B20.030000

UKF.3K.B20.050000

Description

LEMO inline plug (FUW model) and inline 

socket (PUW model) terminated to Furukawa

J grade cable with GMF/GMP overboots, 

caps and protective gaiters

25 metre length

50 metre length

100 metre length

200 metre length

300 metre length

400 metre length

500 metre length

LEMO UK Part Number

Free standing cables for

outside use – commercial

SMPTE ‘A’ grade

UKF.3K.B57.002500

UKF.3K.B57.005000

UKF.3K.B57.010000

UKF.3K.B57.020000

UKF.3K.B57.030000

UKF.3K.B57.040000

UKF.3K.B57.050000

Description

LEMO inline plug (FUW model) and inline socket

(PUW model) terminated to Furukawa A grade

cable with GMF/GMP overboots, caps and

protective gaiters

25 metre length

50 metre length

100 metre length

200 metre length

300 metre length

400 metre length

500 metre length

A range of free-standing cables complete with protective
overboots, caps and gaiters are available from stock or
can be made to order, using either the Japanese grade
or commercial grade Furukawa cables, or other cable of
your choice.

Cables are supplied on wooden drums (except short
lengths which are coiled) unless otherwise requested—
skeleton style and other drums available.



Stadium application

Making the most of your HD fibre links with LEMO • Connectors • Cables

3U Wall boxesHD/SDI to fibre convertor

Splice boxes and pigtails

Splice junction box

2U Patch panel
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Studio application

Outside broadcast application

• Cable assemblies • Converters • Handling • Installation • Maintenance • Repair • Accessories and tooling

3U Wall boxes

SD triax to fibre convertor

HD hybrid fibre cables

2U Rack mounted splice tray
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It is essential for the ferrule end faces of any fibre 
optic contact to be clean and free from any kind of 
debris so as to ensure the correct performance and
operation of the contact, and regular inspection of the
contact in-situ is strongly recommended using a
c o m m e rcially available viewer.

Inspection

Fibre-optic video inspector

A portable fibre optic viewer consisting of handset
probe, LCD display, ferrule tips for LEMO and other
contacts, USB capture device and software and AC
power supply all in a rugged case.

USB version, and Handset version (for external monitor)
also available.

If an unexpectedly high insertion loss is encountered in
general use which results in the system not operating,
then all fibre optic contact end faces should be cleaned –
see LEMO cleaning leaflet for details.

Maintenance of HD fibre links for long life

Care guide lines

Maintenance of HD fibre links

Cleaning of fibre contacts
Contacts should only be cleaned if necessary, and the
most effective method is by use of cotton buds and
Isopropyl Alcohol, which is readily available and low
cost. However, cleaning kits and mechanical cleaners
are available for use on site.

IPA cleaning kit F2 contact

Fibre optic cleaning kit of 
2 cotton buds, 1 dry and 1
being soaked in IPA (Isopropyl
Alcohol) used for cleaning any
fibre optic contacts

Ferrulemate disposable cleaner

A handy portable cleaner—one click passes 
a cleaning tape over the face of the 
contact and twists at the same time 
for reliable dirt removal.

Hux pen-style disposable cleaner

Pocket-style cleaner 
which also uses 
cleaning tape 
mechanism. 

Part Number

UKT.0000659

UKT.0000665

UKT.0000671

UKT.0000669

UKT.0000670

Description

Complete video inspector kit

Handset probe only

Handset probe with USB link & software

Adaptor for LEMO F2 female contact

Adaptor for LEMO F2 male contact

Part Number

WST.KI.125.34

UKT.0000812

DCT.F2.125.PA

Description

IPA cleaning kit

Ferrulemate cleaner

Hux pen-style cleaner

Part Number

DCS.F2.035.PN

Description

Alignment device extraction tool

Part Number

UKT.0000907

Description

HD Cable tester

Smart electrical & optical tester for SMPTE HD

fibre cables

This cable tester provides a quick and easy means of
checking the functionality of HD hybrid fibre cables and
cable systems. A laser source checks the fibres giving an
indication of the attenuation through the whole cable or
cable system, and electrical tests check for continuity of
both the power and control conductors.

Alignment device extraction tool

An extraction tool is necessary for removal of the fibre
contact alignment sleeves on female contacts. This
tool is double ended so that you retain both alignment
sleeves of one connector avoiding losing them whilst
inspecting or cleaning. (DCS.F2.035.PN)
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Installation

Patchcord for simple termination  

All that is needed for the simplest connection is a fibre
optic patchcord and splice cassette 

Component Description

FXW.3K.93C.TLM

With 0.5m bare end and electrical and fibre tails

FXW.3K.93C.TLM

With 0.5m electrical and fibre tails terminated

to SC’s and standard 6-way electrical

connector for use with boxes below

EDW.3K.93C.TLC

With 0.5m bare and electrical and fibre tails

EDW.3K.93C.TLC

With 0.5m electrical fibre tails terminated to

SC’s and standard 6-way electrical connector

for use with boxes below

Part Number

UKF.3K.B59.000050

UKF.3K.B60.000050

UKF.3K.B61.000050

UKF.3K.B62.000050

Component Description

Box for 1 HD cable

Box for 2 HD cable

Box for 3 HD cable

Box for 5 HD cable

Part Number

UKE.0529.WBX.3K.01

UKE.0529.WBX.3K.02

UKE.0529.WBX.3K.03

UKE.0528.WBX.3K.05

Component Description

Panel with FXW.3K.93C.TLM for 1 HD cable

Panel with FXW.3K.93C.TLM for 2 HD cable

Panel with EDW.3K.93C.TLM for 1 HD cable

Panel with EDW.3K.93C.TLM for 2 HD cable

Part Number

UKE.0529.IFX.3K.01

UKE.0529.IFX.3K.02

UKE.0529.IED.3K.01

UKE.0528.IED.3K.02

Each and every HD fibre infrastructure has different
requirements and budgets, but above all requires ease of
installation.  For this reason LEMO UK has prepared a
range of components and kits to enable customers to
select those which most closely meet their needs.

Fusion splicing of fibre for easy termination

The use of modern fusion splicing equipment provides a
fast and reliable means of installing HD fibre links in fixed
locations.  There are many means of achieving a suitable
termination of panel mount connectors in installations,
from a simple termination to a fully replaceable junction.  

Fusion splice components for installation

LEMO 3K.93C panel connectors with tails

LEMO 3K.93C panel connectors either with bare tails 
for customer defined use or connectors for use with
junction boxes described below. Use of internal
connectors provides for 
easy replacement
in case of
damage.

Integrated 3U panel with splice tray and 

connector junctions

An integrated panel with built in splice tray and
connector junctions for use where space is limited, either
at a wallbox or a patching unit. Up to 3 can be mounted
side-by-side to fit in 3U rack dimensions. 

2U Rack mounted splice tray with connector

junctions

Rack mounted splice tray of 2U height with connector
junctions for patch unit. Can accommodate up to 10
LEMO connectors. The modular design of the unit along
with blanking plates provides opportunity for increasing
numbers of channels up to 10.

Cable puller for factory made cable assemblies

Boxed junctions for wallbox applications

Boxed junction typically for wallbox application where
space is more readily available, each box is suitable for
up to 5 installed HD cables.  Supplied with cable fixing
points and fibre connectors with tails for splicing.

Part Number

UKE.0528.STF.3K.**

** = number of HD channels

UKE.0528.STE.3K.**

** = number of HD channels

Component Description

Complete unit with FXW.3K.39C.TLM

LEMO connector – up to 10 channels

Complete unit with EDW.3K.39C.TLM

LEMO connector – up to 10 channels

Part Number

DCS.3K.175.72.LN

Description

3K.93C cable puller
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LEMO have developed a pre-terminated contact that
fits into the standard 3K.93C connector to enable
emergency repair of damaged terminations using
manual equipment. Component repair kits containing
s p a re contacts and all the necessary intern a l
connector components for a field repair are available,
as well as the necessary tooling.

The pre-terminated contact can be used for
installations, but, just as with all other pre - t e r m i n a t e d
f i b re connectors, index matching gel has a limited
shelf life depending upon its operating conditions. 
A better method is fusion splicing, either within the
connector as shown below, or as demonstrated on
page 9 of this handbook.

Pre-terminated fibre contact

Field repair and installation

Fusion splice fibre connector for field repairs or

on-site installations

LEMO has partnered with 3SAE Technologies Inc.
to develop a special technology to provide both 
factory and on-site termination by replacing the fibre
optic connector polish process with a spliced fibre
contact connector. This development removes the
need for the fibre epoxy and polish process, resulting 
in a faster and simpler termination method for 
b u i l d - t o - o rd e r, installation, or field repair applications.

Fusion splice equipment has been used in field fibre
applications for years and is now available to benefit
the broadcast industry. This proven technology gre a t l y
reduces the time and the level of expertise re q u i red for
terminating the LEMO fibre optic hybrid connector.

Splice kits are available for use either with new
connector installations or for repairs. The kit for new
installations consists of the necessary connector
extension pieces and fibre contacts with tails. The kit
for repair purposes includes the same items as for new
connectors as well as all the re q u i red re p l a c e m e n t
i n t e rnal parts of the connector, such as insulator,
electrical contacts and screen crimp tube

Part Number

FUW.3K.93C.ZLMC96W

PUW.3K.93C.ZLCC96W

DRV.91.3K9.3CPRET

WST.LA.JDS.UF2

Description

Component kit for repair of FUW model plug

Component kit for repair of

PUW model socket

Pre-terminated contact workstation

Laser pen with patchcord

Part Number

UKE.0528.SIP.3K.01

UKE.0528.SRP.3K.01

UKE.0528.SIS.3K.01

UKE.0528.SRS.3K.01

UKT.0000961

Description

Splice kit for use with new plug 

(FUW, FMW, FXW models)

Splice kit for repair of existing plug

(FUW model only)

Splice kit for use with new socket

(PUW, PBW, PEW models)

Splice kit for repair of existing socket

(PUW model only)

Fusion splicer for extended shell

LEMO connector



11

Further uses for your HD fibre links

MULTISHACK™ conversion system

The MULTISHACK™ is a conversion system from
multiple SMPTE connectors/cable to a single multiway
fibre cable. The MULTISHACK™ enables up to 5
cameras to be connected to their CCU’s via a single
multi-fibre cable system for long distances, providing
significant savings in both cost of cable and time for
installation. The cameras can be individually powered
from one remote source (i.e. a local generator) through
the local SMPTE connectors and cables. 

SHACK™ - SMPTE to duplex fibre converter

The SHACK™ is an extremely compact (39mm dia x
136mm long) conversion system from SMPTE hybrid
connectors to standard singlemode connectors— SC
used as standard .

The system provides a transition from optical
communication over HD hybrid fibre cables into optical
communication over duplex singlemode fibre optic
cables. The SHACK™ permits the camera to be locally
p o w e red while allowing the optical signals to be
transmitted. It is a lightweight and very compact solution
for stadiums, sports arenas and other outside bro a d c a s t
applications, as well as for use in any buildings with
installed singlemode fibre infrastructure .

LEMO has developed a range of compact media
converters to enable customers to make the best use of
their HD fibre infrastructure, and also to be able to link
SMPTE configured devices to existing fibre infrastructure .

M E E R K AT™ SD triax to fibre converter

The LEMO MEERKAT™ triax media converter system
p rovides conversion of SD triax to the SMPTE hybrid fibre
format, enabling customers to use their HD infrastructure
for triax cameras. HD version under development.
Consists of two portable units, 170 x 50 x 125mm each
o n l y. Additional remote power unit available.

SERBAL™ HD/SDI to fibre converter

The LEMO SERBAL™ is a 4 channel multiplexer that
converts HD/SDI to SMPTE hybrid fibre format, enabling
the use of existing HD infrastructure for up to 4 HD/SDi
cameras over a single channel. Consists of two portable
units, 170 x 50 x 125mm each only.

HD fibre links

Part Number

FGW.3K.93C.CLMSC

PHW.3K.93C.CLCSC

Description

SHACK plug converter – camera end

SHACK socket converter – CCU end

SHACKTM - camera end

SHACKTM-CCU end

Making the most of your existing fibre infrastructure.



B Series multipole connectors

Reliable push-pull connectors
up to 64-way used in a very 
wide range of audio and video 
transmission and control 
applications.

H Series Hermaphroditic
connectors

Unique hermaphroditic push-
pull connectors manufactured
in lightweight aluminium, yet
fully waterproof and ruggedised for
outside broadcast applications –
multipole, multifibre and hybrid 
versions available.

Ruggedised triax 
camera connectors

Heavy duty waterproof 
push-pull 75Ω connectors 
for broadcast cameras and
transmission systems. LEMO
4E Series (Europe), 4A series
(USA), 4M series (UK) and 3T
series (France).

Specialised audio
connectors

2C push-pull series and 00
Series with screw coupling.

Multifibre push-pull
connectors

Ruggedised K Series 
multifibre connectors 
up to 21 ways.

Fibre patchcords 
for splicing

Installation of LEMO K series
multifibre panel sockets is
simplified by the use of
patchcords for splicing onto
installed fibre or connection 
to internal connectors.

RACKETEER

Racketeer single channel
optical converter.
A compact single channel
fibre optic converter that
provides interference-free
and significant extension of
distance of transmission of
electrical signals, particularly HD-SDi.

Other broadcast market products.

LEMO Headquarters
LEMO S.A.

Chemin de Champs-Courbes 28
P.O. Box 194
CH-1024 Ecublens, Switzerland
Tel (+41 21) 695 16 00
Fax (+41 21) 695 16 01
info@lemo.com

LEMO SUBSIDIARIES

AUSTRIA

LEMO Elektronik GesmbH
Ameisgasse 49-51 / DG1
1140 Wien
Tel: (+43 1) 914 23 20 0
Fax: (+43 1) 911 70 90
sales@lemo.at

CHINA

LEMO Trading (Shanghai) Co., Ltd.
Rm. 1506, Qiangsheng Building
145 Pujian Road, Pudong
Shanghai, P.R. CHINA, 200127
Tel: (+86 21) 50 39 53 66
Fax: (+86 21) 50 39 52 66
cn.sales@lemo.com

FRANCE

LEMO FRANCE Sàrl
15/19 AVENUE GRAHAM BELL
BATIMENT BALTHUS (4A)
77600 BUSSY ST GEORGES
Tel: 01 60 94 60 94
Fax: 01 60 94 60 90
info-fr@lemo.com

GERMANY

LEMO Elektronik GmbH
Hanns-Schwindt-Str. 6
81829 München
Tel: (+49 89) 42 77 03
Fax: (+49 89) 420 21 92
info@lemo.de

HONG KONG

LEMO Hong Kong Ltd.
Room 33. 7th Floor
HITEC, 1 Trademart Drive
Kowloon Bay
Tel: (+852) 2174 0468
Fax: (+852) 2174 0492
hk.sales@lemo.com

LEMO UK Ltd

Unit 15 & 16, Hazelwood Trading
Estate, Worthing,
West Sussex, BN14 8NP.
Tel: (+44 1903) 23 45 43 
Fax: (+44 1903) 20 62 31
uksales@lemo.com

DENMARK

LEMO DENMARK A/S
Gammel Mosevej 46
2820 Gentofte
Tel: (+45) 45 20 44 00
Fax: (+45) 45 20 44 01
info-dk@lemo.com

NETHERLANDS/BELGIUM

LEMO Connectors Benelux
De Trompet 2108
1967 DC Heemskerk
Tel: 0251 257820
Fax: 0251 257821
info@lemo.nl

NORWAY

LEMO NORWAY A/S
Stanseveien 6B
0975 Oslo
Tel: (+47) 22 91 70 40
Fax: (+47) 22 91 70 41
info-no@lemo.com

SWEDEN/FINLAND

LEMO Nordic AB
Mariehällsvägen 39A
168 65 Bromma
Tel: +46 (0)8 635 60 60
Fax: +46 (0)08 635 60 61
info-se@lemo.com

HUNGARY

REDEL Elektronika Kft
Vágóhíd u. 26
1201 Budapest XX.
Tel: (+36 1) 284 09 46
Fax: (+36 1) 284 09 57
info-hu@lemo.com

ITALY

LEMO ITALIA srl
Viale Lunigiana 25
20125 Milano, ITALY
Tel: (+39 02) 66 71 10 46
Fax: (+39 02) 66 71 10 66
sales.it@lemo.com

JAPAN

LEMO JAPAN Ltd
KRD Bldg. 4F, 1-13-1, Mukogaoka
Bunkyo-ku, Tokyo 113-0023
Tel: (+81 3) 38 11 21 61
Fax: (+81 3) 38 11 21 67
lemoinfo@lemo.co.jp

SPAIN/PORTUGAL

IBERLEMO S.A.
Brasil 45
08400 Granollers Barcelona
Tel: (+34 93) 860 44 20
Fax: (+34 93) 879 10 77
Email: info-es@lemo.com

SWITZERLAND

LEMO VERKAUF AG
Grundstrasse 22
6343 Rotkreuz
Tel: (+41 41) 790 49 40
Fax: (+41 41) 790 49 43
ch.sales@lemo.com

USA

LEMO USA Inc.
P.O. Box 2408
Rohnert Park, CA 94927-2408
Tel: (+1 707) 578 88 11
Fax: (+1 707) 578 08 69
info@lemousa.com

LEMO Distributors

AUSTRALIA, BRAZIL, CANADA, CZECH REPUBLIC, GREECE, INDIA,

ISRAEL, MALAYSIA, NEW ZEALAND, POLAND, RUSSIA, SINGAPORE,

SOUTH AFRICA, SOUTH KOREA, TAIWAN, THAILAND, TURKEY, UKRAINE

www.lemo.co.uk


