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Screw propeller

James Lowe (1796–1866) was the English inventor of a screw propeller. Lowe
spent his wife’s fortune of £3,000 in his experiments, reduced himself to
poverty, and never succeeded in obtaining any compensation for the use of
his invention.

VDC_2012_Mains_VDC_2012_Mains  12/03/2012  19:21  Page 351



patching

networking

racking

mains

appendix

index 

company profile

head space

van damme

cable

miscellaneous

cable accessories

connectors

manufacturing

mainsmains
VDC 2 & 3U Distro modules 353

1 & 2U and freestanding mains distribution units (MDUs) 354-356

2 & 4 way trailing socket assemblies 356-357

IEC, IEC lock and 16A IEC cord sets 358

Ceeform & Neutrik Powercon assemblies 359

IEC line and panel connectors 360

13A UK plugs 360-361

13A back boxes and blank plates 361

Neutrik Powercon & International mains connectors 362-363

Ceeform connectors 363-365

Split-line and T-line adapters 366

Duraplug 15A plugs and sockets 366

MCBs and fuses 366

VDC_2012_Mains_VDC_2012_Mains  12/03/2012  19:21  Page 352



353VDC distro modules

racking

mains

appendix

index 

company profile

head space

van damme

miscellaneous

cable accessories

manufacturing

patching

networking

connectors

cable

VDC 19" 230v 16A and 32A mains distros 1

• Efficient and reliable 19" AC mains distribution

• Cases made from 3mm extruded aluminum fronts and steel
back boxes 

• Ring wired in 2.50mm Tri-Rated cable using crimped
bootlace ferrules

• All distros have C Class (high current inrush) miniature circuit
breakers (MCBs)

•  2U distros all share the same front layout:

• In/Out Ceeform; 3 x 13A (local power for laptop/phone etc)
and status neons

• 3U distro has 6 x individual MCB protected 16A outputs

32A
Order code Description

661-032-121 32A I/O - 5 x 13A & 16 x IEC 10A out mains
distribution unit

661-132-010 32A I/O - 10 x 13A out mains distribution unit
661-232-090 32A I/O - 5 x 13A & 6 x 16A Ceeforms out

mains distribution unit
661-332-006 32A I/O to 6 x 16A distribution Module
661-432-010 32A I/O to 5 x 13A & 20A powercon

distribution module

16A
Order code Description

661-016-010 16A I/O - 10 x 13A out mains distribution
unit black

661-016-021 16A I/O - 5 x 13A & 16 x IEC 10A out mains
distribution unit black

32 AMP DISTROS:
661-032-121
• 32A to 5 x 13A UK plug sockets & 16 x 10A IEC sockets
• Front: 32A in/out 32A & 10A MCBs 3 x 13A sockets +
status neons

• Rear: 2 x 13A sockets 16 x 10A IEC sockets.

661-132-010
• 32A to 10 x 13A UK plug sockets 
• Front: 32A in/out 32A MCBs 3 x 13A sockets + status neons
• Rear: 7 x 13A sockets

661-232-090
• 32A to 3 x 13A UK plug sockets & 6 x 16A Ceeforms
• Front: 32A in/out 32A & 16A MCBs 3 x 13A sockets +
status neons

• Rear: 6 x 16A sockets 

661-332-006
• 32A to 6 x 16A Ceeforms (individually MCB protected)
• Front: 32A in/out & 6 x 16A MCBs + status neons
• Rear: 6 x 16A Sockets

661-432-010
• 32A to 5 x 13A UK plug sockets & 5 x 20A Powercons
• Front: 32A in/out 32A & 20A MCBs 3 x 13A sockets +
status neons

• Rear: 2 x 13A sockets 5 x 20A powercon sockets

16 AMP DISTROS:
661-016-010 Black
• 16A to 10 x 13A UK plug sockets 
• Front: 16A in/out 16A MCBs 3 x 13A sockets + status neons
• Rear: 7 x 13A sockets

661-016-021 Black
• 16A to 5 x 13A UK plug sockets & 16 x 10A IEC sockets
• Front: 16A in/out 16A & 10A MCBs 3 x 13A sockets +
status neons

• Rear: 2 x 13A sockets 16 x 10A IEC sockets

Front panel layout for all 2U Distro options

661-032-121 & 661-016-021

661-132-010 to 661-132-010 & 661-016-010

661-232-090

661-332-006

661-432-010
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2 Broadcast MDUs

• 1U individually fused outlets

• Available with IEC female and powercon outputs

• Sequential MDU has 30ms delay between outlets on start up for high current
inrush situations

• High power 14 way MDU has 2 powercon inputs each powering 7 IEC outputs

• Units are finished in grey and have designation strips and tie bars

Order code Description

661-006-000 1U 14 way IEC MDU powercon input

661-007-000 1U 14 way IEC MDU dual powercon input

661-008-000 1U 12 way powercon MDU 

661-010-000 1U 12 way IEC MDU powercon input sequential start

3 Olson 1u 19" Rackmount IEC MDUs

• 1U light grey steel case with 6, 8, 10, 12 and 16 shuttered outlets. 

• Reversible rack ears allows sockets to face in or out 

• Front mounted fuse and single warning neon light  

• Hard wired to a 2m 13A (UK) plug

Order code Description

621-060-006 6 way 19” Rackmount IEC Distribution panel

621-062-008 8 way 19” Rackmount IEC Distribution panel

621-064-010 10 way 19” Rackmount IEC Distribution panel

4 Olson vertical IEC MDUs

• Steel case with from 4 to 20 shuttered outlets. 

• Designed to be fixed directly to rack cable trays or studio furniture

• Front mounted single warning neon light.  

• Hard wired to a 2m 13A (UK) plug

• Finish light grey with yellow front plate

Order code Description

621-090-004 Vertical mount IEC 4 outlets 274mm
621-092-006 Vertical mount IEC 6 outlets 340mm
621-094-008 Vertical mount IEC 8 outlets 406mm
621-096-010 Vertical mount IEC 10 outlets 472mm
621-098-012 Vertical mount IEC 12 outlets 538mm
621-100-014 Vertical mount IEC 14 outlets 605mm
621-102-016 Vertical mount IEC 16 outlets 671mm
621-104-018 Vertical mount IEC 18 outlets 736mm
621-106-020 Vertical mount IEC 20 outlets 803mm
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• 16A C19 and combination 16A C19 and 10A C13 distribution units
• Commonly found on servers and higher capacity UPS units
• Available with C20 inlet or trailing cable 16A and 32A Ceeform
• Many more options available to special order – contact the Sales Dept.

Order code Description
621-200-016 2U individually fused 4 x C19/8 x C13 Distribution panel; trailing 16A Ceeform 3m

C13 10A IECs fused at 3.15A, C19 16A IECs fused at 10A. Anthracite Grey
621-202-032 2U individually fused 4 x C19/8 x C13 Distribution panel; trailing 32A Ceeform 3m

C13 10A IECs fused at 5A, C19 16A IECs fused at 16A. Anthracite Grey
621-204-016 1U Rack mount 6 x C19 Distribution panel; trailing cable 16A C20 IEC 2m.Light grey
621-206-016 1U Rack mount 6 x C19 Distribution panel; trailing cable 16A Ceeform 3m. Light grey
621-208-016 1U Rack or horizontal mount 6 x C19 Distribution panel; panel C20 inlet. Light grey

Reversible rack ears for 19” or horizontal mounting
621-210-032 1U Rack or horizontal mount 6 x C19 Distribution panel; trailing 32A Ceeform 3m

C19 16A IECs fused at 16A. Anthracite grey. Reversible rack ears for 19” or horizontal mounting

• Steel case with 4 to 20 shuttered outlets. 
• Designed to be fixed directly to rack cable trays or studio furniture
• Front mounted illuminated on/off switch.
• Hard wired to a 2m 13A (UK) plug
• Finish light grey 

Order code Description

661-076-304 Vertical mount 13 amp 4 outlets (448mm length)
661-078-306 Vertical mount 13 amp 6 outlets (594mm length)
661-080-308 Vertical mount 13 amp 8 outlets  (742mm length)
661-082-310 Vertical mount 13 amp 10 outlets  (906mm length)
661-084-312 Vertical mount 13 amp 12 outlets (1048mm length)
661-086-315 Vertical mount 13 amp 15 outlets (1274mm length)
661-088-320 Vertical mount 13 amp 20 outlets  (1662mm length)

Olson 16A C19 IEC MDUs 5

Olson vertical 13A MDUs 7

• Steel case with from 4 to 12 shuttered outlets. 

• Designed to be fixed directly to rack cable trays or studio furniture

• Front mounted single warning neon light.  

• Hard wired to a 2m 13A (UK) plug

• Finish light grey 

Order code Description

621-066-204 Horizontal mount 13 amp 4 outlets (348mm wide)

621-068-206 Horizontal mount 13 amp 6 outlets (482mm wide)

621-070-208 Horizontal mount 13 amp 8 outlets (624mm wide)

621-072-210 Horizontal mount 13 amp 10 outlets (755mm wide)

621-074-212 Horizontal mount 13 amp 12 outlets (896mm wide)

Olson horizontal 13A MDUs 8

VDC distro modules

• 2U steel case with 4 to 7 x 13A UK plug socket outlets 
• Reversible rack ears allows sockets to face in or out
• Switched or unswitched versions available 
• Hard wired to a 2m 13A (UK) plug
• Finish light grey

Order code Description

621-046-004 19” rackmount 13 amp 4 unswitched outlets
621-048-005 19” rackmount 13 amp 5 unswitched outlets
621-050-007 19” rackmount 13 amp 7 unswitched outlets
621-052-104 19” rackmount 13 amp 4 switched outlets
621-054-105 19” rackmount 13 amp 5 switched outlets
621-056-106 19” rackmount 13 amp 6 switched outlets
621-058-107 19” rackmount 13 amp 7 switched outlets

Olson 2U 19" Rackmount 13A MDUs 6
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9 EMO 2U 19" Rackmount IEC MDUs

• E650 has 12 x IEC outputs on the rear 

• E655 has 12 x IEC outputs on the rear & 1 x 13A on the front

• Front mounted single warning neon light.  

• Hard wired to a 2m un-terminated cable

• Finish black 

Order code Description

642-000-650 E650 distribution panel

642-002-655 E655 distribution panel

10 EMO 2U 19" Rackmount 13A MDUs

• E630 has 4 x 13A outputs on front and rear

• E640 has 4 x 13A outputs on front only

• Front mounted single warning neon light.  

• Hard wired to a 2m un-terminated cable

• Finish black 

Order code Description

642-004-630 E630 distribution panel

642-006-640 E640 distribution panel

11 13A Mains assemblies

• MK Duraplug connectors and 3 x 1.5mm 3183Y or H07 mains cable 
used throughout

• PAT tested and QC approved

Order code Description

660-310-203 2 way - 13 A plug 3m

660-312-205 2 way - 13 A plug 5m

660-314-210 2 way - 13 A plug 10m

660-316-220 2 way - 13 A plug 20m

660-318-050 4 way - 13 A Plug 0.5m

660-318-403 4 way - 13 A plug 3m

660-320-405 4 way - 13 A plug 5m

660-052-410 4 way - 13 A plug 10m

660-054-420 4 way - 13 A plug 20m

660-326-503 4 way - 13 A plug 3m HO7

660-328-505 4 way - 13 A plug 5m HO7

660-330-510 4 way - 13 A plug 10m HO7

660-332-520 4 way - 13 A plug 20m HO7
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• Lewden Palazzoli Ceeforms, Duraplug 13A connectors and Neutrik
Powercons

• 3183Y mains cable used 

• PAT tested and QC approved

Order code Description

660-116-050 0.5m 13A plug to 16A Ceeform socket

660-018-050 0.5m 13A 4 way socket to 16A Ceeform plug

660-020-020 2m 13A plug to powercon NAC3FCA

660-400-000 0.5m IEC male to single 13A socket 

660-402-000 0.5m NAC3FCB (Grey) powercon to single 13A socket

• Wide range of IEC type mains leads

• 13A plugs are fused at 10A

Order code Description

660-000-120 1m IEC female to bare end

660-002-120 2m IEC female to bare end

660-500-120 0.5m IEC male~female Black

660-008-121 1m IEC male~ female Black

660-009-121 1.5m IEC male~ female Black

660-010-122 2m IEC male~ female Black

660-301-562 2m IEC male~ female Orange

660-004-132 2m IEC female to 13A plug black

660-006-133 3m IEC female to 13A plug black

660-300-135 5m IEC female to 13A plug black

660-601-000 2m IEC male to 2 x IEC female 2m

660-600-000 2.5m IEC male to 2 x IEC female 2m

660-662-000 2m 13A plug to 2 x IEC female

660-664-000 2m IEC female to US plug black

660-667-000 IEC C5 (Clover) to 13A plug top 2m

660-668-000 IEC C7 (Figure 8) to 13A plug top 2m

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

13A / Ceeform / Powercon adaptor cables 12

• RFI filtered 13A distribution 

Order code Description

660-052-024 2m surge and spike protector 4 way extension

13A filtered 4 way assemblies 13

10A IEC cordsets 14

VDC mains accessories

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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15 IEC lock 10A and 16A IEC cordsets & panel mounts

• IEC Lock is a patented system providing protection of equipment from
accidental disconnection

• Cunning latch method grips the earth pin of the mating connector; slide or
push the red button to disconnect

• Available as C13 10A and C19 16A options, plus C13 10A and C19 
panel outlets

Order code Description

662-000-002 C13 IEC Lock to Bare End 3 x 1.00mm 2m Black

662-002-003 C13 IEC Lock to Bare End 3 x 1.00mm 3m Black

662-004-004 C13 IEC Lock to Bare End 3 x 1.00mm 4m Black

662-006-000 C13 IEC Lock to Male C14 3 x 1.00mm 0.5m Orange

662-008-301 C13 IEC Lock to Male C14 3 x 1.00mm 1m Orange

662-008-001 C13 IEC Lock to Male C14 3 x 1.00mm 1m Black

662-008-601 C13 IEC Lock to Male C14 3 x 1.00mm 1m Blue

662-010-000 C13 IEC Lock to Male C14 3 x 1.00mm 1.5m Orange

662-012-302 C13 IEC Lock to Male C14 3 x 1.00mm 2m Orange

662-012-002 C13 IEC Lock to Male C14 3 x 1.00mm 2m Black

662-012-602 C13 IEC Lock to Male C14 3 x 1.00mm 2m Blue

662-014-000 C13 IEC Lock to Male C14 3 x 1.00mm 2.5m Orange

662-016-303 C13 IEC Lock to Male C14 3 x 1.00mm 3m Orange

662-016-003 C13 IEC Lock to Male C14 3 x 1.00mm 3m Black

662-016-603 C13 IEC Lock to Male C14 3 x 1.00mm 3m Blue

662-018-000 C13 IEC Lock to Male C14 3 x 1.00mm 3.5m Orange

662-020-304 C13 IEC Lock to Male C14 3 x 1.00mm 4m Orange

662-022-305 C13 IEC Lock to Male C14 3 x 1.00mm 5m Orange

662-024-306 C13 IEC Lock to Male C14 3 x 1.00mm 6m Orange

662-026-307 C13 IEC Lock to Male C14 3 x 1.00mm 7m Orange

662-028-002 C13 IEC Lock to UK Plug 5A 3 x 1.00mm 2m Black

662-029-000 Snap in panel mount IEC Lock C13 socket 

662-037-000 Snap in panel mount IEC Lock C19 socket

662-030-001 C19 IEC Lock to Male C20 3 x 1.50mm 1m Black

662-032-002 C19 IEC Lock to Male C20 3 x 1.50mm 2m Black

662-034-003 C19 IEC Lock to Male C20 3 x 1.50mm 3m Black

662-036-002 C19 IEC Lock to UK 13A 3 x 1.50mm 2m Black 

16 16A C19/C20 IEC cordsets

• 16A IEC cordsets using 3 x 1.5mm cable 

• 13A Plug fused at 13A

Order code Description

660-670-000 16A IEC C19 to C20 1m

660-672-000 16A IEC C19 to C20 2m

660-674-000 16A IEC C19 to 13A plug 2m
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• 16A Single Phase Ceeform: Lewden/Palazzoli black body 16A and 32A
Ceeform connectors

• 16A assemblies use 2.5mm HO7RN-F cable

• 32A assemblies use  4.0mm HO7RN-F cable

• All assemblies PAT tested and QC checked

• Contact the Sales Dept. for larger single and 3 phase assemblies

Order code Length

401-316-005 5m

401-316-010 10m

401-316-020 20m

401-316-030 30m

32A Single Phase Ceeform

401-332-005 5m

401-332-010 10m

401-332-020 20m

401-332-030 30m

• Neutrik Powercon (Blue/Grey Connectors) and Powercon True 1 (black body
yellow latch) cable assemblies using 3 x 2.5mm HO7 RNF

• CAUTION – the 2 types are not compatible – ensure you are ordering the
correct assembly

• Powercon is rated at 20A with no breaking capacity – DO NOT
DISCONNECT UNDER LOAD

• P0wercon True 1 is rated at 16A with breaking capacity and can be
disconnected under load without risk of arcing

• All cable assemblies PAT tested and QC approved

• Contact the Sales Dept. for Neutrik NAC3FC-HC 32A assemblies

Order code Length

NEUTRIK POWERCON ASSEMBLIES
NAC3FCA (Blue) to NAC3FCB (grey); 3 x 2.5mm HO7

401-320-000 0.5m

401-322-001 1m

401-324-000 1.5m

401-326-002 2m

401-328-003 3m

401-330-005 5m

401-331-010 10m

NEUTRIK POWERCON TRUE 1 ASSEMBLIES
NAC3FX to NAC3MX (black body yellow latch); 3 x 2.5mm HO7

401-352-001 1m

401-354-002 2m

401-356-003 3m

401-358-005 5m

401-360-010 10m

230V Ceeform extension cables 17

Neutrik powercon and powercon true 1 assemblies 18

VDC mains accessories
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19 IEC Line & panel connectors

20 UK 13A plugtop

• ABS impact resistant housings

• Fused at 13A

Order code Description

624-000-000 13A ABS plugtop black

• High quality cable IEC connectors with pillar terminals

• Cable connectors will accept up to 8.5mm OD cables

• Panel connectors available in either screw or snap in options - aluminum
panels use 3mm and steel panels use 2mm versions

• 16A IEC C19 and C20 line connectors also available

Order code Description

607-000-210 IEC Male cable rewireable

607-002-220 Male line rewireable r/angle

607-100-910 Female cable re-wireable hot condition

607-004-310 Female cable re-wireable 

607-005-320 Female line rewireable r/angle

607-006-420 Panel male

607-010-520 Panel female 

607-012-532 Panel female snap in 2mm

607-014-222 Insulating cover for panel male

607-030-111 Insulating cover for panel female 

607-032-433 Panel male snap in 3mm

607-034-533 Panel female snap in 3mm

607-102-000 16A IEC C19 female cable rewireable

607-104-000 16A IEC C20 male cable rewireable

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

21 Duraplug 13A UK plugs

• Heavy duty rubberized impact resistant housings

• ABS / Polycarbonate inserts

• Live and neutral pins colour coded

Order code Description

630-000-000 Duraplug 13A rubber plugtop black

630-002-009 Duraplug 13A rubber plugtop white

630-006-003 Duraplug 13A rubber plugtop orange

22 Toughplug 13A UK plugs

• Live and neutral colour coded

• All plastic construction

• Screw-less cable retention system

Order code Description

630-008-000 MK Toughplug black

630-010-009 MK Toughplug white

630-012-002 MK Toughplug red

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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• 1 gang & 2 gang, metal and plastic, surface and flush pattress boxes

• 1 gang & 2 gang metal and plastic blanks

Order code Description

630-034-100 Single gang blanking plate plastic

630-036-200 Dual gang blanking plate plastic

630-038-300 Single gang blanking plate steel

630-040-400 Dual gang blanking plate steel

630-042-501 Single gang flushmount backbox

630-044-502 Dual gang flush backbox

630-046-601 Single gang surface box plastic

630-048-602 Dual gang surface box plastic

630-050-701 Single gang surface box steel

630-052-702 Dual gang surface box steel

630-735-000 Circular panel mount 13A socket

Wall mount backboxes and blank plates 25
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• ABS construction 

Order code Description

624-004-010 ABS single socket extension black

• Single and dual gang sockets have rubber impact resistant covers

• 4 gang sockets are ABS/polycarbonate with integral 13A fuse

Order code Description

630-018-001 Duraplug single trailing socket black

630-020-002 Duraplug dual trailing socket black

630-022-004 Unswitched board black

630-024-094 Unswitched board white STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

UK 13A trailing socket 23

Duraplug 13A UK sockets 24

VDC mains accessories

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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26 Neutrik 20A Powercon connectors

27 Neutrik 32A Powercon connectors

• Cable mount socket and panel mount plug only

• Both have screw terminals

• Not rated for disconnection at 32A - must not be disconnected under load

Order code Description

301-706-000 NAC3MP-HC Chassis male

301-708-000 NAC3FC-HC Cable Female

• A type cable mount mates with A type panel mount (blue)

• B type cable mount mates with B type panel mount (grey)

• A coupler (NAC3MM) is needed to mate cable mount A to cable mount B

• FCA and MPB are equivalent to IEC female; FCB and MPA to IEC male

• Cable connectors use screw terminals panel connectors can be soldered or
will accept push-on Fastons

• Not rated for disconnection at 20A - must not be disconnected under load

• Neutrik NAC3MPA-1-WOT/ NAC3MPA-1-WOT connectors do not have insulation
dividers between terminals for easier solder termination

Order code Description+

301-476-000 NAC3FCA Cable input connector

301-700-000 NAC3FCB Cable output connector

301-478-000 NAC3MPA Panel inlet connector

301-702-000 NAC3MPB Panel outlet connector

301-704-000 NAC3MM Cable coupler

301-479-000 NAC3MPA-1-WOT panel inlet no insulating dividers

301-703-000 NAC3MPB-1-WOT panel outlet no insulating dividers

301-330-001 Neutrik SCDR connector rear protective boot

28 Neutrik Powercon true 1 16A connectors

• New Neutrik Powercon rated at 16A breaking capacity – can be
disconnected under load

• Available as cable male & female, panel inlet (male), panel outlet (female) and
combination inlet/outlet panel connector

• IP65 rated

• Cable male mates with cable female

Order code Description

311-700-000 Neutrik NAC3FX Cable input (female) connector

311-702-000 Neutrik NAC3FX Cable output (male) connector

311-704-000 Neutrik NAC3MPX panel inlet (male) connector

311-706-000 Neutrik NAC3PX panel combined inlet/outlet connector

311-707-000 Neutrik NAC3FPX panel outlet (female) connector
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• 3 pole 16A European Schuko and 15A US Edison mains plugs

Order code Description

624-022-000 3 pole European Schuko plug

624-026-000 3 pole US Edison plug

International mains connectors 29

• High impact plastic construction

• All plug pins and socket contacts solid brass

• External screws and springs are treated to stop corrosion

• Splash-proof versions are rated to IP44 & waterproof to IP67 when mated

• 16A and 32A ranges have a black body with voltage colour coded 
cap and or glands

• If you require a connector type not shown here contact the Sales Dept.

Order code Description

622-000-321 16A 2P+E male splashproof

622-002-321 16A 2P+E male waterproof

622-004-311 16A 2P+E female splashproof

622-006-311 16A 2P+E female waterproof

622-008-321 32A 2P+E male splashproof

622-010-321 32A 2P+E male waterproof

622-012-311 32A 2P+E female splashproof

622-014-311 32A 2P+E female waterproof

622-016-321 63A 2P+E male waterproof

622-018-311 63A 2P+E female waterproof

990-000-016 Yellow Ceeform 16A male 110V

990-000-017 Yellow Ceeform 16A female 110V

Lewden / Palazzoli 230v cable Ceeform connectors 30

VDC mains accessories
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31 Lewden / Palazzoli 230v panel Ceeform connectors

• High impact plastic construction 

• All plug pins and socket contacts solid brass

• External screws and springs are treated to stop corrosion

• Splash-proof versions are rated to IP44 & waterproof to IP67 when mated

• If you require a connector type not shown here contact the Sales Dept.

Order code Description

622-020-321 16A male straight splashproof

622-022-321 16A male angle splashproof surface

622-026-311 16A female straight splashproof

622-088-311 16A female angle splashproof

622-028-311 16A female angle splashproof surface

622-052-321 32A male straight splashproof

622-054-321 32A male angle splashproof surface

622-058-311 32A female straight splashproof

622-090-311 32A female angle splashproof

622-060-311 32A female angle splashproof surface

622-061-321 63A male straight waterproof

622-032-321 63A male angle waterproof surface

622-092-311 63A female straight waterproof

622-034-311 63A female angle waterproof surface

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

32 Lewden 415v cable Ceeform connectors

• High impact, self-extinguishing, halogen free plastic

• All plug pins and socket contacts solid brass

• External screws and springs are treated to stop corrosion

• Splash-proof versions are rated to IP44 & waterproof to IP67 when mated

Order code Description

622-072-521 32A 3P+N+E 3phase male splashproof

622-074-511 32A 3P+N+E 3phase female splashproof

622-080-521 63A 3P+N+E 3phase male waterproof

622-082-511 63A 3P+N+E 3phase female waterproof

622-084-521 125A 3P+N+E 3phase male waterproof

622-086-511 125A 3P+N+E 3phase female waterproof

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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365

• High impact, self-extinguishing, halogen free plastic. 

• All plug pins and socket contacts solid brass.

• External screws and springs are treated to stop corrosion. 

• Splash-proof versions are rated to IP44 & waterproof to IP67 when mated.

• If you require a connector type not shown here contact the Sales Dept.

Order code Description

622-106-521 32A 3 phase male straight splashproof

622-108-521 32A 3 phase male angle splashproof surface

622-114-511 32A 3 phase female angle splashproof surface

622-122-521 63A 3 phase male straight waterproof

622-124-521 63A 3 phase male angle waterproof surface

622-126-511 63A 3 phase female straight waterproof

622-132-521 125A 3 phase male straight waterproof

622-134-521 125A 3 phase male angle waterproof surface

622-136-511 125A 3 phase female straight waterproof

Lewden 415v panel Ceeform connectors 33

VDC mains accessories

• All sizes and sexes share the same cutout dimensions

• All versions are splashproof and are rated to IP 44.

Order code Description

622-020-421 16A male straight splashproof

622-026-411 16A female straight splashproof

622-052-421 32A male straight splashproof

622-058-411 32A female straight splashproof

622-032-421 63A male straight splashproof

622-092-411 63A female straight splashproof

622-108-421 32A 3 phase male straight splashproof 

622-110-411 32A 3 phase female straight splashproof

Garo 230v panel Ceeform connectors 34

• Rubberised plastic box inc 3 x 16A or 3 x 32A panel splash-proof sockets 

• The 3 sockets are wired internally to a terminal block

• The unit is not designed for wall mounting but has a carrying handle

• Cable exit via a compression gland, which will accept cable up to 11mm 
in diameter.

Order code Description

622-048-016 3 x 16A Ceeform distribution board

622-050-032 3 x 32A Ceeform distribution board

Ceeform distribution boards 35
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36 Lewden Split-line & T-line adaptors

• Tough thermoplastic moulded body

• Matt black housing and Blue caps

• IP44 when mated

• Split-Line has 1 inlet and 3 outlets

• T-Line has 1 inlet and 1 outlet inline with a rewireable cable outlet on the side

Order code Description

622-300-000 Lewden Split-line 16A Ceeform splitter

622-302-000 Lewden T-Line 16A connector unwired

37 Duraplug 15A plugs and sockets

• Heavy duty rubberized plastic covers

• Solid brass contacts

Order code Description

630-014-015 15 Amp Round Pin Cable Plug Black

630-016-115 15 Amp Round Pin Cable Socket Black

38 Miniature circuit breakers (MCBs) & fuses

• C Class high current inrush single pole Miniature Circuit breakers

• Ceramic fuses

Order code Description

630-064-010 10A C class single pole MCB

630-066-016 16A C class single pole MCB

630-068-020 20A C class single pole MCB

630-070-032 32A C class single pole MCB

624-034-003 3A fuse

624-036-005 5A fuse

624-040-010 10A fuse

624-042-013 13A fuse
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