
manufacturing

Paper Clip – Samuel B. Fay

The first patent for a bent wire paper clip was awarded in the United States
to Samuel B. Fay, in 1867. This clip was originally intended primarily for
attaching tickets to fabric. Another notable paper clip design was also
patented in the United States by Erlman J. Wright in 1877. This clip was
advertised at that time for use in fastening newspapers.
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Top 20 fast mover quick reference 165

Audio single leads - mono and balanced 166-181

Audio splitter assemblies 182-190

Speaker cable assemblies 191-196

Ambicore power and signal looms 197

Audio multicore looms 198-199

Audio multipin looms 200-201

Audio multicore stagebox systems 202-206

Broadcast multicore systems 207-208

Speaker multicore systems and breakouts 209-210

Drum mounted audio, video and data systems 211-213

Video single leads 214-219

S-VHS and scart assemblies 220-221

RGB looms and SDI/HD Vision cables 222-232

Camera and triax cable assemblies 233

50 Ohm RF assemblies 234

Smart Control DMX and data assemblies 235-237

Lighting 19 pole assemblies 235-237

Tourcat data assemblies 239-240

HDMI, DVI and Display Port cables 240-243

VGA assemblies 244-245

Category 5E/6/6A patchcords 246-247

RS422, USB, Firewire and printer cables 248-249

Fibre optic cables 250-252
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Page Stock code Description

172 101-065-001 Standard mic lead Neutrik NC3FXX to NC3MXX 3m

172 101-066-001 Standard mic lead Neutrik NC3FXX to NC3MXX 5m

172 101-067-001 Standard mic lead Neutrik NC3FXX to NC3MXX 10m

172 101-073-001 Starquad mic lead Neutrik NC3FXX to NC3MXX 3m

172 101-074-001 Starquad mic lead Neutrik NC3FXX to NC3MXX 5m

172 101-075-001 Starquad mic lead Neutrik NC3FXX to NC3MXX 10m

166 101-003-202 Neutrik NP2X to NP2X mono jack lead 5m

185 103-278-864 VDC heavy duty stereo mini jack to 2 x Neutrik phonos 1m

186 103-325-704 VDC right angle mini stereo jack to 2 x Neutrik phonos 1m

186 103-294-860 VDC heavy duty stereo mini jack to 2 x Neutrik male XLR NC3MXX 3m

193 102-358-363 Neutrik Speakon NL4FX to NL4FX 2 x 2.5mm 5m

193 102-360-363 Neutrik Speakon NL4FX to NL4FX 2 x 2.5mm 10m

193 102-246-363 Neutrik Speakon NL4FX to NL4FX 4 x 2.5mm 10m

214 110-064-000 Van Damme standard coax BNC to BNC 3m

214 110-065-000 Van Damme standard coax BNC to BNC 5m

215 110-622-050 Van Damme serial digital coax BNC to BNC 3m

215 110-623-050 Van Damme serial digital coax BNC to BNC 5m

227 111-546-052 Van Damme HD Vision flexible RG6/U BNC to BNC 10m

235 401-029-001 Van Damme DMX 1 pair Neutrik NC5FXX to NC5MXX 10m

239 104-212-002 Van Damme flexible TourCat screened Ethercon to Ethercon 2m

Due to the extent of our exhaustive manufacturing
range, we have extracted the Top 20 fastest moving
assemblies that we supply.

Why the touring, recording, broadcast,
installation and presentation industries
use our cables with such confidence:

• A heritage of over 20 years in the pro
audio-visual market

• Individually tested and quality assured

• Hand terminated in England

• All Van Damme cables have either 
SP-OFC or UPLC-OFC conductors

• Cables 2 metres and over with Velcro tie

• Top twenty ‘fast movers’ available in bulk from stock

• All other cables bespoke made to order

• All connector permutations possible

• Custom cable ident service 

VDC bespoke cable assemblies
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Audio single leads

• Terminated using 2% Silver solder - lead free RoHS
compliant

• SP-OFC or UPLC-OFC conductors for optimum signal
transmission

• Custom cable ident service

• Point of sale packaging and display stands available

1 Neutrik mono jack NP2X to NP2X

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE cable
- 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

Order code Length

101-174-202 0.25m

101-000-202 0.5m

101-001-202 1m

101-175-202 2m

101-002-202 3m

101-003-202 5m

101-004-202 10m

101-005-202 15m

101-176-202 20m

2 Switchcraft mono jack 280 to 280

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE
cable - 10 colours

Order code Length

101-179-202 0.25m

101-180-202 0.5m

101-181-202 1m

101-182-202 2m

101-183-202 3m

101-184-202 5m

101-185-202 10m

101-186-202 15m

101-187-202 20m

3 VDC gold plated mono jack to mono jack

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE
cable - 10 colours

Order code Length

101-201-202 0.25m

101-158-202 0.5m

101-159-202 1m

101-160-202 2m

101-161-202 3m

101-162-202 5m

101-650-202 10m

101-651-202 15m

101-652-202 20m
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• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE cable
- 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE
cable - 10 colours

Order code Length

101-634-202 3m

101-635-202 5m

101-636-202 10m

Order code Length

101-634-222 3m

101-635-222 5m

101-636-222 10m

Order code Length

101-639-202 0.15m

101-640-202 0.25m

101-641-202 0.5m

101-642-202 1m

101-643-202 2m

101-644-202 3m

101-645-202 5m

Order code Length

101-189-202 0.15m

101-190-202 0.25m

101-191-202 0.5m

101-192-202 1m

101-193-202 2m

101-194-202 3m

101-195-202 5m

Neutrik mono jack NP2X to silent mono jack NP2X-Au-Silent  4

Neutrik mono jack NP2X to NP2RX-Au-Silent r/angle jack 5

Neutrik r/angle mono jack NP2RX to NP2RX  6

Switchcraft r/angle mono jack 226 to 226 7

audio single leads
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8 Switchcraft r/angle mono jack 226 to Neutrik mono jack NP2X

9 Neutrik r/angle mono NP2RX jack to mono jack NP2X

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

Order code Length

101-835-202 0.25m

101-836-202 0.5m

101-837-202 1m

101-838-202 2m

101-839-202 3m

101-840-202 5m

101-841-202 10m

101-842-202 15m

101-843-202 20m

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available on NP2X (surcharge
applies)

Order code Length

101-825-202 0.25m

101-826-202 0.5m

101-827-202 1m

101-828-202 2m

101-829-202 3m

101-830-202 5m

101-831-202 10m

101-832-202 15m

101-833-202 20m

10 Neutrik stereo jack NP3X to NP3X

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable -
10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

Order code Length

101-217-303 0.25m

101-038-303 0.5m

101-039-303 1m

101-218-303 2m

101-040-303 3m

101-041-303 5m

101-042-303 10m

101-043-303 15m

101-044-303 20m

101-219-303 30m

11 Switchcraft stereo jack 297 to 297

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable -
10 colours

Order code Length

101-221-303 0.25m

101-222-303 0.5m

101-223-303 1m

101-224-303 2m

101-225-303 3m

101-226-303 5m

101-227-303 10m

101-228-303 15m

101-229-303 20m

101-230-303 30m
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• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable -
10 colours

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic 
cable - 10 colours

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 4.85mm
Classic pro patch cable - 
10 colours

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic 
cable - 10 colours

Order code Length

101-232-303 0.25m

101-233-303 0.5m

101-234-303 1m

101-235-303 2m

101-236-303 3m

101-237-303 5m

101-238-303 10m

101-239-303 15m

101-240-303 20m

101-241-303 30m

Order code Length

101-242-250 0.25m

101-242-500 0.5m

101-242-001 1m

101-242-002 2m

101-242-003 3m

101-242-005 5m

101-242-010 10m

101-242-015 15m

101-242-020 20m

101-242-030 30m

Order code Length

101-252-808 0.25m

101-253-808 0.5m

101-254-808 1m

101-255-808 2m

101-256-808 3m

101-257-808 5m

101-678-808 10m

101-679-808 15m

101-680-808 20m

101-681-808 30m

Order code Length

101-682-808 0.25m

101-683-808 0.5m

101-684-808 1m

101-685-808 2m

101-686-808 3m

101-687-808 5m

101-688-808 10m

101-689-808 15m

101-690-808 20m

101-691-808 30m

Switchcraft r/angle stereo jack 236 to 236  12

VDC gold plated stereo jack to stereo jack 13

Metal stereo minijack to stereo minijack  14

VDC heavy duty stereo minijack to minijack 15

audio single leads
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16 Neutrik mono jack NP2X to male XLR NC3MXX

17 Neutrik mono jack NP2X to female XLR NC3FXX

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

Order code Length

101-294-201 0.25m

101-012-201 0.5m

101-013-201 1m

101-295-201 2m

101-014-201 3m

101-015-201 5m

101-016-201 10m

101-017-201 15m

101-018-201 20m

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

Order code Length

101-294-200 0.25m

101-012-200 0.5m

101-013-200 1m

101-295-200 2m

101-014-200 3m

101-015-200 5m

101-016-200 10m

101-017-200 15m

101-018-200 20m

18 Neutrik mono jack NP2X to bantam jack NP3TT-1

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 4.85mm Pro
Grade Classic XKE Pro-patch cable
- 10 colours

• Coloured boots and/or marking
rings available on NP2X (surcharge
applies)

• NP3TT-1 default colour is black
also available in red

Order code Length

101-696-206 0.25m

101-023-206 0.5m

101-024-206 1m

101-300-206 2m

101-025-206 3m

101-026-206 5m

101-301-206 10m

101-697-206 15m

101-698-206 20m

19 Neutrik mono jack NP2X to phono

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available on NP2X (surcharge
applies)

• Phonos available in 6 colours

Order code Length

101-259-204 0.25m

101-006-204 0.5m

101-007-204 1m

101-260-204 2m

101-008-204 3m

101-009-204 5m

101-010-204 10m

101-011-204 15m

101-261-204 20m
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• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available on NP2X (surcharge
applies)

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable 
- 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable 
- 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic 
cable - 10 colours

• Coloured boots and/or marking
rings available on NP2X (surcharge
applies)

• NP3TB default colour is black –
also available in red

Order code Length

101-275-204 0.25m

101-276-204 0.5m

101-277-204 1m

101-278-204 2m

101-279-204 3m

101-280-204 5m

101-281-204 10m

101-288-204 15m

101-289-204 20m

Order code Length

101-305-300 0.25m

101-031-300 0.5m

101-032-300 1m

101-306-300 2m

101-033-300 3m

101-034-300 5m

101-035-300 10m

101-036-300 15m

101-037-300 20m

101-307-300 30m

Order code Length

101-305-301 0.25m

101-031-301 0.5m

101-032-301 1m

101-306-301 2m

101-033-301 3m

101-034-301 5m

101-035-301 10m

101-036-301 15m

101-037-301 20m

101-307-301 30m

Order code Length

101-718-305 0.25m

101-059-305 0.5m

101-060-305 1m

101-342-305 2m

101-061-305 3m

101-062-305 5m

101-343-305 10m

101-719-305 15m

101-720-305 20m

101-721-305 30m

Neutrik mono jack NP2X to heavy duty phono  20

Neutrik stereo jack NP3X to male XLR NC3MXX 21

Neutrik stereo jack NP3X to female XLR NC3FXX  22

Neutrik stereo jack NP3X to GPO jack NP3TB 23

audio single leads
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24 Neutrik stereo jack NP3X to bantam jack NP3TT-1

25 Neutrik stereo jack NP3X to stereo jack socket NJ3FC6C

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Coloured boots and/or marking
rings available (surcharge applies)

• 3x0.75mm cable specifically for
headphone extensions

Order code Length

101-427-309 5m

101-428-309 10m

101-429-309 15m

101-430-309 20m

101-431-309 30m

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable -
10 colours

• Coloured boots and/or marking
rings available on NP3X (surcharge
applies)

• NP3TT-1 default colour is black
also available in red

Order code Length

101-338-306 0.25m

101-055-306 0.5m

101-056-306 1m

101-339-306 2m

101-057-306 3m

101-058-306 5m

101-340-306 10m

101-341-306 15m

101-722-306 20m

101-723-306 30m

26 Standard mic cables Neutrik male XLR NC3MXX to female XLR NC3FXX

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm ur
Grade Classic XKE mic cable
- 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

Order code Length

101-345-001 0.25m

101-063-001 0.5m

101-064-001 1m

101-346-001 2m

101-065-001 3m

101-066-001 5m

101-067-001 10m

101-068-001 15m

101-069-001 20m

101-070-001 30m

27 Starquad mic cables Neutrik male XLR NC3MXX to female XLR NC3FXX

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Tour
Grade Classic XKE Starquad mic
cable - 10 colours

• Starquad cable construction gives
better rejection of RFI and EMI
interference

• Coloured boots and/or marking
rings available (surcharge applies)

Order code Length

101-348-001 0.25m

101-071-001 0.5m

101-072-001 1m

101-349-001 2m

101-073-001 3m

101-074-001 5m

101-075-001 10m

101-076-001 15m

101-077-001 20m

101-078-001 30m
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• Male to male and female to female XLR assemblies
• Earth lift assemblies in green, phase reverse in yellow
• Terminated using 2% Silver solder - lead free RoHS compliant
• Custom cable ident service
• Van Damme SP-OFC 6.35mm Tour Grade Classic 

XKE mic cable - 10 colours
• Coloured boots and/or marking rings available (surcharge applies)
• New Neutrik ConvertCon unisex XLR adaptor leads
• NB ConvertCon will not latch in DL and P style chassis connectors

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm 
Tour Grade Classic XKE starquad
mic cable - 10 colours

• Coloured boots and/or marking
rings available (surcharge applies)

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• Phonos available in 6 colours

Order code Length

101-345-101 Male to Male 0.25m
101-063-101 Male to Male 0.5m
101-345-000 Female to Female 0.25m
101-063-000 Female to Female 0.5m
101-345-051 Earth lifted 0.25m, green mic
101-063-051 Earth lifted 0.5m, green mic
101-345-041 Phase reversed 0.25m, yellow mic
101-063-041 Phase reversed 0.5m, yellow mic
101-900-002 Convertcon to NP2X 0.25m
101-902-003 Convertcon to NP3X 0.25m
101-904-004 Convertcon to Neutrik phono 0.25m
101-906-006 Convertcon to NP3TT-1 bantam 0.25m
101-908-005 Convertcon to NP3TB GPO 0.25m

Order code Length+

101-743-001 0.25m

101-744-001 0.5m

101-745-001 1m

101-415-001 2m

101-132-001 3m

101-033-001 5m

101-134-001 10m

101-416-001 15m

101-417-001 20m

101-418-001 30m

Order code Length

101-746-004 0.25m

101-083-004 0.5m

101-084-004 1m

101-352-004 2m

101-085-004 3m

101-086-004 5m

101-353-004 10m

Order code Length

101-746-104 0.25m

101-083-104 0.5m

101-084-104 1m

101-352-104 2m

101-085-104 3m

101-086-104 5m

101-353-104 10m

Neutrik Convertcon & XLR adaptor leads 28

Stereo (5 pole) microphone cables Neutrik NC5MXX to NC5FXX 29

Neutrik male XLR NC3MXX to phono  30

Neutrik female XLR NC3FXX to phono 31

audio single leads

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm Pro
Grade Classic Instrument XKE
cable - 10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• Phonos available in 6 colours
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32 Neutrik male XLR NC3MXX to GPO jack NP3TB

33 Neutrik female XLR NC3FXX to GPO jack NP3TB

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable -
10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• NP3TB default colour is black –
also available in red

Order code Length

101-748-105 0.25m

101-087-105 0.5m

101-088-105 1m

101-366-105 2m

101-089-105 3m

101-090-105 5m

101-367-105 10m

101-749-105 15m

101-750-105 20m

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable -
10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• NP3TB default colour is black –
also available in red

Order code Length

101-748-005 0.25m

101-087-005 0.5m

101-088-005 1m

101-366-005 2m

101-089-005 3m

101-090-005 5m

101-367-005 10m

101-368-005 15m

101-369-005 20m

34 Neutrik male XLR NC3MXX to bantam jack NP3TT-1

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 4.85mm Pro
Grade Classic XKE Pro-patch cable
- 10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• NP3TT-1 default colour is black
also available in red

Order code Length

101-752-006 0.25m

101-079-006 0.5m

101-080-006 1m

101-350-006 2m

101-081-006 3m

101-082-006 5m

101-351-006 10m

101-753-006 15m

101-754-006 20m

35 Neutrik female XLR NC3FXX to bantam jack NP3TT-1

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 4.85mm Pro
Grade Classic XKE Pro-patch cable
- 10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• NP3TT-1 default colour is black
also available in red

Order code Length

101-752-106 0.25m

101-079-106 0.5m

101-080-106 1m

101-350-106 2m

101-081-106 3m

101-082-106 5m

101-351-106 10m

101-753-106 15m

101-754-106 20m
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• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 4.85mm 
Pro Grade Classic XKE Pro-patch
cable - 10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• Wired as tip/ring bridged to Pin 2
as default – pin to pin on request
only

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 4.85mm 
Pro Grade Classic XKE Pro-patch
cable - 10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• Wired as tip/ring bridged to Pin 2
as default – pin to pin on request
only

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm 
Pro Grade Classic XKE mic cable -
10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• Wired as tip/ring bridged to Pin 2 as
default – pin to pin on request only

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm 
Pro Grade Classic XKE mic cable -
10 colours

• Coloured boots and/or marking
rings available on XLR (surcharge
applies)

• Wired as tip/ring bridged to Pin 2
as default – pin to pin on request
only

Order code Length

101-442-008 0.25m

101-443-008 0.5m

101-444-008 1m

101-445-008 2m

101-446-008 3m

101-447-008 5m

101-426-008 10m

101-756-008 15m

101-757-008 20m

Order code Length

101-442-108 0.25m

101-443-108 0.5m

101-444-108 1m

101-445-108 2m

101-446-108 3m

101-447-108 5m

101-426-108 10m

101-756-108 15m

101-757-108 20m

Order code Length

101-759-008 0.25m

101-760-008 0.5m

101-761-008 1m

101-762-008 2m

101-763-008 3m

101-764-008 5m

101-765-008 10m

101-766-008 15m

101-767-008 20m

Order code Length

101-759-108 0.25m

101-760-108 0.5m

101-761-108 1m

101-762-108 2m

101-763-108 3m

101-764-108 5m

101-765-108 10m

101-766-108 15m

101-767-108 20m

Neutrik male XLR NC3MXX to mini stereo jack  36

Neutrik female XLR NC3FXX to mini stereo jack  37

Neutrik male XLR NC3MXX to VDC heavy duty mini stereo jack 38

Neutrik female XLR NC3FXX to VDC heavy duty mini stereo jack 39

audio single leads
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40 Neutrik male XLR NC3MXX to stereo jack socket NJ3FC6C

41 Neutrik female XLR NC3FXX to stereo jack socket NJ3FC6C

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable -
10 colours

• Coloured boots and/or marking rings
available (surcharge applies)

Order code Length

101-769-109 0.25m

101-432-109 0.5m

101-433-109 1m

101-434-109 2m

101-435-109 3m

101-436-109 5m

101-437-109 10m

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable -
10 colours

• Coloured boots and/or marking rings
available (surcharge applies)

Order code Length

101-769-009 0.25m

101-432-009 0.5m

101-433-009 1m

101-434-009 2m

101-435-009 3m

101-436-009 5m

101-437-009 10m

42 Neutrik phono to phono

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm
Classic Instrument cable - 10
colours

• Phonos available in 6 colours

Order code Length

101-369-404 0.25m

101-091-404 0.5m

101-092-404 1m

101-370-404 2m

101-093-404 3m

101-094-404 5m

101-095-404 10m

101-371-404 15m

101-770-404 20m

43 heavy duty phono to heavy duty phono

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm
Classic Instrument cable - 10
colours

Order code Length

101-373-404 0.25m

101-374-404 0.5m

101-375-404 1m

101-376-404 2m

101-377-404 3m

101-378-404 5m

101-379-404 10m

101-380-404 15m

101-772-404 20m
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• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm
Classic Instrument cable - 10
colours

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• VDC Twin Fig.8, 2 pair cable.

• Red / White phono colours as
default; others available on request

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme Hi-Fi Twin Interconnect
cable in blue only

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Vandamme Blue series Studio
Grade 2 pair multicore

• 15cm pliosil sleeved breakouts

Order code Length

101-381-404 0.25m

101-096-404 0.5m

101-097-404 1m

101-382-404 2m

101-098-404 3m

101-099-404 5m

101-100-404 10m

101-383-404 15m

101-774-404 20m

Order code Length

101-384-969 0.25m

101-385-969 0.5m

101-386-969 1m

101-387-969 2m

101-388-969 3m

101-389-969 5m

101-390-969 10m

101-391-969 15m

101-776-969 20m

Order code Length

101-780-969 1m

101-781-969 2m

101-782-969 3m

101-783-969 5m

101-784-969 10m

101-785-969 15m

101-786-969 20m

Order code Length

101-386-979 1m

101-387-979 2m

101-388-979 3m

101-389-979 5m

101-390-979 10m

101-391-979 15m

101-776-979 20m

Neutrik Profi-phono to Profi-phono  44

Neutrik twin-phono to twin-phono  45

twin-phono to twin-phono  46

Neutrik heavy duty twin phono to heavy duty twin phono 47

audio single leads

VDC_2012_Manufacturing_VDC_2012_Manufacturing  13/03/2012  12:39  Page 177



178

patching

networking

racking

mains

appendix

index 

company profile

head space

van damme

cable

miscellaneous

cable accessories

connectors

manufacturing

48 Neutrik phono to GPO jack NP3TB

49 Neutrik phono to bantam jack NP3TT-1

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00m Classic
Instrument cable - 10 colours

• NP3TT-1 default colour is black also
available in red

• Phonos available in 6 colours

Order code Length

101-792-406 0.25m

101-105-406 0.5m

101-106-406 1m

101-392-406 2m

101-107-406 3m

101-108-406 5m

101-293-406 10m

101-793-406 15m

101-794-406 20m

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.00mm
Classic Instrument cable - 10 colours

• NP3TB default colour is black – also
available in red

• Phonos available in 6 colours

Order code Length

101-788-405 0.25m

101-109-405 0.5m

101-110-405 1m

101-394-405 2m

101-111-405 3m

101-112-405 5m

101-395-405 10m

101-789-405 15m

101-790-405 20m

50 Neutrik GPO jack NP3TB to GPO jack NP3TB

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 6.35mm 
Tour Grade Classic XKE mic cable -
10 colours

• NP3TB default colour is black – also
available in red

Order code Length

101-120-505 300mm

101-121-505 600mm

101-122-505 900mm

101-407-505 1200mm

101-408-505 2000mm

51 Neutrik bantam jack NP3TT-1 to bantam jack NP3TT-1

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 4.85mm Pro
Grade Classic XKE Pro-patch cable
- 10 colours

• NP3TT-1 default colour is black -
also available in red

Order code Length

101-113-606 300mm

101-114-606 600mm

101-115-606 900mm

101-116-606 1200mm

101-396-606 2000mm
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• Custom cable ident service 

• Pre moulded assemblies with 
nickel plated contacts

• Flexible Starquad cable

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 4.85mm 
Pro Grade Classic XKE Pro-patch
cable - 10 colours

• NP3TB default colour is black –
also available in red

• NP3TT-1 default colour is black
also available in red

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme SP-OFC 4.85mm 
Pro Grade Classic XKE Pro-patch
cable - 10 colours

Order code Length

101-399-606 300mm BLACK
101-600-626 300mm RED
101-602-656 300mm GREEN
101-604-666 300mm BLUE
101-606-696 300mm WHITE
101-624-606 450mm BLACK
101-626-626 450mm RED
101-628-656 450mm GREEN
101-628-666 450mm BLUE
101-630-696 450mm WHITE
101-400-606 600mm BLACK
101-608-626 600mm RED
101-610-656 600mm GREEN
101-612-666 600mm BLUE
101-614-696 600mm WHITE
101-401-606 900mm BLACK
101-616-626 900mm RED
101-618-656 900mm GREEN
101-620-666 900mm BLUE
101-632-606 1200mm BLACK
101-634-626 1200mm RED
101-636-656 1200mm GREEN
101-638-666 1200mm BLUE
101-642-606 1800mm BLACK
101-644-626 1800mm RED

Order code Length

101-402-605 300mm

101-403-605 600mm

101-404-605 900mm

101-405-605 1200mm

101-406-605 2000mm

Order code Length

101-410-909 0.25m

101-128-909 0.5m

101-129-909 1m

101-411-909 2m

101-130-909 3m

101-131-909 5m

101-412-909 10m

101-413-909 15m

101-796-909 20m

101-797-909 30m

Rean moulded bantam to bantam assemblies  52

Neutrik bantam jack NP3TT-1 to GPO jack NP3TB  53

Neutrik midi plug to midi plug 54

179audio single leads
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55 R/Angled mini stereo jack to R/Angled mini stereo jack 1.5 metres

56 R/angled mini stereo jack to male XLR NC3MXX

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Pre-moulded assembly with gold
plated mini stereo jack

• Coloured boots and/or marking rings
available on XLR (surcharge applies)

Order code Length

101-798-800 0.25m

101-799-800 0.5m

101-800-800 1m

101-801-800 2m

101-802-800 3m

101-803-800 5m

• Custom cable ident service

• Pre-moulded assembly

• Gold plated connectors

Order code Length

101-824-808 1.5m

57 R/angled mini stereo jack to female XLR NC3FXX

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Pre-moulded assembly with gold
plated mini stereo jack

• Coloured boots and/or marking rings
available on XLR (surcharge applies)

Order code Length

101-798-801 0.25m

101-799-801 0.5m

101-800-801 1m

101-801-801 2m

101-802-801 3m

101-803-801 5m

58 R/angled mini stereo jack to bare end 5 metres

• Custom cable ident service

• Pre-moulded assembly

• Gold plated connectors

• Prepped to bare end

Order code Length

104-250-807 5m
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• Tough colourful metal shells

• Highly flexible well protected 
POF cable

• Colour coded for length

Order code Length

101-413-000 0.25m

101-414-000 1m

101-451-000 3m

101-448-000 5m

101-449-000 7m

101-450-000 10m

Toslink assemblies  59

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme UPLC-OFC 6.00mm
110 Ohm Green Series Mic cable 

• Coloured boots and/or marking
rings available (surcharge applies)

• Terminated using 2% Silver solder -
lead free RoHS compliant

• Custom cable ident service

• Van Damme UPLC-OFC 6.15mm 75
Ohm standard video cable -5
colours 

• Phonos available in 6 colours

Order code Length

101-804-051 0.25m

101-805-051 0.5m

101-806-051 1m

101-807-051 2m

101-808-051 3m

101-809-051 5m

101-810-051 10m

101-811-051 15m

101-812-051 20m

101-813-051 30m

Order code Length

110-266-414 0.25m

110-267-414 0.5m

110-268-414 1m

110-269-414 2m

110-270-414 3m

110-271-414 5m

110-272-414 10m

110-273-414 15m

110-274-414 20m

110-275-414 30m

AES digital mic cable male XLR NC3MXX to female XLR NC3FXX  60

SPDIF digital coax cable to Neutrik phono to phono 61
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Audio splitter leads

• All Van Damme cables have either SP-OFC or UPLC-OFC
conductors

• Terminated using 2% silver solder - lead free RoHS
compliant

• Point of sale packaging and display stands available

• Coloured boots and/or marking rings available 
(surcharge applies)

• All items except 25 and 26 (XLR parallel splits) are wired
left/right as a default 

• Contact the sales office for any type of splitter lead or
configuration not shown

1 Neutrik stereo jack NP3X to 2 x mono jack NP2X

• Assemblies 0.5m and under use 2 x
Van Damme SP-OFC 1 pair cable -
10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red boot used to identify right (ring)
channel

Order code Length

1 pair

103-174-302 0.25m

103-135-302 0.5m

2 pair Blue Series
103-136-362 1m

103-137-362 3m

103-138-362 5m

103-176-362 10m

VDC twin 1 pair

103-136-312 1m

103-137-312 3m

103-138-312 5m

103-176-312 10m

2 Neutrik stereo jack NP3X to 2 x phono

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red phono used to identify right
(ring) channel

Order code Length

1 pair

103-180-304 0.25m

103-139-304 0.5m

2 pair Blue Series

103-140-364 1m

103-141-364 3m

103-142-364 5m

103-182-364 10m

VDC twin 1 pair

103-140-314 1m

103-141-314 3m

103-142-314 5m

103-182-314 10m
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• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red phono used to identify right
(ring) channel

Order code Length

1 pair

103-186-300 0.25m

103-143-300 0.5m

2 pair Blue Series

103-144-360 1m

103-145-360 3m

103-146-360 5m

103-147-360 10m

VDC twin 1 pair

103-144-310 1m

103-145-310 3m

103-146-310 5m

103-147-310 10m

Neutrik stereo jack NP3X to 2 x male XLR NC3MXX  3

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red boot used to identify right 
(ring) channel

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red boot used to identify ring return
(female XLR) channel by default

• Ring send, Tip return wired on
request

Order code Length

1 pair

103-186-301 0.25m

103-143-301 0.5m

2 pair Blue Series

103-144-361 1m

103-145-361 3m

103-146-361 5m

103-147-361 10m

VDC twin 1 pair

103-144-311 1m

103-145-311 3m

103-146-311 5m

103-147-311 10m

Order code Length

1 pair

103-148-311 0.25m

103-150-311 0.5m

2 pair Blue Series

103-151-311 1m

103-152-311 3m

103-153-311 5m

103-154-311 10m

VDC twin 1 pair

103-157-311 1m

103-158-311 3m

103-159-311 5m

103-160-311 10m

Neutrik stereo jack NP3X to 2 x female XLR NC3FXX  4

Neutrik stereo jack NP3X to 1x male XLR NC3MXX & 1x female XLR NC3FXX 5
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6 Neutrik stereo jack NP3X to ConvertCon NC3FM-C

7 Neutrik stereo jack NP3X to 2 x GPO jacks NP3TB/R

• Assemblies 0.5m and under use 2 x
Van Damme SP-OFC 1 pair cable -
10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red GPO used to identify right (ring)
channel

Order code Length

1 pair

103-204-305 0.25m

103-206-305 0.5m

2 pair Blue Series
103-208-365 1m

103-210-365 3m

103-212-365 5m

103-214-365 10m

VDC twin 1 pair

103-208-315 1m

103-210-315 3m

103-212-315 5m

103-214-315 10m

• Assemblies 0.5m and under use 2 x
Van Damme SP-OFC 1 pair cable -
10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• NB CovertCon will not latch in
female DL and P type chassis
connectors

• Custom cable ident service

• Red boot used to identify right (ring)
channel

Order code Length

1 pair

103-400-300 0.25m

103-402-300 0.5m

2 pair Blue Series
103-406-300 1m

103-408-300 3m

103-410-300 5m

VDC twin 1 pair

103-412-300 1m

103-414-300 3m

103-416-300 5m

8 Neutrik stereo jack NP3X to 2 x bantam jacks NP3TT-1 B/R

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red bantam used to identify right
(ring) channel

Order code Length

1 pair

103-190-306 0.25m

103-192-306 0.5m

2 pair Blue Series

103-194-366 1m

103-196-366 3m

103-198-366 5m

103-200-366 10m

VDC twin 1 pair

103-194-316 1m

103-196-316 3m

103-198-316 5m

103-200-316 10m
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Order code Length

1 pair

103-296-802 0.25m

103-298-802 0.5m

2 pair Blue Series

103-300-862 1m

103-302-862 3m

103-304-862 5m

VDC twin 1 pair

103-300-812 1m

103-302-812 3m

103-304-812 5m

VDC heavy duty mini stereo jack to 2 x mono jack NP2X  9

• Pre-moulded assembly with gold
plated mini stereo jack

• Custom cable ident service

• Red boot used to identify right (ring)
channel

• Ideal MP3 player input cable to line
inputs on console

• Same price for any length to
maximum 5 metres

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red phono used to identify right
(ring) channel

Order code Length

103-318-702 0.25m

103-319-702 0.5m

103-320-702 1m

103-321-702 3m

103-322-702 5m

Order code Length

1 pair

103-274-804 0.25m

103-276-804 0.5m

2 pair Blue Series

103-278-864 1m

103-280-864 3m

103-282-864 5m

VDC twin 1 pair

103-273-864 1m

103-275-864 3m

103-277-864 5m

VDC right angled mini stereo jack to 2 x mono jack NP2X  10

VDC heavy duty mini stereo jack to 2 x Neutrik phono 11

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red boot used to identify right (ring)
channel
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12 VDC right angled mini stereo jack to 2 x Neutrik phono

13 VDC heavy duty mini stereo jack to 2 x male XLR NC3MXX

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red boot used to identify right (ring)
channel

Order code Length

1 pair

103-288-800 0.25m

103-290-800 0.5m

2 pair Blue Series
103-292-860 1m

103-294-860 3m

103-296-860 5m

VDC twin 1 pair

103-287-860 1m

103-289-860 3m

103-291-860 5m

• Pre-moulded assembly with gold
plated mini stereo jack

• Custom cable ident service

• Red phono used to identify right
(ring) channel 

• Ideal MP3 player input cable to 2
track return on console

• Same price for any length to
maximum 5 metres

Order code Length

103-323-704 0.25m

103-324-704 0.5m

103-325-704 1m

103-326-704 3m

103-327-704 5m

14 VDC right angled mini stereo jack to 2 x male XLR NC3MXX

• Pre-moulded assembly with gold
plated mini stereo jack

• Custom cable ident service

• Red boot used to identify right (ring)
channel

• Ideal MP3 player output cable to
console XLR inputs

• Same price for any length to
maximum 5 metres

Order code Length

103-328-700 0.25m

103-329-700 0.5m

103-330-700 1m

103-331-700 3m

103-332-700 5m
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Order code Length

1 pair

103-288-801 0.25m

103-290-801 0.5m

2 pair Blue Series

103-292-811 1m

103-294-811 3m

103-296-811 5m

VDC twin 1 pair

103-292-812 1m

103-294-812 3m

103-296-812 5m

VDC heavy duty mini stereo jack to 2 x female XLR NC3FXX 15

• Pre-moulded assembly with gold
plated mini stereo jack

• Custom cable ident service

• Red boot used to identify right (ring)
channel

• Ideal MP3 player input cable 

• Same price for any length to
maximum 5 metres

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• NB CovertCon will not latch in
female DL and P type chassis
connectors

• Custom cable ident service

• Red boot used to identify right
(ring) channel

Order code Length

103-333-701 0.25m

103-334-701 0.5m

103-335-701 1m

103-336-701 3m

103-337-701 5m

Order code Length

1 pair

103-418-800 0.25m

103-420-800 0.5m

2 pair Blue Series

103-422-800 1m

103-424-800 3m

103-426-800 5m

VDC twin 1 pair

103-428-800 1m

103-430-800 3m

103-432-800 5m

VDC right angled mini stereo jack to 2 x female XLR NC3FXX 16

VDC heavy duty mini stereo jack to ConvertCon NC3FM-C 17

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red boot used to identify right (ring)
channel
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18 Right angled mini stereo jack to ConvertCon NC3FM-C

19 VDC heavy duty mini stereo jack to 2 x GPO jacks NP3TB/R

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red GPO used to identify right (ring)
channel

Order code Length

1 pair

103-312-805 0.25m

103-314-805 0.5m

2 pair Blue Series
103-316-865 1m

103-318-865 3m

103-320-865 5m

VDC twin 1 pair

103-311-865 1m

103-313-865 3m

103-315-865 5m

• Pre-moulded assembly with gold
plated mini stereo jack

• Custom cable ident service

• Red boot used to identify right (ring)
channel

• Same price for any length to
maximum 5 metres

• NB CovertCon will not latch in
female DL and P type chassis
connectors

Order code Length

103-434-700 0.25m

103-436-700 0.5m

104-438-700 1m

104-440-700 3m

104-442-700 5m

20 VDC right angled mini stereo jack to 2 x GPO jacks NP3TB/R

• Pre-moulded assembly with gold
plated mini stereo jack

• Custom cable ident service

• Red GPO used to identify right (ring)
channel

• Ideal MP3 player output cable to
GPO patchbays

• Same price for any length to
maximum 5 metres

Order code Length

103-338-705 0.25m

103-339-705 0.5m

103-340-705 1m

103-341-705 3m

103-342-705 5m
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Order code Length

1 pair

103-304-806 0.25m

103-306-806 0.5m

2 pair Blue Series

103-308-866 1m

103-310-866 3m

103-312-866 5m

VDC twin 1 pair

103-305-866 1m

103-307-866 3m

103-309-866 5m

VDC heavy duty mini stereo jack to 2 x bantam jacks NP3TT-1 B/R 21

• Pre-moulded assembly with gold
plated mini stereo jack

• Custom cable ident service

• Red bantam used to identify right
(ring) channel

• Ideal MP3 player output cable 

• Same price for any length to
maximum 5 metres

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red boot used to identify right
channel

Order code Length

103-343-706 0.25m

103-344-706 0.5m

103-345-706 1m

103-346-706 3m

103-347-706 5m

Order code Length

1 pair

103-266-901 0.25m

103-268-901 0.5m

2 pair Blue Series

103-270-961 1m

103-272-961 3m

103-274-961 5m

VDC twin 1 pair

103-271-961 1m

103-273-961 3m

103-275-961 5m

VDC right angled mini stereo jack to 2 x bantam jacks NP3TT-1 B/R 22

Neutrik 5 pole male XLR NC5MXX to 2 x 3 pole female XLR NC3FXX 23

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red bantam used to identify right
(ring) channel
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24 Neutrik 5 pole female XLR NC5FXX to 2 x 3 pole male XLR NC3MXX

25 Neutrik 3 pole male XLR NC3MXX to 2 x Neutrik female XLR NC3FXX

• Assemblies 0.5m and under use 2 x
Van Damme SP-OFC 1 pair cable -
10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Wired as parallel input

Order code Length

1 pair

103-254-001 0.25m

103-158-001 0.5m

2 pair Blue Series
103-154-061 1m

103-155-061 3m

103-156-061 5m

103-157-061 10m

VDC twin 1 pair

103-154-011 1m

103-155-011 3m

103-156-011 5m

103-157-011 10m

• Assemblies 0.5m and under use 
2 x Van Damme SP-OFC 1 pair
cable - 10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Red boot used to identify right
channel

Order code Length

1 pair

103-258-900 0.25m

103-260-900 0.5m

2 pair Blue Series
103-262-960 1m

103-263-960 3m

103-264-960 5m

VDC twin 1 pair

103-262-912 1m

103-264-912 3m

103-266-912 5m

26 Neutrik 3 pole female XLR NC3FXX to 2 x Neutrik male XLR NC3MXX

• Assemblies 0.5m and under use 2 x
Van Damme SP-OFC 1 pair cable -
10 colours

• Assemblies over 0.5m use 
Van Damme Blue Series 2 pair-
heavy duty 

• Alternatively assemblies over 0.5m
use VDC twin 1 pair - studio use

• Custom cable ident service

• Wired as parallel output

Order code Length

1 pair

103-348-100 0.25m

103-349-100 0.5m

2 pair Blue Series
103-350-160 1m

103-351-160 3m

103-352-160 5m

103-353-160 10m

VDC twin 1 pair

103-356-110 1m

103-357-110 3m

103-358-110 5m

103-359-110 10m
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Speaker assemblies

• Coloured boots and/or marking rings
available (surcharge applies)

• Blue Series Studio Grade supplied
as standard, Black Series Tour
Grade on request

• Coloured boots and/or marking rings
available (surcharge applies)

• Blue Series Studio Grade supplied
as standard, Black Series Tour
Grade on request

Order code Length

2 x 1.5mm
102-229-262 1m
102-230-262 3m
102-231-262 5m
102-232-262 10m
102-233-262 15m
102-234-262 20m
102-235-262 30m

2 x 2.5mm
102-236-262 1m
102-237-262 3m
102-238-262 5m
102-239-262 10m
102-240-262 15m
102-241-262 20m
102-242-262 30m

Order code Length

2 x 1.5mm
102-173-061 1m
102-174-061 3m
102-175-061 5m
102-176-061 10m
102-177-061 15m
102-178-061 20m
102-179-061 30m

2 x 2.5mm
102-180-061 1m
102-181-061 3m
102-182-061 5m
102-183-061 10m
102-184-061 15m
102-185-061 20m
102-186-061 30m

Neutrik jack NP2X to NP2X 1

Neutrik male XLR NC3MXX to female XLR NC3FXX 2

VDC manufacture a comprehensive range of high
quality speaker cable assemblies. These consist
of anything from a single lead to a full blown line
array system. 

If what you require is not listed please ask -
anything is possible.
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3 Neutrik jack NP2X to male XLR NC3MXX

4 Neutrik jack NP2X to female XLR NC3FXX

• Coloured boots and/or marking rings
available (surcharge applies)

• Blue Series Studio Grade supplied
as standard, Black Series Tour
Grade on request

Order code Length

2 x 1.5mm
102-187-162 1m
102-188-162 3m

102-189-162 5m

102-190-162 10m

102-191-162 15m

102-192-162 20m

102-193-162 30m

2 x 2.5mm
102-194-162 1m
102-195-162 3m

102-196-162 5m

102-197-162 10m

102-198-162 15m

102-199-162 20m

102-200-162 30m

• Coloured boots and/or marking rings
available (surcharge applies)

• Blue Series Studio Grade supplied
as standard, Black Series Tour
Grade on request

Order code Length

2 x 1.5mm
102-187-062 1m
102-188-062 3m
102-189-062 5m
102-190-062 10m
102-191-062 15m
102-192-062 20m
102-193-062 30m

2 x 2.5mm
102-194-062 1m
102-195-062 3m
102-196-062 5m
102-197-062 10m
102-198-062 15m
102-199-062 20m
102-200-062 30m

5 Neutrik Speakon NL2FC to NL2FC

• Screw termination wired 1+/1- 

• Blue Series Studio Grade supplied 
as standard, Black Series Tour
Grade on request

Order code Length

2 x 1.5mm
102-660-363 1m
102-661-363 3m

102-662-363 5m

102-663-363 10m

102-664-363 15m

102-665-363 20m

102-666-363 30m

2 x 2.5mm
102-667-363 1m
102-668-363 3m

102-669-363 5m

102-670-363 10m

102-671-363 15m

102-672-363 20m

102-673-363 30m
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• Screw termination wired 1+/1- 

• Right angled option (surcharge
applies)

• Red, yellow, green or white bushes
available (surcharge applies)

• STX series metal speakons available
on request – please contact sales

• Blue Series Studio Grade supplied
as standard, Black Series Tour
Grade on request

• Screw termination 

• Right angled option (surcharge
applies)

• Red, yellow, green or white bushes
available (surcharge applies)

• Black Series Tour Grade supplied.

Order code Length

2 x 1.5mm
102-673-313 1m
102-674-363 3m

102-675-363 5m

102-676-363 10m

102-677-363 15m

102-678-363 20m

102-679-363 30m

2 x 2.5mm
102-354-363 1m
102-356-363 3m

102-358-363 5m

102-360-363 10m

102-362-363 15m

102-364-363 20m

102-366-363 30m

2 x 4mm
102-374-363 1m
102-376-363 3m

102-378-363 5m

102-380-363 10m

102-382-363 15m

102-384-363 20m

102-386-363 30m

Order code Length

4 x 2.5mm
102-243-363 1m
102-244-363 3m

102-245-363 5m

102-246-363 10m

102-247-363 15m

102-248-363 20m

102-249-363 30m

4 x 4mm
102-250-363 1m
102-251-363 3m

102-252-363 5m

102-253-363 10m

102-254-363 15m

102-255-363 20m

102-256-363 30m

Neutrik Speakon NL4FX to NL4FX 2 core 6

Neutrik Speakon NL4FX to NL4FX 4 core 7
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8 Neutrik Speakon NLT4FX to NLT4FX 4 core

9 Neutrik Speakon NL8FC to NL8FC 8 core

• Screw termination 

• Black Series Tour Grade supplied.

Order code Length

8 x 2.5mm
102-257-363 1m
102-258-363 3m
102-259-363 5m
102-260-363 10m
102-261-363 15m
102-262-363 20m
102-263-363 30m

8 x 4mm
102-257-343 1m
102-258-343 3m
102-259-343 5m
102-260-343 10m
102-261-343 15m
102-262-343 20m
102-263-343 30m

• Screw termination 

• Robust metal bodied Speakon
connector for heavy duty
applications

• Right angled option (surcharge
applies)

• Also available as NLT4FX to
NLT4MX – please contact sales

• Black Series Tour Grade supplied

Order code Length

4 x 2.5mm
102-843-363 1m
102-844-363 3m
102-845-363 5m
102-846-363 10m
102-847-363 15m
102-848-363 20m
102-849-363 30m

4 x 4mm
102-850-363 1m
102-851-363 3m
102-852-363 5m
102-853-363 10m
102-854-363 15m
102-855-363 20m
102-856-363 30m

10 Neutrik Speakon NLT8FX to NLT8FX 8 core

• Screw termination

• Robust metal bodied Speakon
connector for heavy duty
applications

• Black Series Tour Grade supplied.

Order code Length

8 x 2.5mm
102-857-363 1m
102-858-363 3m

102-859-363 5m

102-860-363 10m

102-861-363 15m

102-862-363 20m

102-863-363 30m

8 x 4mm
102-857-343 1m
102-858-343 3m

102-859-343 5m

102-860-343 10m

102-861-343 15m

102-862-343 20m

102-863-343 30m
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• Solder termination wired 4 core pins
1-4 only

• Black Series Tour Grade supplied

• Also available with EP metal
connectors – please contact Sales

• Solder termination wired all 6 pins

• Black Series Tour Grade supplied

• Also available with EP metal
connectors – please contact Sales

Order code Length

4 x 2.5mm
102-606-666 1m
102-608-666 3m
102-610-666 5m
102-612-666 10m
102-614-666 15m
102-616-666 20m
102-618-666 30m

4 x 4mm
102-806-666 1m
102-808-666 3m
102-810-666 5m
102-812-666 10m
102-814-666 15m
102-816-666 20m
102-818-666 30m

Order code Length

6 x 2.5mm
102-506-666 1m
102-508-666 3m

102-510-666 5m

102-512-666 10m

102-514-666 15m

102-516-666 20m

102-518-666 30m

102-520-666 50m

Amphenol AP5 male to female 4 core 11

• Solder termination wired all 5 pins

• Black Series Tour Grade supplied

• Also available with EP metal
connectors – please contact Sales

Order code Length

6 x 2.5mm
102-606-656 1m
102-608-656 3m

102-610-656 5m

102-612-656 10m

102-614-656 15m

102-616-656 20m

102-618-656 30m

102-620-656 50m

Amphenol AP5 male to female 12

Amphenol AP6 male to female 13
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14 Amphenol AP8 male to female 8 core

15 PA-CON male lock-ring to female lock-ring

• Solder termination wired 8 core 

• Black Series Tour Grade supplied

• 8 x 4mm cables listed for
L’Acoustics users at 0.7m, 7m 
and 25m

• Please contact sales for other
L’Acoustics 4mm speaker cable
types

Order code Length

8 x 2.5mm
102-538-000 1m
102-540-000 3m

102-542-000 5m

102-454-000 10m

102-456-000 15m

102-458-000 20m

102-460-000 30m

102-462-000 50m

8 x 4.0mm
102-464-000 0.7m 
102-466-000 1m 

102-468-000 3m 

102-470-000 5m 

102-472-000 7m 

102-474-000 10m 

102-476-000 15m 

102-478-000 20m 

102-479-000 25m 

102-480-000 30m 

102-482-000 50m 

• Solder termination 

• Black Series Tour Grade supplied

Order code Length

8 x 2.5mm
102-522-666 1m
102-524-666 3m
102-526-666 5m
102-528-666 10m
102-530-666 15m
102-532-666 20m
102-534-666 30m

8 x 4mm
102-822-666 1m
102-824-666 3m
102-826-666 5m
102-828-666 10m
102-830-666 15m
102-832-666 20m
102-834-666 30m
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• Van Damme Ambicore power and signal cable available in 
3 different current capacities

• Terminated with XLR male to female for signal and 13A plug,
IEC female, Powercon, Powercon True 1 and 16A Ceeform

• Suitable for self-powered speaker arrays, stand-alone
AES/EBU equipment  

• Also suitable for DMX and AC power applications, contact
the Sales Dept. for 5 pin XLR versions and any other
connectors not shown

• Note that some 3 x 1.00mm 10A and 3 x 1.5mm 15A
assemblies may require fusing at the power supply stage –
for example 20A Powercon connectors to IEC female

Ambicore power and signal looms

Van Damme 3 x 1.00mm 10a ambicore
13a plug to IEC female 10a

Order code Length

106-010-003 3m

106-010-005 5m

106-010-010 10m

106-010-015 15m

106-010-020 20m

13a plug to powercon 10a

Order code Length

106-110-003 3m

106-110-005 5m

106-110-110 10m

106-110-015 15m

106-110-020 20m

Powercon to IEC female 10a

Order code Length

106-210-003 3m

106-210-005 5m

106-210-210 10m

106-210-015 15m

106-210-020 20m

Van Damme 3 x 1.50mm 15a ambicore
13a plug to powercon 15a

Order code Length

106-115-003 3m

106-115-005 5m

106-115-115 10m

106-115-015 15m

106-115-020 20m

16a ceeform to powercon 15a

Order code Length

106-315-003 3m

106-315-005 5m

106-315-315 10m

106-315-015 15m

106-315-020 20m

Van Damme 3 x 2.50mm 20a ambicore
16a ceeform to powercon 20a

Order code Length

106-320-003 3m

106-320-005 5m

106-320-320 10m

106-320-015 15m

106-320-020 20m 

Powercon to powercon 20a

Order code Length

106-420-003 3m

106-420-005 5m

106-420-420 10m

106-420-015 15m

106-420-020 20m

Powercon true 1 to powercon true 1 16a

Order code Length

106-520-003 3m

106-520-005 5m

106-520-520 10m

106-520-015 15m

106-520-020 20m

VDC_2012_Manufacturing_VDC_2012_Manufacturing  13/03/2012  12:40  Page 197



Why the touring, recording, broadcast, installation and presentation industries use our cables with 
such confidence:

• A heritage of over 20 years in the 
pro audio-visual market

• Individually hand tested and quality
assured

• VDC quality after sales assurance

• Hand terminated in England with all
details recorded and held our QC
database

• All Van Damme cables have either 
SP-OFC or UP LC-OFC conductors

• Any multicore and connector
permutation possible

• Cables supplied with Velcro tie and
custom cable indent service available

Manufacturing standards
• Each cable is uniquely made as per your individual instruction

• Terminated using 2% Silver solder - lead free RoHS compliant

• UP LC-OFC conductors for optimum signal transmission

• Choice of Van Damme Blue, Green or Black Series dependant on application

• All tails are protected with pliosil braided sleeving for tangle-free use

• Numbered using Brady numbers under clear heatshrink

• Heavy duty adhesive heatshrink used at main breakout and connector end

• Length of unshrunk clear heatshrink fitted
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VDC bespoke audio multicore looms
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Van Damme Blue Series Studio Grade multicore is the default cable unless you specify otherwise. In all assemblies high quality
connectors are always utilised - Neutrik are the default connector.

Default tail lengths:
Number of channels VDC default tail length Default cable type
2 15cm Blue series 2 pair
4 30cm Blue series 4 pair
8 30cm Blue series 8 pair
12 65cm Blue series 12 pair
16 65cm Blue series 16 pair
20 1m Blue series 24 pair
24 1m Blue series 24 pair
32 1m Blue series 32 pair
40 1.5m Blue series 48 pair
48 1.5m Blue series 48 pair
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199audio multicore looms

• Default cable is Van Damme Blue Series Studio Grade

• Default connector type is Neutrik

• The most common looms are listed below but any permutation is possible

• Available in 2, 4, 8, 12, 16, 20, 24, 32, 40 and 48 channels

• 20 and 40 channel assemblies use 24 and 48 pair multicore respectively

VDC bespoke audio multicore looms 1

Loom types
Mono jack to mono jack XLR to XLR

Mono jack to phono XLR to phono

Mono jack to XLR XLR to GPO

Mono jack to GPO XLR to bantam

Mono jack to bantam Midi plug to Midi plug

Stereo jack to stereo jack XLR to XLR

Stereo jack to XLR Stereo jack to XLR F/M unbalanced inserts

Stereo jack to GPO Stereo jack to Mono jack unbalanced inserts

Stereo jack to bantam

Default connectors:
Description Default Type Upgrade options
Mono Jack Neutrik NP2X Black shell gold plated contacts , right angle
Phono Neutrik NYS373-* (colour option available) VDC Heavy Duty, Van Damme phonos
XLR male Neutrik NC3MXX Black shell gold plated contacts , right angle
XLR female Neutrik NC3FXX Black shell gold plated contacts , right angle
GPO Neutrik NP3TBB
Bantam Neutrik NP3TT-B
Stereo/Balanced jack Neutrik NP3X Gold plated contacts
Midi plug Neutrik NYS322 Gold plated contacts
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These looms use the same exacting standards as the audio
multicore looms but are terminated at one or both ends with
a multipin connector. 

• EDAC, DL and D Sub connectors listed as standard

• Any other multipin connector type terminated upon request

• Van Damme Blue Series used for analogue assemblies

• Van Damme Green Series used for AES digital assemblies

• Where soldered a 2% Silver solder is used - lead free RoHS
compliant 

• Crimp connectors terminated using high quality tooling

• Comprehensive additional labelling available (surcharge applies)

• Most wiring specifications held in the VDC technical database

manufacturing

Audio multicore looms

Loom types
EDAC to mono jack EDAC to XLR

EDAC to stereo jack EDAC to bantam

EDAC to GPO EDAC to EDAC

EDAC to bare end EDAC to DL

EDAC type / channel count
8 Channel 38 pin or 56 pin

12 Channel 38 pin or 56 pin

16 Channel 56 pin

24 Channel 90 pin

32 Channel 120 pin

No. of channels VDC default Default cable type
tail length

8 30cm Blue Series 8 pair (analogue)

Green Series 8 pair
(AES/EBU)

VDC 10 pair AES overall
screen (T-Dif)

12 65cm Blue Series 12 pair

16 65cm Blue Series 16 pair

24 1m Blue Series 24 pair

32 1m Blue Series 32 pair

2 EDAC multipin looms

3 Hybrid multipin looms

VDC can manufacture any variation using the multipins shown above. A Common example is DL2-96P or EDAC 90 to 3 x
D25 male. Please contact us for a quote on any permutation.

Please specify:
• 38 or 56 pin EDACs for 8 and 12

channel assemblies - VDC default is
EDAC 56

• Equipment and/or wiring specification 

• Sex of connector - male or female

• Style of connector - Cable mount
(actuating screw) 
or panel mount (locknut)

• Angle of exit - straight (in line with pins)
or right angle (at 90 degrees to pins)
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audio multipin looms

DL multipin looms 4

D Sub multipin looms 5

All looms costed with DL2-96P connectors with 
EDAC 90 covers - contact us for DL2-96R 
assemblies. All looms are wired to the industry 
standard SSL wiring specification by default.

Please specify:
• Any deviation from the default wiring spec

• Angle of exit - straight (in line with pins) or right 
angle (at 90 degrees to pins)

• DL looms are available in either 24 or 32 
channel formats

Loom types
DL2-96P to mono jack DL2-96P to XLR

DL2-96P to stereo jack DL2-96P to bantam

DL2-96P to GPO DL2-96P to DL2-96P

DL2-96P to bare end DL2-96P to DL2-96P

Metric or Imperial jack screws?
Different manufacturers use different D sub locking hardware (jack screws and jack posts) depending on the country of manufacture. As
a rule of thumb equipment manufactured in Japan uses metric M2.6 hardware while Europe and North America use imperial UNC440.
This being pro-audio one can expect exceptions, usually found when North American manufacturers use Japanese sub assemblies and
vice versa. VDC’s technical database can usually provide the answer.

Please specify:
• Metric (M2.6) or Imperial (UNC440) jack screws     

• Analogue or Digital

• Equipment and/or wiring 
specification                    

• If D25 females are required

Loom types
D25 Male to mono jack D25 Male to XLR

D25 Male to stereo jack D25 Male to bantam

D25 Male to GPO D25 Male to D25 Male

D25 Male to D25 Male T-DIF D25 Male to bare end
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VDC’s stage and wallbox systems 
can be found in a wide range of 
environments including venues, 
theatres, schools & universities, 
houses of worship, blue chip 
companies and on tour with some 
of the world's biggest bands. 

Manufacturing standards
• Each assembly is uniquely made as per 
your individual instruction

• Uses the precision engineered Van Damme 
stagebox as standard

• Terminated using 2% Silver solder - lead 
free RoHS compliant

• Choice of Van Damme Blue, Super AES or Black Series dependant upon application

• All tails are protected with pliosil braided sleeving for tangle-free use

• Numbered using Brady numbers under clear heatshrink

• Heavy duty adhesive heatshrink used at main breakout and connector end

• Length of unshrunk clear heatshrink fitted for labelling

• UP LC-OFC conductors in all multicores for optimum signal transmission
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Audio multicore stagebox systems

These assemblies would typically be used for permanent installations or small venue
applications to name but a few.

Please specify:
• Available in  4, 8, 12, 16, 20, 24, 32, 40 and 48 channels

• 20 and 40 channel assemblies use 24 and 48 pair multicore respectively

• Please specify stagebox style for 20 and 24 channel assemblies – either 
3 rows of 8 or 2 rows of 12

• Connector type and gender

• Van Damme cable type and tail length

• Orientation of cable exit - right or left hand side (default is by channel one - left side)

• Box style - wall mounted or stage/mobile use  

1 Captive stage and wallbox systems
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stagebox systems

Detachable stagebox multicore systems 2

These systems are specifically designed for
more 'major league' applications such as
professional sound reinforcement companies
catering for the larger venue touring market.
After many years of manufacturing these
systems we believe we have arrived at the
definitive solution for systems that need to be
100% reliable night after night, gig after gig.
For example when a band goes on tour these
systems could be rigged and de-rigged every
night for up to 6 months with little or no
maintenance but equally problem free.

Our recommended multipin is the VDM
connector. These bullet-proof connectors are
now so well established and used with such
confidence in the UK touring market that sub
hiring between PA companies is commonplace. 

Multipin types
• VDM bayonet locking circular multipole - the established

professional standard 

• Heavy duty rectangular multipin 

• EDAC - usually recommended for studio or installation
applications

• CEEP 13 pole for VDC 4 channel cheese wedge stagebox
systems

These multicore systems are extremely flexible and as we
manufacture to the customers exact specification any
variation is possible. Some examples follow but if you do
not see what you need please call us.

Options
• Paralleled XLR inputs and outputs on the stagebox

• Custom stagebox metalwork

• Additional stagebox multipin for monitor splits

• Main multicore fitted with non detachable tails

• Custom labelling and colour coding of tails

• Basket weave glands for VDM 150 connectors

• Yellow numbers on connector bodies 

• Main multicore supplied on a cable drum

Please specify:
• Connector type and gender

• Multipin wiring specification if not the VDC default

• Van Damme cable type and tail length

• Please specify stagebox style for 20 and 24 channel
assemblies – either 3 rows of 8 or 2 rows of 12

• Position of stagebox multipin - right or left hand side
(default is by channel one - left side)

These systems are listed as their 3 separate
components:

A Stagebox with multipin

B Multipin to multipin

C Multipin to tails

A Stagebox with multipin

B Multipin to multipin

C Multipin to tails
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A Stagebox with multipin

Description 4 way box 8 way box 12 way box 16 way box 20 way box
1+ 1+ 1+ 1+ 1+

Box + 13 pin circular �
Box + 56 pin EDAC � � �
Box + 90 way EDAC �
Box + 120 way EDAC

Box + H/D Rect. 24 pin �
Box + H/D Rect. 42 pin �
Box + H/D Rect. 72 pin � �
Box + H/D Rect. 108 pin

Box + H/D Rect. 144 pin

Box + 25 pin VDM �
Box + 37 pin VDM �
Box + 54 pin VDM �
Box + 85 pin VDM �
Box + 150 pin VDM

Description 24 way box 28 way box 32 way box 40 way box 48 way box
1+ 1+ 1+ 1+ 1+

Box + 13 pin circular

Box + 56 pin EDAC

Box + 90 way EDAC � �
Box + 120 way EDAC � �
Box + H/D Rect. 24 pin

Box + H/D Rect. 42 pin

Box + H/D Rect. 72 pin �
Box + H/D Rect. 108 pin � �
Box + H/D Rect. 144 pin � �
Box + 25 pin VDM

Box + 37 pin VDM

Box + 54 pin VDM

Box + 85 pin VDM � �
Box + 150 pin VDM � � �
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stagebox systems

Description 4 way 8 way 12 way 16 way 20 way
multi loom multi loom multi loom multi loom multi loom

1+ 1+ 1+ 1+ 1+
13- 13 pin circular �
56 - 56 pin EDAC � � �
90 - 90 way EDAC �
120 - 120 way EDAC

H/D Rect. 24 - 24 pin �
H/D Rect. 42 - 42 pin �
H/D Rect. 72 - 72 pin � �
H/D Rect. 108 - 108 pin

H/D Rect. 144 - 144 pin

25 - 25 pin VDM �
37 - 37 pin VDM �
54 - 54 pin VDM �
85 - 85 pin VDM �
150 - 150 pin VDM

Description 24 way 28 way 32 way 40 way 48 way
multi loom multi loom multi loom multi loom multi loom

1+ 1+ 1+ 1+ 1+
13- 13 pin circular

56 - 56 pin EDAC

90 - 90 way EDAC � �
120 - 120 way EDAC � �
H/D Rect. 24 - 24 pin

H/D Rect. 42 - 42 pin

H/D Rect. 72 - 72 pin �
H/D Rect. 108 - 108 pin � �
H/D Rect. 144 - 144 pin � �
25 - 25 pin VDM

37 - 37 pin VDM

54 - 54 pin VDM

85 - 85 pin VDM � �
150 - 150 pin VDM � � �

Multipin to multipin cable assemblies B
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C Multipin breakout tails

Description 4 way 8 way 12 way 16 way 20 way
multi tails multi tails multi tails multi tails multi tails

1+ 1+ 1+ 1+ 1+

13 pin circular to tails �
56 pin EDAC to tails � � �
90 way EDAC to tails �
120 way EDAC to tails

H/D Rect. 24 pin to tails �
H/D Rect. 42 pin to tails �
H/D Rect. 72 pin to tails � �
H/D Rect. 108 pin to tails

H/D Rect. 144 pin to tails

25 pin VDM to tails �
37 pin VDM to tails �
54 pin VDM to tails �
85 pin VDM to tails �
150 pin VDM to tails

Description 24 way 28 way 32 way 40 way 48 way
multi tails multi tails multi tails multi tails multi tails

1+ 1+ 1+ 1+ 1+

13 pin circular to tails

56 pin EDAC to tails

90 way EDAC to tails � �
120 way EDAC to tails � �
H/D Rect. 24 pin to tails

H/D Rect. 42 pin to tails

H/D Rect. 72 pin to tails �
H/D Rect. 108 pin to tails � �
H/D Rect. 144 pin to tails � �
25 pin VDM to tails

37 pin VDM to tails

54 pin VDM to tails

85 pin VDM to tails � �
150 pin VDM to tails � � �

manufacturing

Number of VDC default 
channels tail length
4 30cm

8 30cm

12 65cm

16 65cm

20 65cm

24 1m

32 1m

40 1.5m

48 1.5m
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Broadcast multicore assemblies

• 26 pole pin-out to BBC spec and fully compatible with 7ch standard

• Van Damme 8ch or 16ch (8 way parallel NC3FDL/MDL) stagebox

• Can be wired as parallel 26 pole through box

Order code Description

107-044-000 Male 26 pole to 8 x XLR female

107-046-000 Male 26 pole to 8 x XLR male

107-048-000 Male 26 pole to XLR male/female parallel

107-050-000 Female 26 pole to 8 x XLR female

107-052-000 Female 26 pole to 8 x XLR male

107-054-000 Female 26 pole to XLR male/female parallel

107-056-000 Male & female 26 pole & XLR male/female parallel

• Male lock-ring to female bayonet post as standard BBC spec 

• 26 pole pin-out to BBC spec and fully compatible with 7ch standard

• Van Damme 8 way Brown Series (Starquad) or Black Series Tour Grade 

• Fitted with protective gaitors

Order code Description
107-000-010 8 way Brown series quad loom 10m
107-002-015 8 way Brown series quad loom 15m
107-004-020 8 way Brown series quad loom 20m
107-006-030 8 way Brown series quad loom 30m
107-008-050 8 way Brown series quad loom 50m
107-010-075 8 way Brown series quad loom 75m
107-012-100 8 way Brown series quad loom 100m
107-014-010 8 way Black series loom 10m
107-016-015 8 way Black series loom 15m
107-018-020 8 way Black series loom 20m
107-020-030 8 way Black series loom 30m
107-022-050 8 way Black series loom 50m
107-024-075 8 way Black series loom 75m
107-026-100 8 way Black series loom 100m

26 pole OB-Con stageboxes 1

26 pole OB-Con multicores 2

The following list of high quality assemblies
have been specifically designed to suit
broadcast applications. They are confidently
used by major broadcasters who VDC have
been supplying for over 25 years. These
products have been utilised in many of the
world’s major news stories and events.
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3 26 pole OB-Con breakouts   

4 VDM54 pole stageboxes   

• VDC VDM54 standard pinout. 16ch

• Van Damme 16ch or 32ch (16 way parallel NC3FDL/MDL) stagebox

• Can be wired as parallel VDM54 pole through box

• A higher channel number alternative to the 26 pole OB system

• Can be supplied with additional 26 pole OB-Con 8 channel sub-multipins

Order code Description

107-144-000 VDM 54 pole male to 16 x XLR female

107-146-000 VDM 54 pole male to 16 x XLR male/female parallel

107-148-000 VDM 54 pole female to 16 x XLR male

107-150-000 VDM 54 pole female to 16 x XLR male/female parallel

107-152-000 VDM 54 pole male/female to 16 x XLR male/female parallel

5 VDM54 pole multicores   

• VDC VDM54 standard pinout. 16ch

• Van Damme 16 way Brown Series Starquad multicore

Order code Description

107-100-010 16 way Brown series quad loom 10m

107-102-015 16 way Brown series quad loom 15m

107-104-020 16 way Brown series quad loom 20m

107-106-030 16 way Brown series quad loom 30m

107-108-050 16 way Brown series quad loom 50m

107-110-075 16 way Brown series quad loom 75m

107-114-100 16 way Brown series quad loom 100m

6 VDM54 pole breakouts   

• VDC VDM54 standard pinout. 16ch

• Van Damme 16 way Brown Series Starquad multicore

• Default tail length 65cm

Order code Description

107-128-000 VDM 54 male to 16 x XLR female 3m

107-130-000 VDM 54 male to 16 x XLR female 5m

107-132-000 VDM 54 female to 16 x XLR male 3m

107-134-000 VDM 54 female to 16 x XLR male 5m

• 26 pole pin-out to BBC spec and fully compatible with 7ch standard

• Van Damme 8 way  Brown Series (Starquad) cable

• Default tail length 65cm

Order code Description

107-138-000 26 pole OB Con male to 8 x XLR female 5m

107-140-000 26 pole OB Con female to 8 x XLR male 3m

107-142-000 26 pole OB Con female to 8 x XLR male 5m
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Speaker multicore cables and breakouts

• CEEP solder terminated connectors

• Fully compatible with alternative 19 pole connector types

• Protective gaitors available (surcharge applies)

• Contact Sales for D&B J series compatible multicores (unique pin out required)

Order code Description

18 x 2.5mm
102-462-002 Van Damme 18 x 2.5mm 19 pole male to female 5m 

102-462-004 Van Damme 18 x 2.5mm  19 pole male to female 10m

102-462-006 Van Damme 18 x 2.5mm  19 pole male to female 15m

102-462-008 Van Damme 18 x 2.5mm  19 pole male to female 20m

102-462-010 Van Damme 18 x 2.5mm  19 pole male to female 25m

102-462-012 Van Damme 18 x 2.5mm  19 pole male to female 30m

102-462-014 Van Damme 18 x 2.5mm  19 pole male to female 40m

102-462-016 Van Damme 18 x 2.5mm  19 pole male to female 50m

102-462-018 Van Damme 18 x 2.5mm  19 pole male to female 75m

16 x 4.0mm
102-462-402 Van Damme 16 x 4mm 19 pole male to female 5m 

102-462-404 Van Damme 16 x 4mm  19 pole male to female 10m

102-462-406 Van Damme 16 x 4mm  19 pole male to female 15m

102-462-408 Van Damme 16 x 4mm  19 pole male to female 20m

102-462-410 Van Damme 16 x 4mm  19 pole male to female 25m

102-462-412 Van Damme 16 x 4mm  19 pole male to female 30m

102-462-414 Van Damme 16 x 4mm  19 pole male to female 40m

102-462-416 Van Damme 16 x 4mm  19 pole male to female 50m

102-462-418 Van Damme 16 x 4mm  19 pole male to female 75m

Black Series Tour Grade 18 & 16 way 19 pole multicores 1

Multicore speaker cables offer a quick and convenient method of transmitting multiple amplifier
outputs to speaker inputs.

This range comprises 18 x 2.5mm, 16 x 4mm and 8 x 2.5mm assemblies which, when coupled with
the VDC breakout boxes, provide a simple and easily rigged range of solutions for live PA,
presentation and conference applications.
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2 19 pole breakout boxes

3 19 pole breakout cables

• CEEP solder terminated assemblies

• Tails clearly numbered with large yellow on black ident 

• Other configurations on request

• Please advise preferred pin out when ordering

Order code Description

102-462-022 19 pole female to 2 x NL8FC 2m

102-462-023 19 pole male to 2 x NL8FC 2m

102-462-028 19 pole male to 4 x NL4FX 2m

102-462-029 19 pole female to 4 x NL4FX 2m

102-462-032 19 pole male to 8 x NL4FX 2m

102-462-033 19 pole female to 8 x NL4FX 2m

• VDC modular aluminium 
extruded box.

• M10 scaffold clamp hole option on request (no surcharge)

• Other configurations on request

• Please advise preferred pin out when ordering

Order code Description

102-462-037 Breakout box 19 pole male rear mount to 4 x NL4MP

102-462-038 Breakout box 19 pole male side mount to 4 x NL4MP

4 VDC Neutrik NL8MPR breakout boxes & NL8FC/MM breakout cable

• VDC modular aluminium 
extruded box.

• M10 scaffold clamp hole option on request (no surcharge)

• Other configurations on request

• Breakout cable uses NL8MM barrel secured to NL8FX with adhesive heatshrink

• See speaker cable section for NL8FX 8 core multicores

• Please advise preferred pin out when ordering

Order code Description

102-462-086 NL8FC/MM to 4 x NL4FC 2m breakout cable

102-462-098 4 way NL4MP box 1 x NL8MP side mount

102-462-100 4 way NL4MP box 2 x NL8MP side mount
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Decription
SK300 stagebox 4 way 50m SK300 stagebox 4 way 75m

SK380 spun stagebox 8 way 50m SK380 spun stagebox 8 way 75m

SK380 spun stagebox 12 way 50m SK380 spun stagebox 16 way 50m

SK460 spun stagebox 16 way 75m SK460 spun stagebox 24 way 50m

Drum mounted audio, video and data systems

• Mounted on Van Damme SK300, SK380 or SK460 steel cable drums

• Van Damme Black Series multicore by default

• 4 way and below use hub mounted flush 4 ch plate

• 8 way and above use Van Damme recessed plate & spun stage box 

• Commonly specified systems are listed below, contact sales for a quote 
on any variation

Drum type Blue Black Default tail length

SK 300 110m 2 pair 30cm

SK 300 60m 4 pair 30cm

SK 300 52m 8 pair 50m 8 pair 30cm

SK 300 25m 12 pair 33m 12 pair 65cm

SK 300 18m 16 pair 25m 16 pair 65cm

SK 380 170m 2 pair 30cm

SK 380 115m 4 pair 30cm

SK 380 70m 8 pair 82m 8 pair 30cm

SK 380 54m 12 pair 65m 12 pair 65cm

SK 380 48m 16 pair 52m 16 pair 65cm

SK 380 40m 24 pair 100cm

SK 460 285m 2 pair 30cm

SK 460 150m 4 pair 30cm

SK 460 100m 8 pair 100m 8 pair 30cm

SK 460 80m 2 pair 102m 12 pair 65cm

SK 460 50m 16 pair 81m 16 pair 65cm

SK 460 40m 24 pair 52m 24 pair 100cm

Drum mounted audio multicore systems 1

Drum mounted cable assemblies offer a number of advantages such as portability, ease of use, rapid
deployment and probably most importantly protection of the cable’s integrity and reducing its vulnerability. 

The flanged cable drums we use are made to Van Damme’s specification. Cage type drums are
available as either Van Damme or VDC CD drums dependant on use.
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2 Drum mounted single audio systems  

3 Drum mounted analogue single video systems

• Van Damme standard coax on Van Damme SP and SK cable drums

• Cables are wired to a recessed solder Neutrik BNC panel mount, Van Damme
BNC on free end

• Not suitable for digital video signals

Order code Length

110-137-050 50m Van Damme coax – SP240 drum

110-138-100 100m Van Damme coax – SP300 drum

110-139-100 100m Van Damme coax – SK300 drum

• Panelmount male XLR by default wired to 0.15m link lead so cable is
removable from drum

• Please specify at time of order if panel female/cable male XLR is required

• Standard microphone and quad cable available in 10 colours.

• Mounted on Van Damme SP polypropylene or SK steel cable drums

Order code Length

101-282-000 50m standard mic on SP240 reel

101-283-000 100m standard mic on SP300 reel

101-584-000 100m standard mic on SK300 reel

101-285-000 50m quad mic on SP240 reel

101-286-000 100m quad mic on SP300 reel

101-587-000 100m quad mic on SK300 reel

4 Drum mounted digital video systems

• Van Damme RG59/U and RG6/U stranded HD-SDI coax cables

• Terminated with Neutrik rear twist BNC connectors at both ends

• Supplied on the Van Damme GT rubber cable reel range with cable flange

• Captive cable end is held in place around the cable flange 

• Please note that the shorter cable lengths below are for 1080P (marked as
such), longer lengths are for up to 1080i resolution only

• Also suitable for SDI and analogue use

Order code Length

110-950-030 30m Van Damme 268-275-000 RG59/U coax on GT310 drum
– 1080P

110-952-040 40m Van Damme 268-175-000 RG6/U coax on GT310 drum
– 1080P

110-954-040 40m Van Damme 268-275-000 RG59/U coax on GT310 drum

110-956-060 60m Van Damme 268-175-000 RG6/U coax on GT310 drum
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drum systems

• Van Damme Tourcat flexible, Tourcat U/UTP solid and Tourcat SF/UTP solid options

• Ethercon RJ45 connectors supplied as standard – please advise if RJ45 
only required

• Supplied on Van Damme SP and SK cable drums with panel mount Ethercon

• Van Damme GT rubber reels available on request, contact the Sales Dept.

Order code Length

110-302-550 50m Van Damme Tourcat Flexible on SP240 plastic drum

110-302-575 75m Van Damme Tourcat Flexible on SP300 plastic drum

110-322-575 75m Van Damme Tourcat Flexible on SK300 metal drum

110-302-675 75m Van Damme Tourcat U/UTP on SP300 plastic drum

110-322-675 75m Van Damme Tourcat U/UTP on SK300 metal drum

110-322-600 100m Van Damme Tourcat U/UTP on SK380 metal drum

110-302-775 75m Van Damme Tourcat SF/UTP on SP300 plastic drum

110-322-775 75m Van Damme Tourcat SF/UTP on SK300 metal drum

110-322-700 100m Van Damme Tourcat SF/UTP on SK380 metal drum

Drum mounted Cat 5E control systems 5

• Uses Van Damme spun stagebox and SK steel cable drum 

• Choice of 3 different Van Damme AVI series cables shown below

• 2A/2V = Van Damme AV composite cable 2 audio 2 video 268-375-202

• 2A/2MV = Van Damme AV composite cable 2 audio 2 mini video 268-350-202

• 4A/5MV = Van Damme AV composite cable 4 audio 5 mini video 268-350-504

• Cable systems shown are for illustration- contact the Sales Dept. with your
exact requirements

Description

SK460 spun stagebox 2A/2V 50m

SK380 spun stagebox 2A/2MV 50m

SK380 spun stagebox 4A/5MV 50m

Drum mounted AV systems 6

• Van Damme 26 pole camera cables and Van Damme Lemo / Fischer 
triax cables on heavy duty CD cage drums

• Van Damme extra heavy duty SK types are also available 

• Lengths shown allow for real world rigging – they are not full capacity

Order code Length
110-564-100 26 pole camera cable on CD3 reel 100m

110-566-150 26 pole camera cable on CD3.60 reel 150m

110-568-200 26 pole camera cable on CD3.60 reel 200m

110-576-100 Lemo triaxial cable on CD3 reel 100m

110-578-150 Lemo triaxial cable on CD3 reel 150m

110-580-200 Lemo triaxial cable on CD3.45 reel 200m

Cable reel type Van Damme 11mm triax Van Damme Camera Cable
CD3 170m 125m
CD3.45 250m 200m
CD3.60 350m 270m
SK4600 140m 85m
SK4601 200m 120m
SK4602 300m 180m

Drum mounted camera & triax cable systems 7
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Video single leads

1 standard 75 BNC to BNC   

• Exceptionally flexible Van Damme
cable with excellent handling
characteristics. 

• Van Damme cable available in 
5 colours

• Precision Van Damme BNC
connectors

• Orange strain reliefs fitted as
standard - 10 colours available

• SMPTE 259M SDI use maximum
recommended length 138 metres

• Analogue video use maximum
recommended length 100 metres

• Top five ‘fast movers’ available from stock in bulk
• All other cables bespoke made to order
• Where soldered a 2% Silver solder is used - lead free RoHS compliant 
• Crimp connectors terminated using high quality tooling
• HD-SDI assemblies use Van Damme 3GHz true 75 Ohm BNCs, Neutrik rear twist BNCs or Belden

HD Compression BNCs
• Van Damme 2GHz precision 75 Ohm BNCs as standard
• Custom cable ident service 
• Point of sale packaging and display stands

From the BBC to the City’s dealing rooms to the boardrooms of blue chip companies, you’ll find VDC’s
video assemblies at work. While the quality of sound can sometimes be subjective there’s no argument
about what the eye beholds. In other words get this one wrong and it’s plain for all to see.

Video fast movers
Page Order code Description

214 110-064-000 Van Damme standard coax BNC to BNC 3m

214 110-065-000 Van Damme standard coax BNC to BNC 5m

215 110-622-050 Van Damme serial digital coax BNC to BNC 3m

215 110-623-050 Van Damme serial digital coax BNC to BNC 5m

227 111-546-052 Van Damme HD Vision flexible RG6/U BNC to BNC 10m

Order code Length

110-101-000 0.25m

110-061-000 0.5m

110-062-000 1m

110-063-000 2m

110-064-000 3m

110-065-000 5m

110-102-000 10m

110-103-000 15m

110-104-000 20m

110-105-000 30m

VDC_2012_Manufacturing_VDC_2012_Manufacturing  13/03/2012  12:41  Page 214



215

racking

mains

appendix

index 

company profile

head space

van damme

miscellaneous

cable accessories

manufacturing

patching

networking

connectors

cable

• Broadcast standard coaxial in
cream only

• Precision Van Damme BNC
connectors

• Orange strain reliefs fitted as
standard - 10 colours available

• Analogue video use maximum
recommended length 200 metres

• Lightweight miniature cable only
2.60mm OD

• Van Damme cable available in 
5 colours

• Precision Van Damme BNC
connectors

• Orange strain reliefs fitted as
standard - 10 colours available

• Ideal for internal rack wiring of
analogue video

• Violet strain reliefs fitted as standard
- 10 colours available

• Precision Van Damme BNC
connectors

• SMPTE 259m SDI use maximum
recommended length 172 metres

• SMPTE 292m HD-SDI 1080i use
maximum recommended length 
54 metres

• Violet strain reliefs fitted as standard -
10 colours available

• Precision Van Damme BNC connectors

• SMPTE 259M SDI use maximum
recommended length 287 metres

• SMPTE 292M HD-SDI 1080i use
maximum recommended length 
90 metres

• SMPTE 424M HD-SDI 1080p use
maximum recommended length 
64 metres

Order code Length

110-107-090 0.25m

110-056-090 0.5m

110-057-090 1m

110-058-090 2m

110-059-090 3m

110-060-090 5m

110-108-090 10m

110-109-090 15m

110-110-090 20m

110-111-090 30m

Order code Length

110-611-000 0.25m

110-612-000 0.5m

110-613-000 1m

110-614-000 2m

110-615-000 3m

110-616-000 5m

110-617-000 10m

Order code Length

110-618-050 0.25m

110-619-050 0.5m

110-620-050 1m

110-621-050 2m

110-622-050 3m

110-623-050 5m

110-624-050 10m

110-625-050 15m

110-626-050 20m

110-627-050 30m

Order code Length

110-618-052 0.25m

110-619-052 0.5m

110-620-052 1m

110-621-052 2m

110-622-052 3m

110-623-052 5m

110-624-052 10m

110-625-052 15m

110-626-052 20m

110-627-052 30m

Type 1/3 BNC to BNC 2

miniature 75 BNC to BNC 3

SDI Vision LSZH BNC to BNC 4

HD Vision LSZH BNC to BNC 5

video single leads
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9 SDI Vision LSZH Neutrik rear twist BNC to BNC   

• BLACK strain reliefs fitted as
standard - 10 colours available

• Precision Neutrik rear twist BNC
connectors

• SMPTE 259M SDI use maximum
recommended length 172 metres

• SMPTE 292M HD-SDI 1080i use
maximum recommended length 
54 metres

Order code Length

110-680-151 0.25m

110-681-151 0.5m

110-682-151 1m

110-683-151 2m

110-684-151 3m

110-685-151 5m

110-686-151 10m

110-687-151 15m

110-688-151 20m

110-689-151 30m

6 standard 75 Neutrik rear twist BNC to BNC

• Exceptionally flexible cable with
excellent handling characteristics. 

• Van Damme cable available in 
5 colours

• Precision Neutrik rear twist BNC
connectors

• BLACK strain reliefs fitted as
standard - 10 colours available

• SMPTE 259M SDI use maximum
recommended length 138 metres

• Analogue video use maximum
recommended length 100 metres

Order code Length

110-630-101 0.25m

110-631-101 0.5m

110-632-101 1m

110-633-101 2m

110-634-101 3m

110-635-101 5m

110-636-101 10m

110-637-101 15m

110-638-101 20m

110-639-101 30m

7 Standard type 1/3 Neutrik rear twist BNC to BNC

• Broadcast standard coaxial in
cream only

• Precision Neutrik rear twist BNC
connectors

• BLACK strain reliefs fitted as
standard - 10 colours available

• Analogue video use maximum
recommended length 200 metres

Order code Length

110-650-191 0.25m

110-651-191 0.5m

110-652-191 1m

110-653-191 2m

110-654-191 3m

110-655-191 5m

110-656-191 10m

110-657-191 15m

110-658-191 20m

110-659-191 30m

8 miniature 75 Neutrik tiny rear twist BNC to BNC   

• Lightweight miniature cable only
2.60mm OD

• Van Damme cable available in 
5 colours

• Precision Neutrik tiny rear twist
BNC connectors

• BLACK strain reliefs fitted as
standard - 10 colours available

• Ideal for internal rack wiring of
analogue video

Order code Length

110-670-101 0.25m

110-671-101 0.5m

110-672-101 1m

110-673-101 2m

110-674-101 3m

110-675-101 5m

110-676-101 10m
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• Violet strain reliefs fitted as
standard - 10 colours available

• Precision Neutrik rear twist BNC
connectors

• SMPTE 259M SDI use maximum
recommended length 287 metres

• SMPTE 292M HD-SDI 1080i use
maximum recommended length 
90 metres

• SMPTE 424M HD-SDI 1080p
use maximum recommended length
64 metres

• Lightweight miniature cable only
2.60mm OD

• Van Damme cable available in 
5 colours

• Belden compression BNC
connectors for the strongest
possible termination

• BNC pull off breaking strain is
higher than the cable itself

• Black boots only – 10 colours of
coding ring available

• Ideal for rack wiring and dense
analogue patch panels

• Exceptionally flexible cable with
excellent handling characteristics. 

• Van Damme cable available in 
5 colours

• SP-DIF use maximum
recommended length 30 metres

• Analogue video use maximum
recommended length 100 metres

• Phonos available in 6 colours

• Exceptionally flexible cable with
excellent handling characteristics. 

• Van Damme cable available in 5 colours

• SP-DIF use maximum recommended
length 30 metres

• Analogue video use maximum
recommended length 100 metres

• Phonos available in 6 colours. BNC boot
Orange as default - 10 colours available

Order code Length

110-690-151 0.25m

110-691-151 0.5m

110-692-151 1m

110-693-151 2m

110-694-151 3m

110-695-151 5m

110-696-151 10m

110-697-151 15m

110-698-151 20m

110-699-151 30m

Order code Length

110-670-801 0.25m

110-671-801 0.5m

110-672-801 1m

110-673-801 2m

110-674-801 3m

110-675-801 5m

110-676-801 10m

Order code Length

110-266-414 0.25m

110-267-414 0.5m

110-268-414 1m

110-269-414 2m

110-270-414 3m

110-271-414 5m

110-272-414 10m

110-273-414 15m

110-274-414 20m

110-275-414 30m

Order code Length

110-113-410 0.25m

110-074-410 0.5m

110-075-410 1m

110-076-410 2m

110-077-410 3m

110-078-410 5m

110-114-410 10m

110-115-410 15m

110-116-410 20m

110-117-410 30m

HD Vision LSZH Neutrik rear twist BNC to BNC 10

miniature 75 Belden compression BNC to BNC 11

standard 75 Neutrik phono to phono 12

standard 75 Neutrik phono to BNC 13

video single leads
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17 Standard type 1/3 MUSA to BNC      

• Broadcast standard coaxial in
cream only

• Orange strain reliefs fitted as
standard - 10 colours available

Order code Length

110-070-390 1m

110-153-390 2m

110-071-390 3m

110-072-390 5m

110-073-390 10m

110-154-390 15m

110-155-390 20m

110-156-390 30m

14 Standard type 1/3 MUSA to MUSA

• Broadcast standard coaxial in
cream only

• Orange strain reliefs fitted as
standard - 10 colours available

Order code Length

110-066-393 300mm

110-067-393 600mm

110-068-393 900mm

110-069-393 1200mm

110-152-393 2000mm

15 HD Vision LSZH 75 MUSA to MUSA   

• Violet strain reliefs fitted as
standard - 10 colours available

• Suitable for use with SMPTE 292M
HD-SDI signals

Order code Length

110-147-393 300mm

110-148-393 600mm

110-149-393 900mm

110-150-393 1200mm

110-151-393 2000mm

16 BES Analogue/SDI & HDTV Mini MUSA patchcords      

• Analogue/SDI patchcords have grey cable & grey boots
• HDTV Mini MUSA patchcords have grey cable with violet boots
• Other boot colours available to special order
• Caution – Analogue/SDI MUSAs/HDTV Mini Musas are different connector types!

Order code Description
534-038-002 MUSA p/cord analogue/SDI 460mm
534-040-002 MUSA p/cord analogue/SDI 600mm
534-042-002 MUSA p/cord analogue/SDI 920mm
534-044-002 MUSA p/cord analogue/SDI 1200mm
534-046-002 Mini-MUSA p/cord HD-SDI 460mm
534-048-002 Mini-MUSA p/cord HD-SDI 600mm
534-050-002 Mini-MUSA p/cord HD-SDI 920mm
534-052-002 Mini-MUSA p/cord HD-SDI 1200mm
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video single leads

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Van Damme HD BNC

• Suitable for use with SMPTE
424M HD-SDI signals

• CAI approved Type 100 Satellite
cable

• Belden compression F connectors

• Uses Van Damme Black Series Tour
Grade 2 x 1.5mm speaker cable

• Neutrik 4 pin XLRs with yellow
boots as default

• Pins 1 and 4 connected

• Coloured boots and/or marking
rings available (surcharge applies)

Order code Length

110-830-390 1m

110-832-390 2m

110-834-390 3m

110-836-390 5m

110-838-390 10m

Order code Length

110-123-212 1m

110-124-212 3m

110-126-212 5m

110-127-212 10m

110-128-212 15m

110-129-212 20m

110-130-212 30m

Order code Length

110-574-969 0.5m

110-576-969 1m

110-578-969 2m

110-580-969 3m

110-582-969 5m

110-584-969 10m

HD Vision MUSA to BNC 18

Type 100 satellite cable F plug to F plug 19

DC power 4 pin XLR cables 20
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4 Scart adapter cables

• Various useful Scart adaptor cables all at 1.5m

Order code Length

110-190-800 Scart to BNC/2xPhono

110-193-804 Scart to 6xPhono (2 Vid/ 4 Audio)

1 4-Pole SVHS leads 

• Gold plated connectors and true 75 Ohm OFC cable

• Over-moulded assembly for strength

• Suitable for links up to 20m

Order code Length

110-178-929 0.5m

110-024-929 1m

110-025-929 3m

110-026-929 5m

110-027-929 10m

110-179-929 15m

110-180-929 20m

110-552-989 SVHS coupler

2 4-Pole SVHS breakouts      

• Gold plated S-VHS plug to 2 x BNC female

• Over-moulded assembly for strength

• Colour coded Yellow (Y) and White (C)

• Ideal for longer SVHS runs using 2 separate BNC to BNC assemblies

Order code Length

110-028-919 4-Pole SVHS breakouts 150mm

3 Scart breakout plugs

• Switchable for input or output

• Scart to 3 x phono for audio L/R and composite video

• Scart to 3 x phono & 4 pole mini din for audio L/R and composite video or
SVHS

Order code Length

110-382-804 Scart breakout plug to 3 x phono

110-384-804 Scart breakout plug to 3 x phono +SVHS
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• Metal scart plug

• Precision Van Damme BNC connectors

• Coloured Boots to match RGB and Sync standard

• 20cm breakout tails as standard

Order code Length

110-134-804 1m 

110-135-804 3m 

110-136-804 5m 

110-137-804 10m 

• Metal scart plug

• Precision Van Damme BNC connectors

• Coloured Boots to match RGB and Sync standard

• 20cm breakout tails as standard

Order code Length

110-034-804 1m 

110-035-804 3m 

110-036-804 5m 

110-037-804 10m 

4 way miniature scart input to BNC 5

4 way miniature scart output to BNC 6
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4 3 way miniature BNC to BNC      

• Van Damme 268-304-020 4 way
multicore

• Precision Van Damme BNC
connectors

• Contact sales for Neutrik tiny rear
twist BNC version

• Coloured Boots to match RGB/YUV
standard

• 20cm breakout tails as default

• Lengths over 30 metres may require
signal amplification

Order code Length

110-160-020 1m

110-532-020 2m

110-534-020 3m

110-161-020 5m

110-162-020 10m

110-163-020 15m

110-164-020 20m

110-165-020 30m

Order code Length

110-706-010 1m

110-707-010 5m

110-708-010 10m

110-709-010 15m

110-710-010 20m

110-711-010 30m

110-712-010 40m

110-713-010 50m

1 4 way standard BNC to BNC   

• Van Damme 268-314-020 4 way
multicore

• Precision Van Damme BNC
connectors

• Contact sales for Neutrik rear twist
BNC version

• Coloured Boots to match RGBS
standard

• 20cm breakout tails as default

Order code Length

110-500-020 1m

110-502-020 5m

110-504-020 10m

110-506-020 15m

110-508-020 20m

110-510-020 30m

110-512-020 40m

110-514-020 50m

2 5 way standard BNC to BNC   

• Van Damme 268-315-020 5 way
multicore

• Precision Van Damme BNC
connectors

• Contact sales for Neutrik rear twist
BNC version

• Coloured Boots to match RGBHV
standard

• 20cm breakout tails as default

Order code Length

110-516-020 1m

110-518-020 5m

110-520-020 10m

110-522-020 15m

110-524-020 20m

110-526-020 30m

110-528-020 40m

110-530-020 50m

3 5 way stranded type 1/3 BNC to BNC         

• Very heavy duty but flexible type
1/3 multicore

• Precision Van Damme BNC
connectors

• Contact sales for Neutrik rear twist
BNC version

• Coloured Boots to match RGBHV
standard

• 20cm breakout tails as default
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video multicore cables

• Van Damme 268-304-020 4 way
multicore

• Precision Van Damme BNC
connectors

• Contact sales for Neutrik tiny rear
twist BNC version

• Coloured Boots to match RGBS
standard

• 20cm breakout tails as default

• Lengths over 30 metres may require
signal amplification

• Van Damme 268-305-020 5 way
multicore

• Precision Van Damme BNC
connectors

• Contact sales for Neutrik tiny rear
twist BNC version

• Coloured Boots to match RGBHV
standard

• 20cm breakout tails as default

• Lengths over 30 metres may require
signal amplification

• Van Damme 268-305-020 5 way
multicore

• Belden compression BNC connectors
for the strongest possible termination

• BNC pull off breaking strain is higher
than the cable itself

• BNCs have black boots with colour
coded rings

• 20cm breakout tails as standard

• Lengths over 30 metres may require
amplification

• Contact the Sales Dept. for 3 and 4
core versions

Order code Length

110-006-020 1m

110-536-020 2m

110-538-020 3m

110-007-020 5m

110-008-020 10m

110-009-020 15m

110-010-020 20m

110-168-020 30m

110-169-020 40m

110-170-020 50m

Order code Length

110-011-020 1m

110-013-020 2m

110-014-020 3m

110-012-020 5m

110-540-020 10m

110-542-020 15m

110-544-020 20m

110-546-020 30m

110-548-020 40m

110-550-020 50m

Order code Length

110-011-820 1m

     110-013-820 2m

110-014-820 3m

110-012-820 5m

110-540-820 10m

110-542-820 15m

110-544-820 20m

110-546-820 30m

4 way miniature BNC to BNC 5

5 way miniature BNC to BNC 6

5 way miniature Belden compression BNC to BNC 7
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4 HD Vision LSZH BNC to BNC          

• Violet strain reliefs fitted as
standard - 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

110-618-052 0.25m

110-619-052 0.5m

110-620-052 1m

110-621-052 2m

110-622-052 3m

110-623-052 5m

110-624-052 10m

110-625-052 15m

110-626-052 20m

110-627-052 30m

Order code Length

110-680-851 0.25m

110-681-861 0.5m

110-682-861 1m

110-683-861 2m

110-684-861 3m

110-685-861 5m

110-686-861 10m

110-687-861 15m

110-688-861 20m

110-689-861 30m

1 SDI Vision LSZH BNC to BNC    

• Violet strain reliefs fitted as
standard - 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

110-818-050 0.25m

110-819-050 0.5m

110-820-050 1m

110-821-050 2m

110-822-050 3m

110-823-050 5m

110-824-050 10m

110-825-050 15m

110-826-050 20m

110-827-050 30m

2 SDI Vision LSZH Neutrik rear twist BNC to BNC    

• Violet strain reliefs fitted as
standard - 10 colours available

• Precision Neutrik rear twist BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

110-680-151 0.25m

110-681-151 0.5m

110-682-151 1m

110-683-151 2m

110-684-151 3m

110-685-151 5m

110-686-151 10m

110-687-151 15m

110-688-151 20m

110-689-151 30m

3 SDI Vision Belden compression HD BNC to BNC         

• Belden double bubble HD BNCs –
outstanding mechanical and
electrical performance

• Violet coding ring as standard – 10
colours available

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section
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SDI HD-SDI BNC assemblies

• Violet strain reliefs fitted as
standard - 10 colours available

• Precision Neutrik rear twist BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

• Belden double bubble HD BNCs –
outstanding mechanical and
electrical performance

• Violet coding ring as standard – 10
colours available

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

• Violet strain reliefs fitted as standard
– 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

110-690-151 0.25m

110-691-151 0.5m

110-692-151 1m

110-693-151 2m

110-694-151 3m

110-695-151 5m

110-696-151 10m

110-697-151 15m

110-698-151 20m

110-699-151 30m

Order code Length

110-690-851 0.25m

110-691-851 0.5m

110-692-851 1m

110-693-851 2m

110-694-851 3m

110-695-851 5m

110-696-851 10m

110-697-851 15m

110-698-851 20m

110-699-851 30m

Order code Length

 111-500-052 0.25m

111-501-052 0.5m

111-502-052 1m

111-503-052 2m

111-504-052 3m

111-505-052 5m

111-506-052 10m

111-507-052 15m

111-508-052 20m

111-509-052 30m

HD Vision LSZH Neutrik rear twist BNC to BNC 5

HD Vision Belden compression HD BNC to BNC 6

HD Vision RG59/U LSZH BNC to BNC 7
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11 HD Vision mini coax LSZH Neutrik rear twist BNC to BNC          

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Neutrik rear twist BNCs

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-530-151 0.25m

111-531-151 0.5m

111-532-151 1m

111-533-151 2m

111-534-151 3m

111-535-151 5m

Order code Length

111-520-052 0.25m

111-521-052 0.5m

111-522-052 1m

111-523-052 2m

111-524-052 3m

111-525-052 5m

8 HD Vision RG59/U LSZH Neutrik rear twist BNC to BNC    

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Neutrik rear twist BNCs

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-510-151 0.25m

111-511-151 0.5m

111-512-151 1m

111-513-151 2m

111-514-151 3m

111-515-151 5m

111-516-151 10m

111-517-151 15m

111-518-151 20m

111-519-151 30m

9 HD Vision RG59/U LSZH Belden compression HD BNC to BNC    

• Belden double bubble HD BNCs –
outstanding mechanical and
electrical performance

• Violet coding ring as standard – 10
colours available

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-510-851 0.25m

111-511-851 0.5m

111-512-851 1m

111-513-851 2m

111-514-851 3m

111-515-851 5m

111-516-851 10m

111-517-851 15m

111-518-851 20m

111-519-851 30m

10 HD Vision miniature coax LSZH BNC to BNC         

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section
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SDI HD-SDI BNC assemblies

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Neutrik rear twist BNCs

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

• Violet strain reliefs fitted as standard
– 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-540-052 0.25m

111-541-052 0.5m

111-542-052 1m

111-543-052 2m

111-544-052 3m

111-545-052 5m

111-546-052 10m

111-547-052 15m

111-548-052 20m

111-549-052 30m

Order code Length

111-550-151 0.25m

111-551-151 0.5m

111-552-151 1m

111-553-151 2m

111-554-151 3m

111-555-151 5m

111-556-151 10m

111-557-151 15m

111-558-151 20m

111-559-151 30m

Order code Length

 111-560-052 0.25m

111-561-052 0.5m

111-562-052 1m

111-563-052 2m

111-564-052 3m

111-565-052 5m

111-566-052 10m

111-567-052 15m

111-568-052 20m

111-569-052 30m

HD Vision flexible RG6/U BNC to BNC 12

HD Vision flexible RG6/U Neutrik rear twist BNC to BNC 13

HD Vision flexible RG59/U BNC to BNC 14
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18 Belden 1505a digital video Belden compression HD BNC to BNC           

• Belden double bubble HD BNCs –
outstanding mechanical and
electrical performance

• Violet coding ring as standard – 
10 colours available

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

110-980-851 0.25m

110-981-861 0.5m

110-982-861 1m

110-983-861 2m

110-984-861 3m

110-985-861 5m

110-986-861 10m

110-987-861 15m

110-988-861 20m

110-989-861 30m

Order code Length

110-980-151 0.25m

110-981-161 0.5m

110-982-161 1m

110-983-161 2m

110-984-161 3m

110-985-161 5m

110-986-161 10m

110-987-161 15m

110-988-161 20m

110-989-161 30m

15 HD Vision flexible RG59/U Neutrik rear twist BNC to BNC    

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Neutrik rear twist BNCs

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-570-151 0.25m

111-571-151 0.5m

111-572-151 1m

111-573-151 2m

111-574-151 3m

111-575-151 5m

111-576-151 10m

111-577-151 15m

111-578-151 20m

111-579-151 30m

16 Belden 1505A digital video BNC to BNC 

• Violet strain reliefs fitted as
standard - 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

110-918-050 0.25m

110-919-050 0.5m

110-920-050 1m

110-921-050 2m

110-922-050 3m

110-923-050 5m

110-924-050 10m

110-925-050 15m

110-926-050 20m

110-927-050 30m

17 Belden 1505A digital video Neutrik rear twist BNC to BNC          

• Violet strain reliefs fitted as
standard - 10 colours available

• Precision Neutrik rear twist BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section
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SDI HD-SDI BNC assemblies

• Violet strain reliefs fitted as
standard - 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

• Violet strain reliefs fitted as
standard - 10 colours available

• Precision Neutrik rear twist BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

• Belden double bubble HD BNCs –
outstanding mechanical and electrical
performance

• Violet coding ring as standard – 
10 colours available

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

110-918-052 0.25m

110-919-052 0.5m

110-920-052 1m

110-921-052 2m

110-922-052 3m

110-923-052 5m

110-924-052 10m

110-925-052 15m

110-926-052 20m

110-927-052 30m

Order code Length

110-990-151 0.25m

110-991-151 0.5m

110-992-151 1m

110-993-151 2m

110-994-151 3m

110-995-151 5m

110-996-151 10m

110-997-151 15m

110-998-151 20m

110-999-151 30m

Order code Length

 110-990-851 0.25m

110-991-861 0.5m

110-992-861 1m

110-993-861 2m

110-994-861 3m

110-995-861 5m

110-996-861 10m

110-997-861 15m

110-998-861 20m

110-999-861 30m

Belden 1694A digital video BNC to BNC 19

Belden 1694A digital video Neutrik rear twist BNC to BNC 20

Belden 1694a digital video Belden compression HD BNC to BNC 21

• Violet strain reliefs fitted as standard
– 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

 111-580-052 0.25m

111-581-052 0.5m

111-582-052 1m

111-583-052 2m

111-584-052 3m

111-585-052 5m

111-586-052 10m

111-587-052 15m

111-588-052 20m

111-589-052 30m

Belden 1694f stranded digital video BNC to BNC 22
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26 SDI Vision LSZH DIN 1.0/2.3 to BNC           

• Violet strain relief fitted as standard
– 10 colours available

• Precision Van Damme HD-BNC
connector and HD DIN 1.0/2.3
connector

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-670-502 0.25m

111-671-502 0.5m

111-672-502 1m

111-673-502 2m

111-674-502 3m

111-675-502 5m

Order code Length

111-660-151 0.25m

111-661-151 0.5m

111-662-151 1m

111-663-151 2m

111-664-151 3m

111-665-151 5m

111-666-151 10m

111-667-151 15m

111-668-151 20m

111-669-151 30m

23 Belden 1694f stranded digital video Neutrik rear twist BNC to BNC    

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Neutrik rear twist BNCs

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-590-151 0.25m

111-591-151 0.5m

111-592-151 1m

111-593-151 2m

111-594-151 3m

111-595-151 5m

111-596-151 10m

111-597-151 15m

111-598-151 20m

111-599-151 30m

24 Belden 1505f stranded digital video BNC to BNC 

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Van Damme HD-BNC
connectors

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-650-052 0.25m

111-651-052 0.5m

111-652-052 1m

111-653-052 2m

111-654-052 3m

111-655-052 5m

111-656-052 10m

111-657-052 15m

111-658-052 20m

111-659-052 30m

25 Belden 1694f stranded digital video Neutrik rear twist BNC to BNC          

• Violet strain reliefs fitted as
standard – 10 colours available

• Precision Neutrik rear twist BNCs
• For maximum recommended

transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section
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SDI HD-SDI BNC assemblies

• Resistor colour coded strain relief
boots as standard

• Precision Neutrik rear twist BNC
connectors 

• Also suitable for MADI and
Digidesign Venue multicores

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

• Belden double bubble HD BNCs –
outstanding mechanical and electrical
performance

• Resistor colour coded coding rings
as standard

• Also suitable for MADI and Digidesign
Venue multicores

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-400-001 1m

111-402-002 2m

111-404-003 3m

111-406-005 5m

111-408-010 10m

111-410-015 15m

111-410-020 20m

111-412-030 30m

Order code Length

111-400-201 1m

111-402-202 2m

111-404-203 3m

111-406-205 5m

111-408-210 10m

111-410-215 15m

111-410-220 20m

111-412-230 30m

Order code Length

 111-400-401 1m

111-402-402 2m

111-404-403 3m

111-406-405 5m

111-408-410 10m

111-410-415 15m

111-410-420 20m

111-412-420 30m

HD Vision 4 way multicore BNC to BNC 27

HD Vision 4 way multicore Neutrik rear twist BNC to BNC 28

HD Vision 4 way multicore Belden compression HD BNC to BN 29

• Resistor colour coded strain relief
boots as standard

• Precision Van Damme HD-BNC
connectors

• Also suitable for MADI and Digidesign
Venue multicores

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-600-001 1m

111-602-002 2m

111-604-003 3m

111-606-005 5m

111-608-010 10m

111-610-015 15m

111-610-020 20m

111-612-030 30m

HD Vision 6 way multicore BNC to BNC 30

• Resistor colour coded strain relief
boots as standard

• Precision Van Damme HD-BNC
connectors

• Also suitable for MADI and
Digidesign Venue multicores

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section
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Cable type SMPTE 292M (1080i) SMPTE 424M (1080p)

278-775-000 Van Damme Miniature HD Coax 29m 20m

278-075-000 Van Damme SD Vision 54m 36m

278-975-000 Van Damme RG59/U HD Coax 58m 42m

278-175-000 Van Damme HD Vision Coax 90m 64m

278-475-000 Van Damme RG11/U HD Coax 144m 100m

268-175-000 Van Damme RG6/U flexi HD Coax 63m 41m

268-275-000 Van Damme RG59/U flexi HD Coax 47m 31m

268-475-000/268-675-000 HD Vision Multicores 85m 60m

214-1694A-000 Belden 1694A 98m 66m

214-1505A-000 Belden 1505A 75m 54m

214-1694F-000 Belden 1694F 70m 46m

214-1505F-000 Belden 1505F 53m 35m

manufacturingmanufacturing

31 HD Vision 6 way multicore Neutrik rear twist BNC to BNC 

• Resistor colour coded strain relief
boots as standard

• Precision Neutrik rear twist BNC
connectors 

• Also suitable for MADI and
Digidesign Venue multicores

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-600-201 1m

111-602-202 2m

111-604-203 3m

111-606-205 5m

111-608-210 10m

111-610-215 15m

111-610-220 20m

111-612-230 30m

32 HD Vision 6 way multicore Belden compression HD BNC to BNC      

• Belden double bubble HD BNCs –
outstanding mechanical and
electrical performance

• Resistor colour coded coding rings
as standard

• Also suitable for MADI and
Digidesign Venue multicores

• For maximum recommended
transmission lengths for 1080i/720p
and 1080p please see the distance
chart at the end of the section

Order code Length

111-600-401 1m

111-602-402 2m

111-604-403 3m

111-606-405 5m

111-608-410 10m

111-610-415 15m

111-610-420 20m

111-612-420 30m

Recommended maximum transmission lengths

• Belden figures include the standard Van Damme 20% safety margin

• Figures are calculated from attenuation figures, in real world applications greater distances may be achievable

• Contact the Sales Dept. for extended distance Van Damme 278-475-000 RG11 HD coax assemblies using Neutrik rear
twist BNC connectors
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camera & triax cable assemblies

• Van Damme PUR solid 11mm triax
for long runs

• Van Damme ultra-flexible stranded
11mm for short links, patchcords
and studio floor cameras

• Protective gaitors fitted by default

• UK convention followed; male
inserts use female centre contact
and visa versa

Order code Length

110-207-000 3m
110-208-000 5m
110-209-000 10m
110-210-000 25m
110-211-000 50m
110-212-000 75m
110-213-000 100m
110-558-000 150m
110-560-000 200m
110-570-000 26 pole coupler
110-572-000 Comms breakout

adaptor

Order code Length
Van Damme pur solid triax
110-235-000 25m

110-236-000 50m

110-237-000 75m

110-238-000 100m

110-239-000 150m

110-240-000 200m

110-241-000 250m

110-242-000 300m

Van Damme stranded triax

110-706-000 5m

110-708-000 10m

110-710-000 25m

HRS 26 pole camera cables 1

Lemo type triax cables 2

• Van Damme PUR solid 11mm triax for long runs

• Van Damme ultra-flexible stranded 11mm for short links,
patchcords and studio floor cameras

• Fischer connectors include integral 
protective sleeve and cap

Order code Length
Van Damme pur solid triax
110-227-000 25m

110-228-000 50m

110-229-000 75m

110-230-000 100m

110-231-000 150m

110-232-000 200m

110-233-000 250m

110-234-000 300m

Van Damme stranded triax

110-700-000 5m

110-702-000 10m

110-704-000 25m

Fischer type triax cables 3

• Van Damme professional PUR
camera cable

• Field tested to 200m

• Protective gaitors fitted by default –
red for female end yellow for male

• Please specify make and model of
camera and CCU (camera control
unit)

• Comms adaptor breaks audio line
out from cable + allows 3rd party
comms to be used

• Male to female coupler for joining 2
cables 

• For other types of triax assemblies contact the Sales Dept:

• 8mm and 14mm triax cables

• Fischer to Lemo adaptor cables

• UK to USA convention adaptors

• Fischer/Draka HD+ extended distance assemblies 

Custom triax cables 4
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Order code Length

110-250-000 10m

110-251-000 15m

110-252-000 20m

110-253-000 30m

1 RG58 50 Ohm BNC to BNC   

• RF distribution cable usually used
for radio microphone aerials

• Suitable for links up to 5m only as
an aerial cable

• Orange boots as default, but 10
colours available

Order code Length

110-244-000 0.25m

110-245-000 0.5m

110-246-000 1m

110-247-000 2m

110-248-000 3m

110-249-000 5m

2 RG8X 50 Ohm BNC to BNC 

• Flexible extended distance RF
distribution cable usually used for
radio microphone aerials

• Suitable for links up to 20m only as
an aerial cable

• Orange boots as default, but 10
colours available

• Proven and recommended as the
standard microphone aerial cable

Order code Length

110-241-020 0.25m

110-242-020 0.5m

110-243-020 1m

110-244-020 2m

110-245-020 3m

110-246-020 5m

110-247-020 10m

110-248-020 15m

110-249-020 20m

3 URM67 50 Ohm BNC to BNC 

• Extended distance RF distribution
cable usually used for radio
microphone aerials

• Suitable for links up to 30m only as
an aerial cable

• Applicable strain relief not available
– adhesive heatshrink used instead
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• Van Damme Smart Control DMX 1 pair black cable with Neutrik 5 pin XLRs

• Terminated using 2% silver solder – lead free RoHS compliant

• Custom cable ident service

• Coloured boots and/or marking rings available (surcharge applies)

Order code Description

401-040-001 1m

401-042-001 2m

401-044-001 3m

401-046-001 5m

401-048-001 10m

401-050-001 15m

401-052-001 20m

401-054-001 25m

401-056-001 30m

401-058-001 50m

401-060-001 100m

smart control one pair DMX leads 1

smart control two pair DMX leads 2

• Van Damme Smart Control DMX 1 pair black cable with Neutrik 3 pin & 5 pin XLRs

• Terminated using 2% silver solder – lead free RoHS compliant

• Custom cable ident service

• Coloured boots and/or marking rings available (surcharge applies)

Order code Description
Neutrik 3 pole NC3FXX to NC3MXX male to female 
401-000-001 1m
401-002-001 2m
401-004-001 3m
401-006-001 5m
401-008-001 10m
401-010-001 15m
401-012-001 20m
401-014-001 25m
401-016-001 30m
401-018-001 50m
401-020-001 100m

Neutrik 5 pole NC5FXX to NC5MXX male to female 
401-022-001 1m
401-024-001 2m
401-026-001 3m
401-028-001 5m
401-029-001 10m
401-030-001 15m
401-032-001 20m
401-034-001 25m
401-036-001 30m
401-038-001 50m

401-041-001 100m
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3 DMX jumper cables   

• Van Damme Smart Control DMX 1 pair black  cable with Neutrik 3 pin and 5
pin XLRs

• Terminated using 2% silver solder – lead free RoHS compliant

• Custom cable ident service

• Coloured boots and/or marking rings available (surcharge applies)

Order code Description

401-062-001 5-pole male to 3 pole female 0.5m

401-064-001 5-pole male to 3-pole female 1m

401-066-001 3-pole male to 5-pole female 0.5m

401-068-001 3-pole male to 5-pole female 1m

4 Smart Control colour changer cables 

• Van Damme Smart Control power/signal cable terminated with 4 pin or 5 pin
Neutrik XLRs

• For colour changer & other DMX/power applications

• Please advise pinout or equipment type at time of order

Order code Length
4 pin XLR cables 

401-204-001 1m

401-204-002 2m

401-204-003 3m

401-204-005 5m

401-204-010 10m

401-204-015 15m

401-204-020 20m

401-204-030 30m

5 pin XLR cables 

401-205-001 1m

401-205-002 2m

401-205-003 3m

401-205-005 5m

401-205-010 10m

401-205-015 15m

401-205-020 20m

401-205-030 30m
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Order code Length

401-119-001 1m

401-121-001 2m

401-123-001 3m

401-118-001 5m

401-120-001 10m

401-122-001 20m

401-124-001 30m

• PAT tested before QC approved

• Tough, rubber sheathed 15A H07
cable used, only available in black 

• Custom cable ident service

8 pole locking din assemblies 5

Duraplug 15A round pin assembliess 6

Order code Length

16A Ceeform extensions HO7 RNF
401-316-005 5m

401-316-010 10m

401-316-020 20m

401-316-030 30m

32A Ceeform extensions HO7 RNF
401-332-005 5m

401-332-010 10m

401-332-020 20m

401-332-030 30m

       • Lewden/Palazzoli black body 16A and
32A Ceeform connectors

• 16A assemblies use 2.5mm 
HO7RN-F cable

• 32A assemblies use  4.0mm 
HO7RN-F cable

• All assemblies PAT tested and 
QC checked

• Contact the Sales Dept. 
for larger single and 3 phase
assemblies

230V Ceeform extension cables 7

• Terminated using 2% Silver solder - lead free RoHS compliant

• Uses Def Stan 7-2-8A cable, only available in black 

• Preh 8-pole bayonet latching Din connectors

• Custom cable ident service available

• Male to male as standards, for male to female contact the Sales Dept

Order code Description

401-074-001 8-pole preh male to male 1m

401-076-001 8-pole preh male to male 2m

401-078-001 8-pole preh male to male 3m

401-080-001 8-pole preh male to male 5m

401-082-001 8-pole preh male to male 10m

401-084-001 8-pole preh male to male 15m

401-086-001 8-pole preh male to male 20m

401-088-001 8-pole preh male to male 25m

401-090-001 8-pole preh male to male 30m

401-092-001 8-pole preh male to male 50m

401-094-001 8-pole preh male to male 100m

VDC_2012_Manufacturing_VDC_2012_Manufacturing  13/03/2012  12:43  Page 237



238

patching

networking

racking

mains

appendix

index 

company profile

head space

van damme

miscellaneous

cable accessories

connectors

cable

manufacturingmanufacturing

8 19 pole multicore assemblies   

• Van Damme 18 core 1.5mm or
2.5mm cable 

• Kupo 19-pole circular multipole
connectors using gold plated solder
contacts; CEEP connectors
available on request

• All ground contacts at the female
end mate first helping to ensure
safe operation 

• Standard cable convention is cable
mount male with locking ring; cable
mount female with screw thread.

Order code Length

18 x 1.5mm assemblies
401-191-005 5m

401-191-010 10m

401-191-015 15m

401-191-020 20m

401-191-025 25m

401-191-030 30m

401-191-050 50m

18 x 2.5mm assemblies
401-192-005 5m

401-192-010 10m

401-192-015 15m

401-192-020 20m

401-192-025 25m

401-192-030 30m

401-192-050 50m

9 Pole multicore to 15A round pin or 16A Ceeform breakout assemblies

• 15A breakouts use 3 x 1.5mm HO7
16A Ceeform breakouts use 3 x 2.5mm HO7

• Kupo 19-pole circular multipole connectors using gold plated solder
contacts; CEEP connectors available on request

• All ground contacts at the female end mate first helping to ensure safe
operation. 

• Standard cable convention is cable mount male with locking ring; cable
mount female with screw thread. 

Order code Description

401-615-001 19-pole male to 6 x 15A sockets 1m

401-615-101 19-pole female to 6 x 15A plugs 1m

401-616-001 19-pole male to 6 x 16A Ceeform sockets 1m

401-616-101 19-pole female to 6 x 16A Ceeform plugs 1m
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tourcat data assemblies

Order code Length

Unscreened RJ45 to RJ45
104-210-001 1m

104-210-002 2m

104-210-003 3m

104-210-005 5m

104-210-010 10m

104-210-015 15m

104-210-020 20m

104-210-030 30m

Order code Length

Unscreened Ethercon to Ethercon
104-211-001 1m

104-211-002 2m

104-211-003 3m

104-211-005 5m

104-211-010 10m

104-211-015 15m

104-211-020 20m

104-211-030 30m

Order code Length

Screened RJ45 to RJ45
104-212-001 1m

104-212-002 2m

104-212-003 3m

104-212-005 5m

104-212-010 10m

104-212-015 15m

104-212-020 20m

104-212-030 30m

Order code Length

Screened Ethercon to Ethercon
104-213-001 1m

104-213-002 2m

104-213-003 3m

104-213-005 5m

104-213-010 10m

104-213-015 15m

104-213-020 20m

104-213-030 30m

Order code Length

UTP RJ45 to RJ45
104-214-010 10m

104-214-020 20m

104-214-030 30m

104-214-050 50m

104-214-075 75m

104-214-100 100m

Order code Length

UTP Ethercon to Ethercon
104-215-010 10m

104-215-020 20m

104-215-030 30m

104-215-050 50m

104-215-075 75m

104-215-100 100m

Order code Length

SF/UTP RJ45 to RJ45
104-216-010 10m

104-216-020 20m

104-216-030 30m

104-216-050 50m

104-216-075 75m

104-216-100 100m

Order code Length

SF/UTP Ethercon to Ethercon
104-217-010 10m

104-217-020 20m

104-217-030 30m

104-217-050 50m

104-217-075 75m

104-217-100 100m

• Van Damme U/UTP Tourcat (268-460-000) and SF/UTP Tourcat (268-462-000)
terminated with RJ45 or Neutrik Ethercon

• 23AWG solid conductors and PE internal cross member for performance
approaching Cat 6

• Ideal for longer runs of gigabit Ethernet and digital audio 

• Fully tested for transmission speed and skew with a Category Cable Verifier

flexible TourCat 1

U/UTP and SF/UTP solid conductor TourCat 2

• Van Damme flexible Tourcat (268-450-000) terminated with RJ45 or Neutrik
Ethercon connectors

• Available as unscreened or screened types 

• Maximum recommended length for 100 Mb/s is 75 metres
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3 TourCat multicores   

• 4 x Van Damme U/UTP solid and 2 x Van Damme U/UTP solid + 4 x
AES/analogue twisted pair multicores

• Available with UTP RJ45 connectors or Ethercons

• Tails to Tails multicore or Neutrik B type  8 way stagebox to
tails

• U/UTP + AES analogue pairs multicore Stagebox to tails
has 2 x panel Ethercon connector on one side and 4 x
panel XLR on the other

• Specify sex of XLRs at point of order

• 4 way TourCat multicore has 4 x panel Ethercon on
one side of the stagebox

• Fully tested for transmission speed and skew with a
Category Cable Verifier

1 VDC contractor series standard HDMI V1.4 leads

• Manufactured and tested  to the HDMI 1.4 standard speed specification

• Precision flexible cable with gold flashed overmoulded connectors 

• Optimised for 1080i and 720p high definition resolutions; shorter lengths
(typically up to 3 metres) will work at 1080p resolution

• Expanded support for Colour Spaces, such as sYCC601, for accurate
reproduction of digital camera images

• Audio return channel for upstream audio from, for example, TV to A/V receiver

• NB Does not contain HEC (HDMI Ethernet Channel); HEC type may be
introduced once HEC enabled devices are readily available

• 0.5m, 1m and 2m cables are 30AWG conductor size, 3m and 5m are 28AWG
and 7.5m and over are 24AWG

Order code Length

104-100-005S 0.5m
104-102-001S 1m
104-104-002S 2m
104-106-003S 3m
104-108-005S 5m
104-110-007S 7.5m
104-112-010S 10m
104-114-015S 15m
104-116-020S 20m

4 way TourCat multicore

RJ45 – RJ45 Ethercon - Ethercon Stagebox – RJ45 Stagebox - Ethercon
Length Order code Order code Order code Order code

10m 104-218-010 104-219-010 104-221-010 104-222-010

20m 104-218-020 104-219-020 104-221-020 104-222-020

30m 104-218-030 104-219-030 104-221-030 104-222-030

50m 104-218-050 104-219-050 104-221-050 104-222-050

75m 104-218-075 104-219-075 104-221-075 104-222-075

100m 104-218-100 104-219-100 104-221-100 104-222-100

2 x TourCat 4 x AES/analogue pair multicore

XLR/RJ45 XLR/Ethercon Stagebox – XLR/RJ45 Stagebox – XLR/Ethercon
Length Order code Order code Order code Order code

10m 104-220-010 104-225-010 104-223-010 104-224-010

20m 104-220-020 104-225-020 104-223-020 104-224-020

30m 104-220-030 104-225-030 104-223-030 104-224-030

50m 104-220-050 104-225-050 104-223-050 104-224-050

75m 104-220-075 104-225-075 104-223-075 104-224-075

100m 104-220-100 104-225-100 104-223-100 104-224-100
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HDMI & DVI cables

• A range of 36AWG conductor HDMI leads for internal rack wiring and applications
requiring an ultra-flexible  cable solution

• Cable overall diameter is only 3.8mm

• Precision cable with gold flashed overmoulded connectors

• Supports all the v1.4 High Speed features up to a maximum length of 1.5 metres

• NB Does not contain HEC (HDMI Ethernet Channel); HEC type may be introduced
once HEC enabled devices are readily available

Order code Length

104-080-035 0.35m

104-082-070 0.70m

104-084-100 1.00m

104-086-125 1.25m

104-088-150 1.50m

high speed HDMI v1.4 lead 2

VDC Contractor ultra thin high speed v1.4 HDMI leads 3

• 10 and 15 metre active chipped high speed with ethernet HDMI leads 

• Supports all HDMI high speed with ethernet features

• 8mm O.D. flexible cable with gold flashed Van Damme metal shell connector at
source end and chipped connector at sink (monitor) end

Order code Length

104-112-210 10m

104-114-215 15m

extended distance active HDMI v1.4 leads 4

• Manufactured and tested  to the HDMI 1.4 high speed specification

• Precision flexible cable with gold flashed overmoulded metal shell connectors
for ultimate durability

• Optimised for 1080p high definition resolution and 4k 2k digital cinema
resolution (4096 x 2160 @ 24Hz, 3840 x 2160 @ 24Hz, 25Hz and 30Hz)

• Supports a comprehensive range of 3D TV formats 

• Expanded support for Colour Spaces, such as sYCC601, for accurate
reproduction of digital camera images

• Audio return channel for upstream audio from, for example, TV to A/V
receiver

• NB Does not contain HEC (HDMI Ethernet Channel); HEC type may be
introduced once HEC enabled devices are readily available

• 1m and 2m cables are 30AWG conductor size, 3m and 5m are 28AWG and
7.5m are 24AWG

Order code Length

104-102-201H 1m
104-104-202H 2m
104-106-203H 3m
104-108-205H 5m
104-110-207H 7.5m
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5 locking HDMI leads

• High Speed (700 and 600B series) & High Speed with Ethernet (1000 series)  HDMI
assemblies featuring Perfect Path’s Perfectlock & Perfecthold locking connectors

• The ultimate locking HDMI solution – Perfectlock has 25lbs of retention,
Perfecthold has 12lbs. Both solutions lock into any standard HDMI port – no
additional hardware required

• Supports all HDMI high speed features – 3D, 4K 2K, audio return channel and
expanded colour space support

• 1000 and 700 series assemblies are DPL labs verified to 25 feet and use
Perfectlock connectors; 600 series uses Perfecthold connectors

Order code Description

104-510-002 Perfect Path 1000 series HDMI lead 2ft (0.61m)

104-511-004 Perfect Path 1000 series HDMI lead 4ft (1.22m)

104-512-008 Perfect Path 1000 series HDMI lead 8ft (2.44m)

104-513-016 Perfect Path 1000 series HDMI lead 16ft (4.88m)

104-514-025 Perfect Path 1000 series HDMI lead 25ft (7.62m)

104-515-035 Perfect Path 1000 series HDMI lead 35ft (10.67m)

104-516-050 Perfect Path 1000 series HDMI lead 50ft (15.24m)

104-570-002 Perfect Path 700 series HDMI lead 2ft (0.61m)

104-571-004 Perfect Path 700 series HDMI lead 4ft (1.22m)

104-572-008 Perfect Path 700 series HDMI lead 8ft (2.44m)

104-573-016 Perfect Path 700 series HDMI lead 16ft (4.88m)

104-574-025 Perfect Path 700 series HDMI lead 25ft (7.62m)

104-575-035 Perfect Path 700 series HDMI lead 35ft (10.67m)

104-576-050 Perfect Path 700 series HDMI lead 50ft (15.24m)

104-560-003 Perfect Path 600B series HDMI lead 3ft (0.91m)

104-561-006 Perfect Path 600B series HDMI lead 6ft (1.83m)

104-562-008 Perfect Path 600B series HDMI lead 8ft (2.44m)

104-563-012 Perfect Path 600B series HDMI lead 12ft (3.66m)

6 VDC standard v1.3 HDMI A to C lead 

• Standard HDMI connector (A) to mini HDMI connector (C) as found on the latest HD
camcorders

• Manufactured & tested to the standard (Cat 1) v1.3 (latest revision) specification

• Precision flexible cable with overmoulded connectors for excellent strain relief - gold
flashed connectors

• Tested to 75 MHz and suitable for 1080p at 2 metres

• V1.3 specification supports deep colour, the latest lossless digital audio formats and
xvYCC IEC colour standard

Order code Length

104-103-002 2m

7 HDMI adaptors 

• Wide range of HDMI adaptors 

Order code Length

311-800-001 Neutrik NAHDMI-W HDMI female to female panel mount nickel

104-117-000 VDC HDMI female to female panel mount nickel

104-115-000 HMDI male to female right angle adaptor (down)

104-200-000 HMDI male to female right angle adaptor (up)

104-201-000 HMDI male to female right angle adaptor (left)

104-202-000 HMDI male to female right angle adaptor (right)

104-119-000 HDMI type A female to type C male (mini) adaptor

104-118-000 HDMI female to DVI male adaptor
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HDMI & DVI cables   

• Male to male and male to female
variants

• Only available as dual link cables –
backwards compatible with 
single link

• Analogue element transmits
RGBHV

• High quality precision cable for
accurate transmission

• Overmoulded connector hood for
robust strain relief

• Internal wiring completely enclosed
in a screened metal can for 
excellent RF and EM interference
rejection

Order code Length

104-911-050 0.5m male to male

104-911-001 1m male to male

104-911-002 2m male to male

104-911-003 3m male to male

104-911-005 5m  male to male

104-911-075 7.5m male to male

104-911-110 10m male to male

104-910-003 3m male to female

104-910-005 5m  male to female

Order code Length

104-911-101 1m male to male

104-911-102 2m male to male

104-911-103 3m male to male

104-911-105 5m  male to male

104-900-105 5m male to female

104-900-110 10m male to female

DVI-D digital dual link cables 8

DVI-I combined digital dual link/analogue cables 9

• DVI-A male to VGA male
assemblies – analogue RGBHV only

• DVI-A male to 5 x BNC male
breakout uses precision coaxes &
75 Ohm BNC connectors

• DVI-A male to VGA female adaptor

• Internal wiring completely enclosed
in a screened metal can for 
excellent RF and EM interference
rejection

• For DVI Devices please see the AV
and Electronics listing in the
patching section

Order code Length

104-911-912 2M DVI-A male to
VGA male 

104-911-913 3M DVI-A male to
VGA male 

104-911-915 5M DVI-A male to
VGA male 

104-910-912 2M DVI-A male to
5x BNC male

104-911-911 DVI-A male to VGA
female adapate

DVI-A to VGA cables & adaptor 10

• Display Port A to B cables for
computer to monitor/projector
applications

• Check the VDC website for product
additions

• Supports 2560 x 1600 and 2048 x
1536 resolutions & 30/36 bit deep
colour

Order code Length

  104-920-001 1m

104-920-002 2m

104-920-003 3m

104-920-005 5m

Display port cables 11

• Male to male and male to female
variants

• Only available as dual link cables –
backwards compatible with 
single link

• High quality precision cable for
accurate transmission

• Overmoulded connector hood for
robust strain relief

• Internal wiring completely enclosed in a
screened metal can for excellent RF
and EM interference rejection
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1 VDC pre-moulded VGA to VGA cables

• Male to male and male to female variants

• Option of right angled male connectors – ideal for dip and floor box connections

• VESA DDC2 compliant – pin 9 connected

• High quality tough yet flexible cable

• Precision 75 Ohm coaxials used for RGB

• Overmoulded connector hood for robust strain relief

• Internal wiring completely enclosed in a screened metal can for excellent 
RF and EM interference rejection

Order code Length

104-048-102 VGA male - female 2m
104-222-103 VGA male - female 3m
104-224-106 VGA male - female 6m
104-226-110 VGA male - female 10m
104-227-115 VGA male - female 15m
104-228-120 VGA male - female 20m
104-230-130 VGA male - female 30m
104-232-150 VGA male - female 50m
104-233-005 VGA male - male 0.5m
104-234-202 VGA male - male 2m
104-236-203 VGA male - male 3m
104-238-206 VGA male - male 6m
104-240-210 VGA male - male 10m
104-241-215 VGA male - male 15m
104-242-220 VGA male - male 20m
104-244-230 VGA male - male 30m
104-246-250 VGA male - male 50m
104-300-301 1m R/angle VGA male - female
104-300-303 3m R/angle VGA male - female
104-300-305 5m R/angle VGA male - female 
104-400-401 1m R/angle VGA male - male
104-400-403 3m R/angle VGA male - male 
104-400-405 5m R/angle VGA male - male

2 VDC Pre-Moulded VGA to BNC breakout cables

• Uses the same overmoulded interference blocking connector hood as the
VGA assemblies

• Precision 75 Ohm coaxial cable

• 75 Ohm characteristic impedance BNC connectors used throughout

• Wide range comprising male VGA to male BNC, male VGA to female BNC
and right angle VGA male to BNC male or female

Order code Description

104-600-601 1m VGA male to 5x BNC male

104-600-602 2m VGA male to 5x BNC male

104-600-603 3m VGA male to 5x BNC male

104-600-605 5m VGA male to 5x BNC male

104-700-015 0.15m R/angle VGA male to 5x BNC female

104-800-801 1M R/angle VGA male to 5x BNC male

104-500-015 0.15m VGA male to 5x BNC female

104-600-030 0.3m VGA male to 5 x BNC male
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VGA assemblies

• Extremely flexible high quality hand made assembly using Van Damme 
268-305-020 5 way miniature coaxial multicore

• Metal D sub hoods 

• Supplied with VGA (High density 15 pin male) connectors as standard

• Any variation is possible – different D Sub connector, custom pin out, LSZH cable –
please contact sales for information and alternative pricing

• Note for VGA that R, G, B, horizontal and vertical sync only are connected

• For VGA Devices please see the AV and Electronics listing in the patching section

Order code Length

110-220-720 1m

110-221-720 2m

110-222-720 3m

110-223-720 5m

110-294-720 10m

110-296-720 15m

110-298-720 20m

110-200-720 30m

D Sub to 5 x BNC male 3

D Sub to D sub 5 way miniature coax 4

• Extremely flexible high quality hand made assembly using Van Damme 268-
305-020 5 way miniature coaxial multicore

• Metal D sub hood and either Van Damme precision 75 Ohm connectors or
Belden compression BNCs

• 20cm breakout at BNC end as standard, colour coded boots as per standard
convention

• Supplied with VGA (High density 15 pin male) connector as standard

• Any variation is possible – different D Sub connector, female BNCs, custom
pin out, LSZH cable – please contact sales for information and alternative
pricing

Order code Length

Van Damme BNC male connector

110-020-720 1m

110-021-720 2m

110-022-720 3m

110-023-720 5m

110-024-720 10m

Order code Length

Belden compression BNC male connectors

110-020-820 1m

110-021-820 2m

110-022-820 3m

110-023-820 5m

110-024-820 10m
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1 Category 5E unscreened patchcords

• Unscreened stranded Cat 5E cable and mainly booted RJ45 connectors

• Available in 2 colours at 0.25m (unbooted), 6 colours between 0.5m and 2m
and grey only 3m and above

• Wired to EIA/TIA 568 specifications

Order code Description

104-191-080 Cat 5E UTP patchcord grey 0.25m

104-191-020 Cat 5E UTP patchcord red 0.25m

104-192-080 Cat 5E UTP patchcord grey 0.5m

104-192-020 Cat 5E UTP patchcord red 0.5m

104-194-040 Cat 5E UTP patchcord yellow 0.5m

104-192-050 Cat 5E UTP patchcord green 0.5m

104-192-060 Cat 5E UTP patchcord blue 0.5m

104-192-000 Cat 5E UTP patchcord black 0.5m

104-120-080 Cat 5E UTP patchcord grey 1m

104-120-020 Cat 5E UTP patchcord red 1m

104-120-040 Cat 5E UTP patchcord yellow 1m

104-120-050 Cat 5E UTP patchcord green 1m

104-120-060 Cat 5E UTP patchcord blue 1m

104-120-000 Cat 5E UTP patchcord black 1m

104-122-080 Cat 5E UTP patchcord grey 2m

104-122-020 Cat 5E UTP patchcord red 2m

104-122-040 Cat 5E UTP patchcord yellow 2m

104-122-050 Cat 5E UTP patchcord green 2m

104-122-060 Cat 5E UTP patchcord blue 2m

104-122-000 Cat 5E UTP patchcord black 2m

104-124-080 Cat 5E UTP patchcord grey 3m

104-126-080 Cat 5E UTP patchcord grey 5m

104-127-080 Cat 5E UTP patchcord grey 7.5m

104-128-080 Cat 5E UTP patchcord grey 10m

104-194-080 Cat 5E UTP patchcord grey 15m

104-196-080 Cat 5E UTP patchcord grey 20m

2 Category 5e screened patchcords

• Foil screened stranded Cat 5E cable and booted RJ45 screened connectors

• Wired to EIA/TIA 568 specifications

Order code Description

104-131-080 Cat 5E STP patchcord grey 0.5m

104-130-080 Cat 5E STP patchcord grey 1m

104-132-080 Cat 5E STP patchcord grey 2m

104-134-080 Cat 5E STP patchcord grey 3m

104-136-080 Cat 5E STP patchcord grey 5m

104-137-080 Cat 5E STP patchcord grey 7m

104-138-080 Cat 5E STP patchcord grey 10m

104-139-080 Cat 5E STP patchcord grey 15m

104-140-080 Cat 5E STP patchcord grey 20m
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cat 5e/6/6a patchcords

• Foil screened  low smoke zero halogen (LSOH) Cat 6 cable and booted RJ45 connectors

• Only available in grey

• Wired to EIA/TIA/ISO/EN specifications

Order code Length

104-710-080 0.5m

104-712-080 1m

104-714-080 2m

104-716-080 3m

104-718-080 5m

104-720-080 10m

104-722-080 15m

104-724-080 20m

Category 6 UTP unscreened patchcords 3

Category 6 screened patchcords LSOH 4

• Screened pairs and overall foil screen low smoke zero halogen (LSOH) Cat 6A
cable and booted RJ45 connectors

• Wired to EIA/TIA and ISO augmented Cat 6 specifications

• Suitable for use with 10G Ethernet networking (500MHz rated)

Order code Length

104-740-080 Cat 6A LSOH S/FTP patchcord grey 2m
104-740-060 Cat 6A LSOH S/FTP patchcord blue 2m
104-740-020 Cat 6A LSOH S/FTP patchcord yellow 2m
104-742-080 Cat 6A LSOH S/FTP patchcord grey 3m
104-742-060 Cat 6A LSOH S/FTP patchcord blue 3m
104-742-020 Cat 6A LSOH S/FTP patchcord yellow 3m
104-744-080 Cat 6A LSOH S/FTP patchcord grey 5m
104-744-060 Cat 6A LSOH S/FTP patchcord blue 5m
104-744-020 Cat 6A LSOH S/FTP patchcord yellow 5m

Category 6A screened patchcords LSOH 5

• Non LSOH - only available in grey

Order code Length

104-726-080 0.5m

104-728-080 1m

104-730-080 2m

104-732-080 3m

104-734-080 5m

Category 6A screened patchcords 6

• Unscreened Cat 6 cable and booted RJ45 connectors

• Wired to EIA/TIA/ISO/EN specifications

Order code Length

104-296-080 Cat 6 UTP patchcord grey 0.3m

104-298-080 Cat 6 UTP patchcord grey 0.5m

104-300-080 Cat 6 UTP patchcord grey 1m

104-302-080 Cat 6 UTP patchcord grey 2m

105-304-080 Cat 6 UTP patchcord grey 3m

104-306-080 Cat 6 UTP patchcord grey 5m
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1 RS422 remote cables 

• D9 male to male metal hood RS422 (serial) assemblies

• 10 metres and under are wired using RS422 common screen cable

• Over 10 metres wired using low loss individually screened RS422 cable

Order code Length

104-060-005 0.5m

104-062-010 1m

104-064-020 2m

104-066-030 3m

104-068-050 5m

104-070-100 10m

104-072-150 15m

104-074-200 20m

2 USB cables

• USB 2.0 and 3.0 pre-moulded cables

• Black with gold plated connectors – except 0.5m, A to A and extender cables

• USB 2.0 active extenders for runs exceeding 5 metres

Order code Description

104-810-002 USB 2.0 A to B 2m

104-810-003 USB 2.0 A to B 3m

104-810-005 USB 2.0 A to B 5m

104-812-005 USB 2.0 active extender 5m

104-810-001 USB 2.0 A to B 1m

104-812-010 USB 2.0 active extender 10m

104-812-015 USB 2.0 active extender 15m

104-810-202 USB 2.0 A to A 2m

104-810-203 USB 2.0 A to A 3m

104-823-500 USB 3.0 A to B 0.5m

104-823-001 USB 3.0 A to B 1m

104-823-003 USB 3.0 A to B 3m

104-823-005 USB 3.0 A to B 5m

2 USB chassis connectors  

• Neutrik D series USB adaptors available in silver and black with reversible
USB A to B connector

• For USB Devices please see the AV and Electronics listing in the patching
section

Order code Description

301-910-005 Neutrik NAUSB-W USB D Series waterproof

301-910-006 Neutrik NAUSB-B USB D series black shell

A note about RS232 cables
We are often asked to manufacture RS232 D sub cables with the wiring specified as “the standard spec”. Unfortunately
there is no standard spec with RS232 as cables may be D9 male to female or female to female, and the equipment being
used may or may not require handshaking signals (RTS and CTS) connected or may even require RTS and CTS linke  d at
one end only. We are happy to manufacture custom RS232 cables but any request to do so must be made with
information on the wiring specification and the sex and type of connectors being used.
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computer cables

• Neutrik D series 6 pin firewire adaptors available in silver and black

• For Firewire Devices please see the AV and Electronics listing in the patching section

Order code Length

301-910-000 NA1394-6 firewire D series

301-910-002 NA1394-6-B firewire D series black shell

Firewire cables 4

Firewire chassis connectors 5

• For suppression of interference within computer cables – particularly data lines

• 6mm and 10mm cable diameters; split design to allow retrofitting to existing
moulded cables

• Ferrite should be kept within 10cm of connector

Order code Length

104-866-000 6mm ferrite

104-868-000 10mm ferrite

EMC ferrite suppressors 6

• IEEE1394a 400 Mbit/s 4 pin to 4 pin, 4 pin to 6 pin and 6 pin to 6 pin cables 

• IEE1394b 800 Mbit/s 9 pin to 9 pin and 400 Mbit/s 9 pin to 4 pin and 
9 pin to 6 pin cables

• Black cable with nickel plated connectors

Order code Length

104-814-002 Firewire 4 to 4 pin 2m

104-814-003 Firewire 4 to 4 pin 3m

104-814-005 Firewire 4 to 4 pin 5m

104-816-002 Firewire 4 to 6 pin 2m

104-816-003 Firewire 4 to 6 pin 3m

104-816-005 Firewire 4 to 6 pin 5m

104-818-002 Firewire 6 to 6 pin 2m

104-818-003 Firewire 6 to 6 pin 3m

104-818-005 Firewire 6 to 6 pin 5m

104-820-904 Firewire 9 to 4 pin 2m

104-820-906 Firewire 9 to 6 pin 2m

104-820-909 Firewire 9 to 9 pin 2m
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1 Duplex multimode patch cables   

• OM1 62.5/125, OM2 50/125 and OM3 50/125 duplex patchcords from stock

• MTRJ and simplex assemblies available on a short lead time

• Manufactured under strict quality control and fully tested

CONTACT THE SALES DEPT. FOR ANY PATCHCORDS NOT LISTED –
LONGER LENGTHS AND OTHER OPTIONS OFTEN AVAILABLE FROM STOCK

2 Duplex singlemode patch cables

• OS1/OS2 duplex patchcords from stock

• APC and simplex assemblies available on a short lead time

• Manufactured under strict quality control and fully tested

Order code Description

100-110-000 OS1/OS2 Duplex SC to SC 0.5m
100-110-001 OS1/OS2 Duplex SC to SC 1m
100-110-002 OS1/OS2 Duplex SC to SC 2m
100-110-003 OS1/OS2 Duplex SC to SC 3m
100-110-005 OS1/OS2 Duplex SC to SC 5m
100-210-000 OS1/OS2 Duplex ST to ST 0.5m
100-210-001 OS1/OS2 Duplex ST to ST 1m
100-210-002 OS1/OS2 Duplex ST to ST 2m
100-210-003 OS1/OS2 Duplex ST to ST 3m
100-210-005 OS1/OS2 Duplex ST to ST 5m
100-310-000 OS1/OS2 Duplex LC to LC 0.5m
100-310-001 OS1/OS2 Duplex LC to LC 1m
100-310-002 OS1/OS2 Duplex LC to LC 2m
100-310-003 OS1/OS2 Duplex LC to LC 3m
100-310-005 OS1/OS2 Duplex LC to LC 5m

  Order code Description
OM1 patchcords

100-100-000 OM1 Duplex SC to SC 0.5m
100-100-001 OM1 Duplex SC to SC 1m
100-100-002 OM1 Duplex SC to SC 2m
100-100-003 OM1 Duplex SC to SC 3m
100-100-005 OM1 Duplex SC to SC 5m
100-200-000 OM1 Duplex ST to ST 0.5m
100-200-001 OM1 Duplex ST to ST 1m
100-200-002 OM1 Duplex ST to ST 2m
100-200-003 OM1 Duplex ST to ST 3m
100-200-005 OM1 Duplex ST to ST 5m
100-300-000 OM1 Duplex LC to LC 0.5m
100-300-001 OM1 Duplex LC to LC 1m
100-300-002 OM1 Duplex LC to LC 2m
100-300-003 OM1 Duplex LC to LC 3m
100-300-005 OM1 Duplex LC to LC 5m

OM2 patchcords

100-120-000 OM2 Duplex SC to SC 0.5m
100-120-001 OM2 Duplex SC to SC 1m
100-120-002 OM2 Duplex SC to SC 2m
100-120-003 OM2 Duplex SC to SC 3m
100-120-005 OM2 Duplex SC to SC 5m
100-220-000 OM2 Duplex ST to ST 0.5m
100-220-001 OM2 Duplex ST to ST 1m
100-220-002 OM2 Duplex ST to ST 2m
100-220-003 OM2 Duplex ST to ST 3m
100-220-005 OM2 Duplex ST to ST 5m
100-320-000 OM2 Duplex LC to LC 0.5m
100-320-001 OM2 Duplex LC to LC 1m
100-320-002 OM2 Duplex LC to LC 2m
100-320-003 OM2 Duplex LC to LC 3m
100-320-005 OM2 Duplex LC to LC 5m

Order code Description
OM3 patchcords

100-130-000 OM3 Duplex SC to SC 0.5m
100-130-001 OM3 Duplex SC to SC 1m
100-130-002 OM3 Duplex SC to SC 2m
100-130-003 OM3 Duplex SC to SC 3m
100-130-005 OM3 Duplex SC to SC 5m
100-230-000 OM3 Duplex ST to ST 0.5m
100-230-001 OM3 Duplex ST to ST 1m
100-230-002 OM3 Duplex ST to ST 2m
100-230-003 OM3 Duplex ST to ST 3m
100-230-005 OM3 Duplex ST to ST 5m
100-330-000 OM3 Duplex LC to LC 0.5m
100-330-001 OM3 Duplex LC to LC 1m
100-330-002 OM3 Duplex LC to LC 2m
100-330-003 OM3 Duplex LC to LC 3m
100-330-005 OM3 Duplex LC to LC 5m
100-331-001 OM3 Duplex LC to SC 1m
100-331-002 OM3 Duplex LC to SC 2m
100-331-003 OM3 Duplex LC to SC 3m

CONTACT THE SALES DEPT. FOR ANY
PATCHCORDS NOT LISTED – LONGER
LENGTHS AND OTHER OPTIONS OFTEN
AVAILABLE FROM STOCK
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fibre optic assemblies

• OM1, OM2, OM3 and OS1/2 fibre optic pigtails available on a short lead time

• For splicing termination, avoiding the need for onsite polishing

• 100% optical tested with batch number tracking

• Semi tight buffered easy strip fibre cable 

CONTACT THE SALES DEPT. FOR A QUOTATION

Multimode and singlemode cable assemblies to order 3

Fibre optic pigtails 4 

• Ruggedized fibre optic connection system based on the LC connector

• Available as OpticalCon Duo duplex and Quad four fibre cable assemblies

• OpticalCon Duo connectors are compatible with conventional duplex LC connectors;
Quad connectors will not accept LCs in the line connector or front of the panel mount

• Applications include audio, data or DMX networking, High Definition (SMPTE 311) camera
cables, extended distance high resolution displays and high bandwidth requirements

• Single mode and bend optimised OM3 multimode cable types

• Available on a disposable shipping reel, hank or on rubber cable drums 

• Dedicated panels for the range are in the catalogue patching section

• Due to the vast range of options, please contact the Sales Dept. for a quotation – an
overview is shown here

• See www.neutrik.co.uk for a downloadable Excel part number generator

Neutrik OpticalCon cables 5

• Pre-terminated and tested fibre assemblies for installation

• Tactical grade fibre assemblies

• Available on a short lead time - please contact the Sales Department

PLEASE CONTACT THE SALES DEPARTMENT OR SEE THE VDC WEBSITE FOR
AN UP TO DATE PRODUCT LISTING

OpticalCon duo cable options
DUO Rugged, lightweight PUR jacketed cable – multimode, single mode (PC or APC)
DUO X-TREME Cut-proof and rodent proof PUR cable – multimode, single mode (PC or APC).

Recommended cable type for live entertainment applications
DUO MULTIMODE HYBRID Rugged hybrid cable with 2 x multimode fibre and 4 x 0.75mm power conductors
DUO SMPTE SMPTE Camera cable with 2 x single mode fibres, 2 x AWG24 data and 2 x AWG16

power conductors
DUO LOW VOLTAGE HYBRID Ultra lightweight camera cable with 2 x single mode fibres and 2 x AWG16 power

conductors
DUO POWER SPLIT 2 or 4 single mode fibres and 3 1.5mm power conductors supplied with 1 or 2 

Duo connectors and Neutrik Powercon

OpticalCon quad cable options
QUAD Rugged, lightweight PUR jacketed cable – multimode, single mode (PC or APC)
QUAD X-TREME Cut-proof and rodent proof PUR cable – multimode, single mode (PC or APC).

Recommended cable type for live entertainment applications
QUAD TRIPLE SPLIT Rugged PUR jacketed cable with 12 x multimode or single mode (PC or APC) fibres 

terminated with 3 OpticalCon Quad to Quad connectors
QUAD POWER SPLIT 4 or 8 single mode fibres and 3 1.5mm power conductors supplied with 1 or 2

QUAD connectors and Neutrik Powercon

VDC_2012_Manufacturing_VDC_2012_Manufacturing  13/03/2012  12:44  Page 251



patching

networking

racking

mains

appendix

index 

company profile

head space

van damme

cable

miscellaneous

cable accessories

connectors

252 manufacturing

6 Lemo 3K.93C SMPTE 304M camera cables

LEMO 3K.93C SMPTE 304M camera cables
The predominant standard connector system for fibre optic high definition
camera systems
Commonly supplied with Furukawa ARIB grade hybrid cable; studio floor,
commercial grade SMPTE, and LSOH cable types are also available
Contact the Sales Dept. for a quotation – common configurations are listed
here without VDC stock codes

Camera cables
Lemo 3K.93C FUW cable plug  to PUW cable socket using Furukawa J-
Grade ARIB cable
Lemo 3K.93C FUW to PUW using Furukawa A-Grade SMPTE cable

Panel assemblies
Lemo 3K.93C FMW panel plug  to PUW cable socket using Furukawa J-
Grade ARIB cable
Lemo 3K.93C FXW panel plug to tails – fibre available as bare end for
splicing or terminated with LC. FC or SC connectors; electrical tails to bare
end or 6 way connector for Lemo junction boxes
Lemo 3K.93C EDW panel socket to tails – fibre available as bare end for
splicing or terminated with LC. FC or SC connectors; electrical tails to bare
end or 6 way connector for Lemo junction boxes

Accessories/options
Cable Assemblies can be mounted on broadcast cable reels
DCS.3K cable puller for pre-terminated panel plug to cable socket
assemblies
Cleaning and maintenance tooling

7 Fischer 1053 SMPTE 304M camera cables

• Uses Corning Unicam no polish no epoxy fibre optic contacts

• Available as KE cable socket to SE cable plug, DSBE rear mount panel plug
to KE cable socket and other panel to cable and panel connector to fibre
tails options

• As with the Lemo SMPTE section above, there is a wide range of options –
contact the Sales Dept. with your specific requirements
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