
connectors

Juicer – Philippe P. Starck

Juicy Salif. Philippe Patrick Starck (born January 18, 1949) is undoubtedly the
living “King Of Modern Design”. The sleek lemon press dubbed the Juicy Salif
in 1990. The Juicy Salif, in fact, has since become an affordable and popular
cult item. His designs range from spectacular interior designs to mass
produced consumer goods such as toothbrushes and chairs.
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VDC stock an immense range of connectors. The breadth ranging from a 150 pole VDM
multipin connector to a Neutrik 3 pole female XLR to a plastic stereo jack. We endeavour to
stock the right connector for the job throughout the many applications we cover. 

We are committed to sourcing our connectors direct from reputable manufacturers wherever
possible. Even the most generic connector type is sourced with an attention to detail and
an emphasis on quality. If you can't find what you need just ask us and we will do our best
to find it.
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Finish and Contacts
No suffix
nickel plated shell, silver plated
contacts, individually bagged

BAG
black anodised shell, silver plated
contacts, individually bagged

B
black anodised shell, gold plated
contacts, individually bagged

D
nickel plated shell, silver plated
contacts, box of 100 only

BAG-D
black anodised shell, silver plated
contacts, box of 100 only

-14
nickel plated shell, silver plated
contacts, accepts 9.6mm OD cable 

1 Neutrik XX series XLR cable mount connectors

• Available in 3, 4, 5, 6 and 7 pole versions

• Choice of nickel or black body finishes

• Choice of silver or gold plated pins

• 3 and 5 pole connectors are now the improved XX version

• 4, 6 and 7 pole connectors will switch to the XX series as X version stocks
are exhausted

• Neutrik’s patented compression chuck securely grips cables with ODs of
2.8mm to 8mm

• XX-14 boot & chuck available for 8mm to 9.6mm OD cables

• More popular types are available in disassembled boxes of 100

• 6 pin version not compatible with Switchcraft 6 pin type

Stock code Description

311-102-311 NC3FXX 3 pin female xlr

311-104-321 NC3MXX 3 pin male xlr

311-103-000 NC3FM-C Convertcon male/female XLR

311-103-100 NC3FM-C-B Convertcon male/female XLR black

311-608-311 NC3FXX-BAG 3 pin female line black

311-610-321 NC3MXX-BAG 3 pin male line black

311-122-311 NC3FXXB 3 pin female line

311-124-321 NC3MXXB 3 pin male line

311-101-311 NC3FXX-WOB 3 pin female xlr no boot

311-105-321 NC3MXX-WOB 3 pin male xlr no boot

311-106-411 NC4FXX 4 pin female line

311-108-412 NC4MXX 4 pin male line

311-126-411 NC4FXXB 4 pin female line

311-128-421 NC4MXXB 4 pin male line

311-110-511 NC5FXX 5 pin female line

311-112-521 NC5MXX 5 pin male line

311-616-511 NC5FXX-BAG 5 Pin female line black

311-618-521 NC5MXX-BAG 5 Pin male line black

311-130-511 NC5FXXB 5 pin female line

311-132-521 NC5MXXB 5 pin male line

311-114-611 NC6FXX 6 pin female line

311-116-621 NC6MXX 6 pin male line

311-134-311 NC6FXXB 6 pin female line

311-136-321 NC6MXXB 6 pin male line

311-115-611 NC6FSXX Switchcraft pattern 6 pin female line

311-117-621 NC6MSXX Switchcraft pattern 6 pin male line

311-118-711 NC7FXX 7 pin female line

311-120-721 NC7MXX 7 pin male line

311-138-311 NC7FXXB 7 pin female line

311-140-321 NC7MXXB 7 pin male line

311-129-000 BXX-14 Oversize boot/chuck

311-612-311 NC3FXX-D 3 pin female box of 100 disassembled

311-614-321 NC3MXX-D 3 pin male box of 100 disassembled
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• Available in 3, 4, 5, 6 and 7 pole versions
• Choice of nickel or black body finishes
• Choice of nickel or gold plated pins
• Connectors will switch to the XX series as X version stocks are exhausted
• Neutrik's patented compression chuck securely grips cables with ODs of
2.8mm to 8mm

• 6 pin version not compatible with Switchcraft 6 pin type
• B = black anodised shell, gold plated contacts, individually bagged

 Stock code Description

311-246-312 NC3FRX 3 pin female line r/angle

311-248-322 NC3MRX 3 pin male line r/angle

311-262-312 NC3FRXB 3 pin female line r/angle

311-264-322 NC3MRXB 3 pin male line r/angle

311-250-412 NC4FRX 4 pin female line r/angle

311-252-422 NC4MRX 4 pin male line r/angle

311-266-412 NC4FRXB 4 pin female line r/angle

311-268-422 NC4MRXB 4 pin male line r/angle

311-254-512 NC5FRX 5 pin female line r/angle

311-256-522 NC5MRX 5 pin male line r/angle

311-270-512 NC5FRXB 5 pin female line r/angle

311-272-522 NC5MRXB 5 pin male line r/angle

311-258-612 NC6FRX 6 pin female line r/angle

311-260-622 NC6MRX 6 pin male line r/angle

311-274-612 NC6FRXB 6 pin female line r/angle

311-276-622 NC6MRXB 6 pin male line r/angle

311-278-712 NC7FRX 7 pin female line r/angle

311-280-722 NC7MRX 7 pin male line r/angle

311-282-712 NC7FRX-B 7 pin female line r/angle

311-284-722 NC7MRX-B  7 pin male line r/angle

• Noiseless on / off switched XLR

• Gold plated contacts as standard

• Links Pins 2 to 3 when activated

• -B version has black anodised shell

• Coloured boots not available

Stock code Description

301-146-314 NC3FXS 3 pin switched female

301-147-324 NC3FXS-B 3 pin female line with ON-OFF switch black

• Locking ring allows secure connection

• Gold plated contacts

• Black anodised shell only

Stock code Description

301-149-324 NC3FXSPEC female 3 pole, silver contacts black shell

Neutrik RX angled XLR cable mount connectors 2

Neutrik specialist XLR connectors - NC3FXS & FXS-B 3

Neutrik specialist XLR connectors - NC3FXSPEC 4
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5 Neutrik specialist XLR connectors - NC3 & NC5 *XHD

• Ideal for outdoor audio & DMX use

• Heavy duty connector IP65 rated when mated with other HD types

• All metal design, cable male is stainless steel

• Gold plated contacts as standard

• IP67 male panel connector MPR-HD also available see section 10

• Stocked in 3 and 5 pin types

• Coloured boots not available

Stock code Description

301-142-315 NC3FXHD 3 pin female line HD

301-144-325 NC3MXHD 3 pin male line HD

301-143-315 NC3FXHD-B 3 pin female line HD

301-145-325 NC3MXHD-B 3 pin male line HD

301-142-515 NC5FXHD 5 pin female line HD

301-144-525 NC5MXHD 5 pin male line HD

6 Neutrik specialist XLR connectors - NC3*XCC

• Specified for AES/EBU signals

• Coaxial ground spring & hex crimp for best EMI protection

• Gold plated contacts

Stock code Description

301-100-355 NC3FXCC AES/EBU female XLR

301-101-366 NC3MXCC AES/EBU male XLR

VDC_2012_Connectors_VDC_2012_Connectors  12/03/2012  19:11  Page 258



259audio

racking

mains

appendix

index 

company profile

head space

van damme

miscellaneous

cable accessories

manufacturing

patching

networking

cable

• Resistor colour coded strain relief boots fitted before termination

• BXX type boot and XXR Coding Rings for all XX And XX-RX 
Connectors

• BSX type boot and XCR coding rings for all X Series, NC3FXSPEC, XCC
connectors and Neutrik Ethercon Cat 5E connectors.

Stock code Description

301-121-100 BSX-0 Black boot for X series

301-402-101 BSX-1 Brown boot for X series

301-404-102 BSX-2 Red boot for X series

301-406-103 BSX-3 Orange boot for X series

301-408-104 BSX-4 Yellow boot for X series

301-410-105 BSX-5 Green boot for X series

301-412-106 BSX-6 Blue boot for X series

301-414-107 BSX-7 Violet boot for X series

301-416-108 BSX-8 Grey boot for X series

301-148-109 BSX-9 White boot for X series

301-100-100 XCR-0 Black marking ring for X series

301-100-101 XCR-1 Brown marking ring for X series

301-100-102 XCR-2 Red marking ring for X series

301-100-103 XCR-3 Orange marking ring for X series

301-100-104 XCR-4 Yellow marking ring for X series

301-100-105 XCR-5 Green marking ring for X series

301-100-106 XCR-6 Blue marking ring for X series

301-100-107 XCR-7 Violet marking ring for X series

301-100-108 XCR-8 Grey marking ring for X series

301-100-109 XCR-9 White marking ring for X series

311-121-100 BXX-0 Black boot f  or XX series

311-402-101 BXX-1 Brown boot for XX series

311-404-102 BXX-2 Red boot for XX series

311-406-103 BXX-3 Orange boot for XX series

311-408-104 BXX-4 Yellow boot for XX series

311-410-105 BXX-5 Green boot for XX series

311-412-106 BXX-6 Blue boot for XX series

311-414-107 BXX-7 Violet boot for XX series

311-416-108 BXX-8 Grey boot for XX series

311-148-109 BXX-9 White boot for XX series

311-100-100 XXR-0 Black marking ring for XX series

311-100-101 XXR-1 Brown marking ring for XX series

311-100-102 XXR-2 Red marking ring for XX series

311-100-103 XXR-3 Orange marking ring for XX series

311-100-104 XXR-4 Yellow marking ring for XX series

311-100-105 XXR-5 Green marking ring for XX series

311-100-106 XXR-6 Blue marking ring for XX series

311-100-107 XXR-7 Violet marking ring for XX series

311-100-108 XXR-8 Grey marking ring for XX series

311-100-109 XXR-9 White marking ring for XX series

311-800-002 XXCR Clear marking ring for XX series

Neutrik XLR boots and coding rings 7
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8 Switchcraft line XLRs

• Original Switchcraft A series 3 pin and 6 pin line XLRs

• New Switchcraft AAA series 3 pin XLRs. 2 piece connector with rugged
metal cover for cables with diameter of 2.54 to 7.30mm

• 6 pin version is not compatible with Neutrik type

Stock code Description

314-002-316 Switchcraft A3F 3 pin cable female

314-004-326 Switchcraft A3M 3 pin cable male

314-014-616 Switchcraft A6F 6 pin cable female

314-016-626 Switchcraft A6M 6 pin cable male

314-003-316 Switchcraft AAA3F 3 pin cable female

314-005-326 Switchcraft AAA3M 3 pin cable male

9 Switchcraft tini-qg miniature XLRs 

• Used on belt pack transmitters, lavalier and drum mics

• Panel male housed in round flanges, females housed in rectangular flange

• Fully screened all metal version of the 3 pin Tini QG with 6mm cable entry
also available 

Stock code Description

314-610-318 TA3F 3 pin cable female
314-612-328 TA3M 3 pin cable male
314-614-319 TY3F 3 pin panel female
314-616-329 TB3M 3 pin panel male
314-618-418 TA4F 4 pin cable female
314-620-428 TA4M 4 pin cable male
314-622-419 TY4F 4 pin panel female
314-624-429 TB4M 4 pin panel male
314-626-518 TA5F 5 pin cable female
314-628-528 TA5M 5 pin cable male
314-630-519 TY5F 5 pin panel female
314-632-529 TB5M 5 pin panel male
314-634-318 TA3FSH 3 pin cable female screened
314-636-328 TA3MSH 3 pin cable male screened

10 Neutrik/Rean miniature XLRs 

• Black metal shell with gold plated contacts

• Cable female type has water resistant sealing boot option

• Lower cost alternative to Switchcraft Tini QG type

• Cable male and panel female connectors not available 

Stock code Description

301-610-318 RT3FC-B-W 3 pin cable female with sealing boot

301-611-318 RT3FC –B 3 pin cable female

301-616-329 RT3MP 3 pin panel male

301-618-418 RT4FC-B-W 4 pin cable female with sealing boot

301-619-428 RT4FC-B 4 pin cable female

301-624-429 RT4MP 4 pin panel male

301-626-518 RT5F-B-W 5 pin cable female with sealing boot

301-627-528 RT5F-B 5 pin cable female

301-632-529 RT5MP 5 pin panel male
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• Available in 3, 4, 5, 6 and 7 pole versions

• Choice of nickel or black body finishes

• Choice of nickel or gold plated pins

• Both male & female share same metalwork cut-out

• Can be front or rear mounted

• Tapped mounting hole option saves considerable time

• 3 and 5 pole connectors are now the improved LX version

• 4, 6 and 7 pole connectors will switch to the LX series as L version stocks
are exhausted

Stock code Description

311-150-313 NC3FD-LX 3 pin female chassis
311-152-323 NC3MD-LX 3 pin male chassis
311-170-313 NC3FD-LX-B 3 pin female chassis
311-172-323 NC3MD-LX-B 3 pin male chassis
311-171-313 NC3FD-LX-BAG 3 Pin female chassis black
311-173-323 NC3MD-LX-BAG 3 Pin male chassis black
311-472-313 NC3FD-LX-M3 3 pin female chassis tapped
311-474-323 NC3MD-LX-M3 3 pin male chassis tapped
301-153-323 NC3MPR-HD 3 pin male chassis IP65
311-800-003 NA3FDM panel mount female - male panel mount feed

through adaptor
311-800-004 NA3MDF panel mount male - female panel mount feed

through adaptor
311-154-313 NC4FD-LX 4 pin female chassis
311-156-323 NC4MD-LX 4 pin male chassis
311-174-413 NC4FD-LX-B 4 pin female chassis
311-176-423 NC4MD-LX-B 4 pin male chassis
311-158-513 NC5FD-LX 5 pin female chassis
311-160-523 NC5MD-LX 5 pin male chassis
311-178-513 NC5FD-LX-B 5 pin female chassis
311-180-523 NC5MD-LX-B 5 pin male chassis
301-161-523 NC5MPR-HD 5 pin male chassis IP65
311-182-513 NC5FD-LX-M3 5 pin female chassis tapped
311-184-523 NC5MD-LX-M3 5 pin male chassis tapped
311-162-613 NC6FD-LX 6 pin female chassis
311-164-623 NC6MD-LX 6 pin male chassis
311-182-613 NC6FD-LX-B 6 pin female chassis
311-184-623 NC6MD-LX-B 6 pin male chassis
311-166-713 NC7FD-LX 7 pin female chassis
311-168-723 NC7MD-LX 7 pin male chassis
311-186-713 NC7FD-LX-B 7 pin female chassis
311-188-723 NC7MD-LX-B 7 pin male chassis

Neutrik panel D type DL-X XLRs 11

• Available in 3 pole versions only

• Latch-less female allows instant unplugging

• Both male & female share same metalwork cut-out

• Can be front or rear mounted

Stock code Description

301-242-313 NC3FPP 3 pin female chassis

301-244-323 NC3MPP 3 pin male chassis

Neutrik plastic panel D-type XLRs 12

Finish and Contacts
LX
nickel plated shell, silver plated
contacts

LX-BAG
black anodised shell, silver plated
contacts

LX-B
black anodised shell, gold plated
contacts

LX-M3
nickel plated shell, silver plated
contacts

-HD
IP65 rated panel male (when mated
with FX-HD cable connector)
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Finish and Contacts
P
nickel plated shell, silver plated
contacts, individually bagged

P-B
black anodised shell, silver plated
contacts, individually bagged

13 Sowter transformer XLRs

• Unit sits within the footprint of a D-type hole.

• Female XLR option has 2 outputs on rear

• Male has input on rear with 1 output on front (main) & output on rear

• Main output can pass 48V Phantom power

• Designed for microphone level signals but will also handle moderate line
level. High line level  inputs may need attenuating

• Depth of PCB behind panel 80mm

Stock code Description

390-002-000 Male XLR with transformer

390-004-000 Female XLR with transformer

14 Switchcraft panel XLRs 

• Original Switchcraft D series 3 pin and 6 pin panel XLRs

• 6 pin version is not compatible with Neutrik type

Stock code Description

314-006-317 D3F 3 pin chassis female

314-008-327 D3M 3 pin chassis male

314-018-617 D6F 6 pin chassis female

314-020-627 D6M 6 pin chassis male

15 Neutrik P-series panel XLRs

• Available from stock in 3 and 4 pin versions only

• Front mount only

• Male and female have different panel cut out

Stock code Description

301-206-314 NC3FP-1 3 pole female chassis

301-208-324 NC3MP 3 pole male chassis

301-224-314 NC3FP-B-1 3 pin female chassis

301-226-324 NC3MP-B 3 pin male chassis

301-210-414 NC4FP-1 4 pole female chassis

301-212-424 NC4MP 4 pole male chassis

301-228-414 NC4FP-B-1 4 pin female chassis

301-230-424 NC4MP-B 4 pin male chassis

301-214-514 NC5FP-1 5 pole female chassis

301-216-524 NC5MP 5 pole male chassis

301-232-514 NC5FP-B-1 5 pin female chassis

301-234-524 NC5MP-B 5 pin male chassis

301-218-614 NC6FP-1 6 pole female chassis

301-220-624 NC6MP 6 pole male chassis

301-236-614 NC6FP-B-1 6 pin female chassis

301-238-624 NC6MP-B 6 pin male chassis

301-222-714 NC7FP-1 7 pole female chassis

301-240-714 NC7FP-B-1 7 pin female chassis
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• Accepts ¼” jacks and male XLRs
• Rear mount only using ‘plastite’ self tapping screws
• Fit standard D-Type cut outs

Stock code Description

301-060-100 NCJ6FI-S 6 pole combi connector – 3 pin XLR
female/balanced jack with latch

301-060-200 NCJ6FI-S 6 pole combi connector – 3 pin XLR
female/balanced jack latchless

Neutrik combo plastic XLR/jack connectors 16

• Fits all standard D-type cut outs

• Colour coded DSS ID plates fit between panel and connector

• DBA Blanks are, er, blank – available as push-in or screw-in types

• SC prefix front and rear covers now available

Stock code Description

301-330-000 Neutrik DBA blanking plate

700-778-000 Push in blanking plate

700-779-000 Rear mounting blanking plate

301-469-000 Neutrik DSS Identification plate – Brown

301-468-000 Neutrik DSS Identification plate – Red

301-473-000 Neutrik DSS Identification plate – Orange

301-466-000 Neutrik DSS Identification plate – Yellow

301-464-000 Neutrik DSS Identification plate – Green

301-462-000 Neutrik DSS Identification plate – Blue

301-470-000 Neutrik DSS Identification plate – Violet

301-471-000 Neutrik DSS Identification plate – Grey

301-467-000 Neutrik DSS Identification plate – White

301-472-000 Neutrik SCDX black hinged cover

311-800-005 Neutrik SCF female connector dust cover with fixing cord

311-800-006 Neutrik SCM male connector dust cover with fixing cord

301-330-001 Neutrik SCDR connector rear protective boot

311-331-000 Neutrik MFD M3 tapped XLR mounting frame

311-800-007 Neutrik SCDP-0 Panel connector sealing gasket black

311-800-008 Neutrik SCDP-2 Panel connector sealing gasket red

311-800-009 Neutrik SCDP-4 Panel connector sealing gasket yellow

311-800-010 Neutrik SCDP-5 Panel connector sealing gasket green

311-800-011 Neutrik SCDP-6 Panel connector sealing gasket blue

311-800-012 Neutrik SCDP-9 Panel connector sealing gasket white

301-950-000 Neutrik A-SCREW-1-8 Plastite self-tapping pan head screw
for Combi connectors bag of 100 – Nickel finish

301-952-003 Neutrik E-SCREW-1-12 Plastite self-tapping pan head screw
for Ethercon connectors bag of 100 – Nickel finish

301-952-004 Neutrik E-SCREW-1-12 Plastite self-tapping pan head screw
for Ethercon connectors bag of 100 – Black finish

301-377-000 Neutrik NA-Housing extruded chassis XLR connector case

Neutrik panel XLR accessories 17
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• No wear, no corrode hermetically sealed reed switch

• Gold plated and red coloured only

• Only for use with instrument (guitar) applications

Stock code Description

311-911-124 NP2X-AU-SILENT mono jack

311-800-013 NP2RX-AU-SILENT r/angled mono jack
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18 Neutrik X and RX jack connectors

• New lower profile (14.5mm OD) for high density connection panels 
(15.88mm pitch)

• Coloured boot and sleeves available in 10 colours

Stock code Description

311-302-312 NP2X 1/4” Mono jack plug

311-303-122 NP2X-B  1/4” Mono jack plug Black & Gold

311-304-123 NP2X-BAG 1/4” Mono jack plug Black

311-306-126 NP2RX R/angle mono jack plug

311-310-221 NP3X 1/4” Stereo jack plug

311-314-223 NP3X-B  1/4” Mono jack plug Black & Gold

311-312-223 NP3XBAG Stereo jack plug black

311-618-226 NP3RX R/angle stereo jack

301-624-226 NTP3RC 3.5mm r/angle Stereo jack plug

301-625-227 NTP3RC-B 3.5mm r/angle Stereo jack plug

311-301-312 NP2XL ¼” jumbo plug mono jack

311-309-221 NP3XL ¼” jumbo plug stereo jack

Stock code Description

311-620-124 NP2X-D Mono jack plug box of 100

311-305-125 NP2X-BAG-D 1/4” mono jack plug black box of 100

311-622-224 NP3X-D Stereo jack plug box of 100

311-623-225 NP3X-BAG-D 1/4” stereo jack plug black box of 100

19 Neutrik inline jack sockets

• Locking mechanism will work on all A gauge (EIA-RS453) 1/4” jacks

• Extremely robust and reliable

• Uses BSX type coloured XLR boot

Stock code Description

301-320-000 NJ3FC6C Stereo jack socket in-line

301-322-000 NJ3FC6CBAG Stereo jack socket in-line black

Finish and Contacts
No suffix
nickel plated shell, silver plated
contacts, individually bagged

BAG
black anodised shell, silver plated
contacts, individually bagged

B
black anodised shell, gold plated
contacts, individually bagged
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• Resistor colour coded strain relief boots fitted before termination

• BPX type boot and PXR coding rings for all all X and RX connectors

• BSP type boot and PCR coding rings for C series jack connectors only

Stock code Description

301-318-200 BSP-0 Black boot

301-420-201 BSP-1 Brown boot

301-422-202 BSP-2 Red boot

301-424-203 BSP-3 Orange boot

301-426-204 BSP-4 Yellow boot

301-428-205 BSP-5 Green boot

301-430-206 BSP-6 Blue boot

301-432-207 BSP-7 Violet boot

301-434-208 BSP-8 Grey boot

301-436-209 BSP-9 White boot

301-100-200 PCR-0 Black Marking ring

301-100-201 PCR-1 Brown Marking ring

301-100-202 PCR-2 Red Marking ring

301-100-203 PCR-3 Orange Marking ring

301-100-204 PCR-4 Yellow Marking ring

301-100-205 PCR-5 Green Marking ring

301-100-206 PCR-6 Blue Marking ring

301-100-307 PCR-7 Violet Marking ring

301-100-308 PCR-8 Grey Marking ring

301-100-309 PCR-9 White Marking ring

311-318-200 BPX-0 Black boot

311-420-201 BPX-1 Brown boot

311-422-202 BPX-2 Red boot

311-424-203 BPX-3 Orange boot

311-426-204 BPX-4 Yellow boot

311-428-205 BPX-5 Green boot

311-430-206 BPX-6 Blue boot

311-432-207 BPX-7 Violet boot

311-434-208 BPX-8 Grey boot

311-436-209 BPX-9 White boot

311-100-201 PXR-1 Brown Marking ring

311-100-202 PXR-2 Red Marking ring

311-100-203 PXR-3 Orange Marking ring

311-100-204 PXR-4 Yellow Marking ring

311-100-205 PXR-5 Green Marking ring

311-100-206 PXR-6 Blue Marking ring

311-100-307 PXR-7 Violet Marking ring

311-100-308 PXR-8 Grey Marking ring

311-100-309 PXR-9 White Marking ring

Neutrik jack boots and coding rings 21

VDC_2012_Connectors_VDC_2012_Connectors  12/03/2012  19:11  Page 265



266

patching

networking

racking

mains

appendix

index 

company profile

head space

van damme

manufacturing

miscellaneous

cable accessories

cable

24 VDC plastic jacks and minijacks and sockets

connectors

22 Switchcraft jack connectors

• High quality US manufactured jack plugs

• Type 181 silent jack has mechanical shorting for silent insertion/removal

• New Switchcraft 3.5mm universal panel socket

• 1/4” jacks will accept up to 7mm OD cable, 3.5mm accept up to 6mm

Stock code Description

314-602-280 Switchcraft 1/4” mono jack 280

314-604-226 Switchcraft 1/4” mono r/angle 226

314-606-297 Switchcraft 1/4” stereo jack 297

314-608-236 Switchcraft 1/4” stereo r/angle 236

314-600-181 Switchcraft 181 silent switching jack

314-600-352 3.5mm stereo plug

314-600-354 3.5mm R/A stereo plug

314-600-356 3.5mm R/A stereo plug gold plated

314-600-358 3.5mm R/A stereo plug Black gold plated

314-036-000 Switchcraft EH 3.5mm solder socket

314-017-000 Switchcraft 3.5mm locking stereo line socket 4.4mm cable entry

314-018-000 Switchcraft 3.5mm locking stereo line socket 6.0mm cable entry

23 VDC metal jacks, minijacks and sockets

• VDC 1/4” jacks have gold plated conductors & red or white ID rings

• VDC Heavy duty (H/D) 3.5mm jacks accept up to 7mm OD cable

Stock code Description

306-014-100 Metal 3.5 mm mono jack plug

306-016-200 Metal 3.5 mm stereo jack plug

306-017-000 Metal 3.5mm locking stereo jack plug black shell

306-015-000 Chassis 3.5mm stereo jack socket

306-076-300 Large body HD metal 3.5 mm mono jack plug

306-078-400 Large body HD metal 3.5 mm stereo jack plug

306-018-500 1/4” mono gold jack plug RED

306-019-600 1/4” mono gold jack plug WHITE

306-020-700 1/4” stereo gold jack plug RED

306-021-800 1/4” stereo gold jack plug WHITE

• A range of 2 and 3 pole lightweight jack solutions 

Stock code Description

306-174-210 Plastic stereo 1/4” jack plug

306-176-120 Plastic stereo 1/4” line jack socket

306-010-130 Plastic 3.5 mm mono jack plug

306-012-140 Plastic 3.5 mm stereo jack plug

306-104-150 Plastic 2.5 mm stereo jack plug

306-177-140 Plastic 3.5mm mono line jack socket black

301-178-000 Metal 3.5mm stereo  line jack socket
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• Neutrik standard D series 1/4” panel mounts have a locking mechanism
(GPOs will mate but not lock)

• Neutrik type are tip, ring and sleeve – wire tip and sleeve only for mono
operation

• For Combi XLR/balanced jack connectors see section 16

• Switchcraft type 11 open frame mono jack socket – the ultimate guitar jack

Stock code Description

301-324-000 NJ3FP6C Stereo chassis jack socket

301-326-000 NJ3FP6CBAG Stereo chassis jack socket  black

306-022-000 Plastic mono chassis jack socket

306-024-000 Plastic stereo chassis jack socket

314-601-011 Switchcraft type 11 open frame jack socket

Panel mount jack sockets 25

• Available in black or red

• Accepts up to 7mm OD cable

Stock code Description

301-384-000 NP3TBB B gauge plug black

301-386-200 NP3TBR B gauge plug red

Neutrik GPO (B-Gauge) plugs 26

• TT type has solder contacts & crimp screen NB requires special crimp tooling
• TTP type has solder contacts & crimp screen – uses standard RG58 BNC crimp tool

Stock code Description

301-378-300 NP3TT-1-B Bantam plug black

301-396-000 NP3TT-1-R Bantam plug red

301-644-500 NP3TT-P-B Bantam plug black nickel

301-636-502 NP3TT-P-R Bantam plug red nickel

301-638-600 NP3TT-P-AU-B Bantam plug black gold

301-640-602 NP3TT-P-AU-R Bantam plug red gold

301-000-000 TT bantam crimp tool

335-100-001 BNC Crimp tool

Neutrik bantam plugs 27

• Brass contact type are screw terminal/ twist on and are stocked only until sold

• Nickel contact type are all solder wiring – no crimp tool required

• Available in Black or Red only

Stock code Description

314-012-302 Switchcraft brass bantam plug red 

314-304-300 Switchcraft plug black nickel plated

314-306-302 Switchcraft plug red nickel plated

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

Switchcraft bantam plugs 28

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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31 Neutrik profi and Neutrik/Rean standard phonos

connectors

29 phonos

• Solid turned brass body with gold plated contacts

• Heavy duty strain relief for up to 6mm OD cables

• Available in black and red marbled finish

Stock code Description

306-046-220 Van Damme phono plug red/black

306-047-022 Van Damme phono plug red/red

30 VDC phonos

• Gold plated contacts

• Heavy duty strain relief for up to 6mm OD cables

• Available in black and red

Stock code Description

306-038-220 VDC pro phono plug gold/black

306-040-022 VDC pro phono plug gold/red

306-042-220 VDC pro phono line socket gold/black

306-043-022 VDC pro phono line socket gold/red

• Profi phono uses retractable earth sleeve for ground before signal insertion

• Profi type only available as a black and red coded pair

• Standard range available in 6 colours all with chuck style strain relief

Stock code Description

301-388-202 NF2CB2 Profi phono per pair

301-600-000 NYS373-0 Phono plug gold plated, Black

301-602-002 NYS373-2 Phono plug gold plated, Red

301-604-004 NYS373-4 Phono plug gold plated, Yellow

301-605-005 NYS373-5 Phono plug gold plated, Green

301-606-006 NYS373-6 Phono plug gold plated, Blue

301-609-009 NYS373-9 Phono plug gold plated, White
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• Lightweight economy nickel phonos 

• Range available in 2 colours

Stock code Description

306-600-000 Nickel Phono plug, Black

306-602-002 Nickel Phono plug, Red

Nickel phonos 32

• Small footprint for densely populated applications

• Standard range available in 6 colours

Stock code Description

301-609-011 NYS367-0 Neutrik phono socket-Black isolation

301-609-013 NYS367-2 Neutrik phono socket-Red isolation

301-609-015 NYS367-4 Neutrik phono socket-Yellow isolation

301-609-017 NYS367-5 Neutrik phono socket-Green isolation

301-609-019 NYS367-6 Neutrik phono socket-Blue isolation

301-609-021 NYS367-9 Neutrik phono socket-White isolation

Neutrik/Rean phono panel sockets 33

• Ideal for use with universal XLR panels

• Range available in 6 ID colours & black or nickel shell

Stock code Description

301-609-025 NF2D-4 Recessed Phono-Nickel shell, Yellow ID

301-609-027 NF2D-5 Recessed Phono-Nickel shell, Green ID

301-609-029 NF2D-6 Recessed Phono-Nickel shell, Blue ID

301-609-026 NF2D-0 Recessed Phono-Nickel shell, Black ID

301-609-028 NF2D-2 Recessed Phono-Nickel shell, Red ID

301-609-030 NF2D-9 Recessed Phono-Nickel shell, White ID

301-609-031 NF2D-B-0 Recessed Phono-Black shell, Black ID

301-609-033 NF2D-B-4 Recessed Phono-Black shell, Yellow ID

301-609-035 NF2D-B-5 Recessed Phono-Black shell, Green ID

301-609-037 NF2D-B-6 Recessed Phono-Black shell, Blue ID

301-609-034 NF2D-B-2 Recessed Phono-Black shell, Red ID

301-609-036 NF2D-B-9 Recessed Phono-Black shell, White ID

Neutrik/Rean recess mounted d-type phono panel sockets 34
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37 Preh locking DIN connectors

connectors

35 Neutrik/Rean MIDI connectors

• Nickel or gold plated contacts

• Heavy duty nickel plated brass bodies

• Suitable for up to 5.5mm cable OD

Stock code Description

301-024-000 NYS322 Neutrik cable midi plug  

301-026-000 NYS322AG Neutrik cable midi plug, Gold plated contacts 

36 Deltron MIDI connectors

• In-line plug and socket; panel mount socket

• Panel socket available in D-type blank plate for universal XLR panels

Stock code Description

369-018-000 5 pin (180) midi plug

369-024-000 cable midi socket

369-026-000 panel midi socket

301-100-310 panel midi socket in DBA

• 5 pin 180 degree DIN for MIDI applications

• 8 pole DIN for lighting control

• Cable connector locking ring can be removed

Stock code Description

309-016-500 5 pin (180) cable male latching DIN connector

309-042-800 8 pin cable male latching DIN connector

309-044-802 8 pin cable female latching DIN connector

309-046-804 8 pin panel female latching DIN connector
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• 4 & 8 Pole connectors for high current speaker signals 

• 19 pole connector for 6 channel Mic/Line level

• Backshell & compression gland rated to IP65

• Arctic rubberised lock ring for ease of mating

• 4 & 8 pole connectors have 4mm solder buckets

• 19 pole connector available as crimp (silver or gold contacts) NB contacts
supplied separately

• 8 and 19 pole connectors for use with L’Acoustics PA systems

Stock code Description

369-402-411 4 pole cable female lock ring PA-Con

369-404-421 4 pole cable male lock ring PA-Con

369-406-412 4 pole cable female bayonet PA-Con

369-408-422 4 pole cable male bayonet PA-Con

369-410-432 4 pole panel female bayonet PA-Con

369-412-442 4 pole panel male bayonet PA-Con

369-802-811 8 pole cable female lock ring PA-Con

369-804-821 8 pole cable male lock ring PA-Con

369-806-812 8 pole cable female bayonet PA-Con

369-808-822 8 pole cable male bayonet PA-Con

369-810-832 8 pole panel female bayonet PA-Con

369-812-842 8 pole panel male bayonet PA-Con

369-190-011 VDM PA-Con 19 pole female lockring

369-192-022 VDM PA-Con 19 pole male lock ring 

369-194-011 VDM PA-Con 19 pole female bayonet

369-196-022 VDM PA-Con 19 pole male bayonet

369-198-011 VDM PA-Con 19 pole panel female

369-199-011 VDM PA-Con 19 pole panel female lock ring

369-200-022 VDM PA_Con 19 pole panel male

S369-190-011 VDM PA-Con 19 pole female lock ring with solder contacts

VDM contacts for 19 to 85 pole connectors

369-084-285 VDM male contact silver

369-086-385 VDM female contact silver

369-088-485 VDM male contact gold

369-090-585 VDM female contact gold

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

PA-Cons 38

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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Finish and Contacts
No suffix
standard connector, individually
bagged

BAG
black anodised shell, silver plated
contacts, individually bagged

B
gold plated contacts, individually
bagged

D
standard connector, box of 100 

MP
male panel-mount with square
flange (D-Type cut out)

MPR
male panel-mount with round flange
(Same as AP cutout)

FP
female panel mount

MX
male cable mount

FX
female cable mount connector

39 Neutrik Speakons

Speakon series:
• The industry standard 30A 2, 4 and 8 pole plastic speaker connector

• Coloured bushes and right angle adapter kit for NL4FX available

• NL2FC mates with NL4MP but NL4FX will not mate with NL2MP

• Female to female cable convention means NL4MMX/NL8MM joining barrels
are needed for cable to cable connections

STX Series (NLT metal body)
• STX is a 40A (50A audio with 50% duty cycle)  metal bodied range of connect

• NLT*MX/MX-BAG and NLT*FP/FP-BAG allows for extendable male to female
speakon cables

Stock code Description

301-390-102 NL2FC 2-pole female line

301-392-202 NL2MP 2-pole male chassis

301-818-604 NL4FX SPX 4-pole Female line

301-820-804 LRX Right angle conversion kit for NL4FX

301-816-504 NL4FRX SPX female line r/ angle

301-882-002 NL4FX2 4-Pole female line/red bushing

301-824-004 NL4FX4 4-pole female line/ yellow bushing

301-826-005 NL4FX5 4-pole female line/ green bushing

301-828-009 NL4FX9 4-pole female line/ white bushing

301-830-002 LCR2 coding ring Red

301-834-004 LCR4 coding ring Yellow

301-836-005 LCR5 coding ring Green

301-838-006 LCR6 coding ring Blue

301-844-009 LCR9 coding ring White

301-366-204 NL4MP 4-pole male chassis

301-626-304 NL4MP-B 4-pole male chassis gold

301-368-404 NL4MPR 4-pole male chassis round

301-912-000 NL4MP-ST male chassis screw termination

301-366-224 NL4MP-M3 male chassis M3 threaded

301-367-204 NL4MP-UC 40A rated male chassis

301-370-424 NL4MMX 4-pole cable coupler

301-372-108 NL8FC 8 pole female line

301-375-408 NL8MPR 8-pole male chassis

301-376-828 NL8MM 8-pole cable coupler

301-800-104 NLT4FX 4-pole Female line

301-802-124 NLT4FX-BAG 4-pole female line Black

301-804-204 NLT4MP 4-pole male chassis

301-806-224 NLT4MP-BAG 4-pole male chassis 

301-808-304 NLT4MX 4-pole male line 

301-810-334 NLT4MX-BAG 4-pole male line black

301-812-404 NLT4FP 4-pole female chassis 

301-814-424 NLT4FP-BAG 4-pole male chassis black

301-900-000 NLT8FX 8-pole female line

301-900-002 NLT8FX-BAG female line black

301-900-004 NLT8MP male chassis

301-900-006 NLT8MP-BAG male chassis black

301-900-005 NLT8MX-BAG 8 pole male line

301-900-007 NLT8FP-BAG 8 pole female chassis

301-332-002 Faston crimp connector bag of 100

Boxes of 100
301-820-100 NL4FX-D SPX 4-pole female line BOX of 100
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• AP range has thermoplastic shell – available in 4, 5 and 6 pin configurations

• EP range die cast zinc plated shell – available in 4, 5, 6 and 8 pin
configurations

• Zinc plated brass contacts

• Panel mount connectors available with square or round flange

Stock code Description

340-002-114 4 pole cable female AP connector

340-004-124 4 pole cable male AP connector

340-006-134 4 pole chassis female round AP connector

340-008-144 4 pole chassis male round AP connector

340-014-115 5 pole cable female AP connector

340-016-125 5 pole cable male AP connector

340-018-135 5 pole chassis female round AP connector

340-020-145 5 pole chassis male round AP connector

340-022-155 5 pole chassis female AP connector

340-024-165 5 pole chassis male AP connector

340-026-116 6 pole cable female AP connector

340-028-126 6 pole cable male AP connector

340-030-136 6 pole chassis female round AP connector

340-032-146 6 pole chassis male round AP connector

340-034-156 6 pole chassis female AP connector

340-036-166 6 pole chassis male AP connector

340-050-104 4 pole EP metal cable female nickel 

340-052-204 4 pole EP metal cable male nickel 

340-054-304 4 pole EP metal chassis female round nickel

340-056-404 4 pole EP metal chassis male round nickel 

340-062-105 5 pole EP metal cable female nickel 

340-064-205 5 pole EP metal cabel male nickel 

340-066-305 5 pole EP metal chassis female round nickel

340-068-405 5 pole EP metal chassis male round nickel 

340-074-106 6 pole EP metal cable female nickel 

340-076-206 6 pole EP metal cabel male nickel 

340-078-306 6 pole EP metal chassis female round nickel

340-080-406 6 pole EP metal chassis male round nickel 

340-086-108 8 pole EP metal cable female nickel 

340-088-208 8 pole EP metal cabel male nickel 

340-090-308 8 pole EP metal chassis female round nickel

340-092-408 8 pole EP metal chassis male round nickel 

Amphenol AP/EP connectors 40

• High quality gold plated solid brass professional connectors

• Accepts up to 6mm OD cable

• Banana plugs are stackable

• Available in black and red ring ident

Stock code Description

306-058-100 Van Damme gold spade black

306-060-102 Van Damme gold spade red

306-062-200 Van Damme gold banana black

306-064-202 Van Damme gold banana red

spade and banana connectors 41
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43 Standard spade and banana connectors

• Economy speaker connectors

• Accepts up to 4mm OD cable

• Available in black and red ring ident

Stock code Description

306-050-000 Spade connector black

306-052-002 Spade connector red

306-054-000 Banana plug black

306-056-002 Banana plug red

1 Neutrik audio adapter connectors

• High quality construction

• Wide range of inter series connections

Stock code Description

301-334-121 NA3FF Female XLR – female XLR

301-336-222 NA3MM Male XLR – male XLR

301-338-221 NA3FM Male XLR – female XLR

301-340-223 NA3MJ Male XLR – stereo jack socket

301-342-123 NA3FJ Female XLR – stereo jack socket

301-344-124 NA2FP Female XLR – mono jack plug

301-346-224 NA2MP Male XLR – mono jack plug

301-348-125 NA3FP Female XLR – stereo jack plug

301-350-225 NA3MP Male XLR – stereo jack plug

301-352-126 NA2FBNC Female XLR – female BNC

301-354-226 NA2MBNC Male XLR – female BNC

301-356-127 NA2FPMF Female XLR – female phono

301-358-228 NA2MPMM Male XLR – male phono

301-360-128 NA2FPMM Female XLR – male phono

301-362-227 NA2MPMF Male XLR – female phono

301-850-323 NA3JJ 1/4 Stereo jack socket to socket
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42 ITT Pomona dual banana connectors

• Industry standard stackable dual pitch connectors

• Accepts up to 4mm OD cable

• Available in 5 colours

Stock code Description

306-066-000 ITT dual banana plug black

306-068-002 ITT dual banana plug red

306-070-004 ITT dual banana plug yellow

306-072-005 ITT dual banana plug green

306-074-006 ITT dual banana plug blue
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• For 110 Ohm/75 Ohm AES/EBU conversion

• Allows AES twisted pair to run on 75 Ohm coax for longer transmission length

• NADITBNC-MX and -FX types use cable mount shell XLR components

• NADITBNC-M and -F types have panel mount XLRs

Stock code Description

301-852-621 NADITBNC-F BNC-XLR Female digital audio adapter

301-854-126 NADITBNC-FX BNC-XLR Female digital audio adapter

301-856-622 NADITBNC-M BNC-XLR Male digital audio adapter

301-858-226 NADITBNC-MX BNC-XLR Male digital audio adapter

Neutrik digital audio impedance transformers 2

• For balanced to unbalanced and unbalanced to balanced signal conversion
• Low cost passive solution where no earth or gain switching is required
• Phono types are colour coded for left/right

Stock code Description

301-364-000 NA2F-DOB-TX XLR Female-phono male DI adapter Black

301-366-000 NA2F-D2B-TX XLR Female-phono male DI adapter Red

301-368-000 NA2M-DOB-TX XLR Male-phono male DI adapter Black

301-370-000 NA2M-D2B-TX XLR Male-phono male DI adapter RED

301-372-000 NA2M-J-TX XLR Male-jack DI adapter

301-374-000 NA2F-J-TX XLR Female to jack DI adapter

Neutrik analogue transformer balancing adapters 3

• 3 to 5 pin XLR converters and 5 pin to 5 pin gender changers

• IDC PCB panel mount adaptors for cold (no soldering) installation use
(47.5mm PCB depth)

• 5 pin XLR to RJ45 adaptors – in line and panel mount types (53mm PCB depth)

• Panel adaptors

• 3 pin and 5 pin terminators 

Stock code Description

301-860-324 Neutrik NA3F5M 3 pin female to 5 pin male adaptor

301-862-523 Neutrik NA3M5F 3 pin male to 5 pin female adaptor

301-861-510 Neutrik panel female 5 pin XLR to Ethercon RJ45 in line adaptor

301-863-520 Neutrik panel male 5 pin XLR to Ethercon RJ45 in line adaptor

301-864-510 Neutrik panel female 5 pin XLR to IDC terminal adaptor

301-865-520 Neutrik panel male 5 pin XLR to IDC terminal adaptor

301-866-510 Neutrik panel female 5 pin XLR to RJ45 socket adaptor

301-867-520 Neutrik panel male 5 pin XLR to RJ45 socket adaptor

301-868-320 Neutrik 3 pin XLR male DMX terminator

301-869-520 Neutrik 5 pin XLR male DMX terminator

DMX adapters 4
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6 VDC audio adapters

• Wide range of cost effective inter-series audio adapters

Stock code Description

306-106-222 1/4” stereo jack female – female coupler

306-108-224 1/4” stereo male – 3.5 mm stereo female

306-110-123 1/4” mono male – 3.5 mm mono female

301-112-125 1/4” mono male – phono female

301-114-325 3.5 mm mono male – phono female

306-120-224 1/4” stereo female – 3.5 mm stereo male

306-122-525 Phono female – female coupler gold

306-124-126 1/4” mono female – phono male

306-130-227 1/4” stereo male – 2 x 1/4 female

306-132-229 1/4” stereo male – 2 x phono female

306-134-129 1/4” mono jack male – 2 x phono female

306-136-429 3.5 mm stereo male – 2 x phono female

306-138-629 Phono male – 2 x phono female

306-140-828 5 pin Din female – female coupler

306-142-121 1/4” mono jack male – male

306-300-428 3.5 mm stereo male to 2 x female

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

connectors

5 Neutrik speakon adapters

• NL4 and NL8 Speakon couplers

• Speakon to jack socket converter

Stock code Description

301-378-000 Neutrik NA4LJX NL4FX to jack socket converter 
(1+ to tip, 1- to sleeve)

301-370-424 Neutrik NL4MMX 4 pole Speakon coupler

301-376-828 Neutrik NL8MM 8 pole Speakon coupler

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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audio circular multipins

• The industry standard multipin for professional audio with a comprehensive
range for 8 to 48 channels

• Extremely robust and quick and easy to mate

• Panel & cable male mate with panel & cable female for easily extendable
systems

• Positive bayonet latching with an audible click once mated & arctic rubber
lock rings for ease of use and 
added protection

• Supplied with a plastic compression gland – wire basket strain relief glands
in PG29 and PG36 are available at an extra cost

• 150 pole cable connectors are supplied with either PG29 backshell for 32
channel use or PG36 backshell for 48 channel use

• NB Contacts supplied separately 

• 25 to 85 pole contacts in gold or silver; 150 pole contacts are gold only

• Compatible with other manufacturers’ Mil C5015 bayonet connectors

Stock code Description

369-025-101 VDM 25 pole Cable male (8 channel) connectors

369-025-111 VDM 25 pole Cable female (8 channel) connectors

369-025-200 VDM 25 pole Panel male (8 channel) connectors

369-025-210 VDM 25 pole Panel female (8 channel) connectors

369-037-102 VDM 37 pole Cable male (12 channel) connectors

369-037-112 VDM 37 pole Cable female (12 channel) connectors

369-037-200 VDM 37 pole Panel male (12 channel) connectors

369-037-210 VDM 37 pole Panel female (12 channel) connectors

369-054-102 VDM 54 pole Cable male (16 channel) connectors

369-054-112 VDM 54 pole Cable female (16 channel) connectors

369-054-200 VDM 54 pole Panel male (16 channel) connectors

369-054-210 VDM 54 pole Panel female (16 channel) connectors

369-085-103 VDM 85 pole Cable male (24 channel) connectors

369-085-113 VDM 85 pole Cable female (24 channel) connectors

369-085-200 VDM 85 pole Panel male (24 channel) connectors

369-085-210 VDM 85/150 pole Panel female (24 channel) connectors

369-150-103 VDM 150 pole Cable male (48 channel) connectors Pg 29

369-150-104 VDM 150 pole Cable male (48 channel) connectors Pg 36

369-150-113 VDM 150 pole Cable female (48 channel) connectors Pg 29

369-150-114 VDM 150 pole Cable female (48 channel) connectors Pg 36

369-150-200 VDM 150 pole Panel male (48 channel) connectors

369-150-210 VDM 150 pole Panel female (48 channel) connectors

VDM circular multipin connectors crimp type 1

• 25 to 85 pole contacts are available either silver or gold plated

Stock code Description

369-084-285 Male contact silver for 25 to 85 pole connectors

369-086-385 Female contact silver for 25 to 85 pole connectors

369-088-485 Male contact gold for 25 to 85 pole connectors

369-090-585 Female contact gold for 25 to 85 pole connectors

369-094-250 Male contact gold for 150 pole connectors

369-096-000 Female contact gold for 150 pole connectors

VDM crimp contacts 2
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4 VDM circular multipin connectors solder type

• An alternative range of VDMs featuring pre-loaded solder contacts

• 25 to 85 pole connectors have scalloped solder bucket silver contacts 

• 150 pole connectors have either gold or silver pre-inserted crimp contacts 
which are suitable for soldering

Stock code Description

S369-025-101 VDM Solder 25 pole Cable male (8 channel) connectors
S369-025-111 VDM Solder 25 pole Cable female (8 channel) connectors
S369-025-200 VDM Solder 25 pole Panel male (8 channel) connectors
S369-025-210 VDM Solder 25 pole Panel female (8 channel) connectors
S369-037-102 VDM Solder 37 pole Cable male (12 channel) connectors
S369-037-112 VDM Solder 37 pole Cable female (12 channel) connectors
S369-037-200 VDM Solder 37 pole Panel male (12 channel) connectors
S369-037-210 VDM Solder 37 pole Panel female (12 channel) connectors
S369-054-102 VDM Solder 54 pole Cable male (16 channel) connectors
S369-054-112 VDM Solder 54 pole Cable female (16 channel) connectors
S369-054-200 VDM Solder 54 pole Panel male (16 channel) connectors
S369-054-210 VDM Solder 54 pole Panel female (16 channel) connectors
S369-085-103 VDM Solder 85 pole Cable male (24 channel) connectors
S369-085-113 VDM Solder 85 pole Cable female (24 channel) connectors
S369-085-200 VDM Solder 85 pole Panel male (24 channel) connectors
S369-085-210 VDM Solder 85 pole Panel female (24 channel) connectors
S369-150-103 VDM Solder 150 pole Cable male (48 channel) silver contact connectors 
S369-150-104 VDM Solder 150 pole Cable male (48 channel) silver contact connectors 
S369-150-113 VDM Solder 150 pole Cable female (48 channel) silver contact connectors 
S369-150-114 VDM Solder 150 pole Cable female (48 channel) silver contact connectors 
S369-150-200 VDM Solder 150 pole Panel male (48 channel) silver contact connectors
S369-150-210 VDM Solder 150 pole Panel female (48 channel) silver contact connectors
S369-150-103-AU VDM Solder 150 pole Cable male (48 channel) gold contact connectors 
S369-150-104-AU VDM Solder 150 pole Cable male (48 channel) gold contact connectors 
S369-150-113-AU VDM Solder 150 pole Cable female (48 channel) gold contact connectors 
S369-150-114-AU VDM Solder 150 pole Cable female (48 channel) gold contact connectors 
S369-150-200-AU VDM Solder 150 pole Panel male (48 channel) gold contact connectors
S369-150-210-AU VDM Solder 150 pole Panel female (48 channel) gold contact connectors
SMT369-025-111 VDM MT 25 Cable female metal lock ring solder contact 
SMT369-025-210 VDM MT 25 Panel female metal lock ring solder contact
SMT369-037-112 VDM MT 37 Cable female metal lock ring solder contact
SMT369-037-210 VDM MT 37 Panel female metal lock ring solder contact
SMT369-054-112 VDM MT 54  Cable female metal lock ring solder contact
SMT369-054-210 VDM MT 54 Panel female metal lock ring solder contact 
SMT369-085-210 VDM MT 85 Panel female metal lock ring solder contact
SMT369-150-210 VDM MT 150 Panel female metal lock ring solder contact
MT369-000-000 Long metal coupling nut & washers for VDM 85 and 150 pole female line connectors

connectors

3 VDM crimp tooling

• Crimp tools and die sets for VDM contact crimping

• Insertion and extraction tools for both contact sizes

Stock code Description

369-096-215 VDM Crimp tool

369-098-285 VDM Die set for 25, 37, 54 & 85 pole connector

369-100-150 VDM Die set for 150 pole connector

369-102-385 VDM Insertion tool 25, 37, 54 & 85 pole connector

369-104-250 VDM Insertion tool 150 pole connector

369-106-485 VDM Extraction tool

369-108-000 Guide pin for 25, 37, 54 & 85 pole connector

369-110-000 Guide pin for 150 pole connector
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• Male and female protective covers for the VDM range

• Captive chains are plastic sleeved to minimize tangling

• 85 and 150 pole sizes use the same size cover

• PG29 and PG36 basket weave glands are manufactured from aluminium and
provide compression gland grip combined with additional wire grip strain
relief and bend radius control

Stock code Description

369-025-300 VDM 25 pole Male cover (8 channel) connectors

369-025-310 VDM 25 pole Female cover (8 channel) connectors

369-037-300 VDM 37 pole Male cover (12 channel) connectors

369-037-310 VDM 37 pole Female cover (12 channel) connectors

369-054-300 VDM 54 pole Male cover (16 channel) connectors

369-054-310 VDM 54 pole Female cover (16 channel) connectors

369-085-300 VDM 85/150 pole Male cover (24 channel) connectors

369-085-310 VDM 85/150 pole Female cover (24 channel) connectors

332-020-229 Pg29 metal basket weave

332-022-236 Pg36 metal basket weave

VDM protective covers & basket weave glands 5

• The standard outside broadcast 8 channel starquad connector type

• Male connectors have a knurled locking ring; female connectors have
bayonet posts

• NB Cable connectors are listed as insert only – backshell also required

• Special elongated saddle clamp backshell to accommodate audio cable
wiring prep.

• Gold plated solder contacts

• IP67 when mated

Stock code Description

399-010-126 OB Con 26 pole cable male with locking ring

399-012-126 OB Con 26 pole cable female with bayonet pins

399-014-526 OB Con saddle clamp cover

399-016-326 OB Con 26 pole panel male with locking ring

399-018-426 OB Con 26 pole panel female with bayonet pins

399-030-000 OB Con gaiter black

399-032-008 OB Con gaiter grey

VDM OB Con 26 pole connectors 6
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8 KC 19 pole connectors

• An alternative range to the CEEP 19 pole connectors listed above

• Cable connectors have split aluminium backshell with multiple strain relief
inserts and are also threaded for PG29 gland

• Make first break last contacts on female connectors

• Non-conductive black anodised finish with hard gold plated contacts

Stock code Description

332-190-000-KC KC 19 pole cable male
332-194-000-KC KC 19 pole cable female
332-198-000-KC KC 19 pole panel male
332-200-000-KC KC 19 pole panel female

connectors

7 CEEP circular connectors

• Heavy duty IP67 rated screw lock connector for audio signal, speaker and
lighting applications

• 13 pole for 4 channel and 39 pole for 12 channel audio applications, 19 pole
for multicore speaker or 6 circuit lighting power applications

•     19 pole female connectors have make first/break last earth contacts as
standard, PG29 or PG36 body option for both male and female

• Protective covers for all sizes and a black protective gaitor specifcally for the
19 and 39 pole connectors also available

Stock code Description

332-132-113 13 pole cable male circular connector

332-134-213 13 pole cable female circular connector

332-136-313 13 pole panel male circular connector

332-138-413 13 pole panel female circular connector

332-140-513 13 pole circular male protective cover

332-142-613 13 pole circular female prtective cover

332-190-119 19 pole circular connectors cable male 18-25 mm

332-192-219 19 pole circular connectors cable male 22-32 mm

332-195-319 Earth first/last power 19 pole circular connectors cable
female 18-25 mm

332-197-419 Earth first/last power 19 pole circular connectors cable
female 22-32 mm

332-198-519 19 pole circular connectors panel mount male

332-203-619 Earth first/last power 19 pole circular connectors panel
mount female

332-199-619 19 or 39-pole circular male protective cover, black

332-201-719 19 or 39-pole circular female protective cover, black

332-258-337 39 pole panel female circular connector

332-259-439 39 pole cable male circular connector

332-260-539 39 pole cable female circular connector

332-261-639 39 pole panel male circular connector

332-350-350 Protective gaiter
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• 24 pin to 144 pin for Audio applications and 16 and 24 pin for lighting
applications

• IP65 when mated

• Panel mount housings & cable mount coupler hoods have locking levers,
standard cable mount hoods have posts

• All connectors available in kit form comprising insert, crimp contacts (silver
0.14-0.37mm) for the audio range, protective cover, hood & compression
gland or panel mount housing

• Lighting inserts have captive screw terminal contacts

• All parts are also available separately

Lighting connector kits
Stock code Description

332-021-016 16 pole cable male kit with levers PG21

332-029-016 16 pole cable male kit with levers PG29

332-042-016 16 pole cable female kit with posts PG21

332-058-016 16 pole cable female kit with posts PG29

332-059-016 16 pole panel male kit

332-063-024 24 pole cable male with levers PG21

332-087-024 24 pole cable male with levers PG29

332-084-024 24 pole cable female with post PG21

332-116-024 24 pole cable female with posts PG29

332-117-024 24 pole panel male kit

Audio connector kits
Stock code Description

332-210-112 24 pole cable female with posts kit PG21

332-212-113 24 pole cable female with posts PG29

332-214-120 24 pole panel male with levers kit 

332-216-131 24 pole coupler male with levers kit PG16

332-218-212 42 pole cable female with posts kit PG21

332-220-213 42 pole cable female with posts kit PG29

332-222-220 42 pole panel male with levers kit

332-224-232 42 pole coupler male with levers kit PG21

332-228-312 64 pole  cable female with posts kit PG21

332-230-313 64 pole  cable female with posts kit PG29

332-232-320 64 pole panel male with levers kit

332-234-332 64 pole coupler male with levers kit  PG21

332-236-333 64 pole male with levers coupler kit PG29

332-238-412 72 pole  cable female with posts kit PG21

332-240-413 72 pole  cable female with posts kit PG29

332-242-420 72 pole panel male with levers kit

332-224-412 72 pole coupler male with levers kit  PG21

332-246-433 72 pole male with levers coupler kit PG29

332-248-512 108 pole cable female with posts kit PG21

332-250-513 108 pole cable female with posts kit PG29

332-252-520 108 pole panel male with levers kit

332-254-532 108 pole coupler male with levers kit  PG21

332-256-533 108 pole male with levers coupler kit PG29

332-352-613 144 pole cable female with posts kit PG29

332-354-614 144 pole cable female with posts kit PG36

332-356-620 144 pole panel male with levers kit

332-358-633 144 pole coupler male with levers kit  PG29

332-360-634 144 pole male with levers coupler kit PG36

Rectangular multipin connectors 1
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2 Rectangular inserts

• -40° to +125°C self extinguishing thermoplastic

• 144 pole connectors use 2 x 72 pole inserts, numbered 1-72 & 73-144

• 64 and 108 pole inserts are the same size - 108 pole has double density
contact spacing

• 16 and 24 pole Lighting inserts have captive screw terminal contacts, all
other connectors require crimp contacts to be ordered separately

Rectangular inserts
Stock code Description

332-020-024 24 pole male

332-022-124 24 pole female

332-036-042 42 pole male

332-038-142 42 pole female

332-052-064 64 pole male

332-054-164 64 pole female

332-076-072 72 male (72)

332-300-272 72 male (144)

332-078-172 72 female (72)

332-302-372 72 female (144)

332-102-018 108 pole male

332-104-118 108 pole female

Rectangular lighting inserts
Stock code Description

332-264-416 16 pole male (uses 72 pole accessories)

332-266-516 16 pole female (uses 72 pole accessories)

332-280-424 24 pole male (uses 64/108 pole accessories)

332-282-524 24 pole female (uses 64/108 pole accessories)
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• Die-cast aluminium alloy

• Available as top or side entry

• PG glands to be ordered separately

• Standard hoods have posts, coupler hoods have levers

Stock code Description

332-024-113 24 pole Pg21 top

332-026-115 24 pole Pg 29 top

332-284-112 24 pole Pg16 side

332-040-123 42 pole Pg 21 top

332-042-125 42 pole Pg 29 top

332-288-124 42 pole Pg21 side

332-290-135 42 pole Pg29 side

332-086-133 72 pole Pg 21 top

332-088-135 72 pole Pg29 top

332-082-134 72 pole Pg21 side

332-084-136 72 pole Pg29 side

332-060-143 64/108 pole Pg21 top

332-062-145 64/108 pole Pg29 top

332-056-144 64/108 pole Pg21 side

332-058-146 64/108 pole Pg29 side

332-306-155 144 pole Pg29 top

332-308-157 144 pole Pg36 top

332-310-156 144 pole Pg29 side

332-312-158 144 pole Pg36 side

Coupler hoods (with levers)
Stock code Description
332-030-311 24 pole Pg16

332-046-323 42 pole Pg 21

332-092-333 72 pole Pg21

332-094-335 72 pole Pg29

332-066-343 64/108 pole Pg21

332-068-345 64/108 pole Pg29

332-316-355 144 pole Pg29

332-318-357 144 pole Pg36

Rectangular hoods 3

• Die-cast aluminium alloy housing with locking levers

• Housings with posts available to special order

Stock code Description

332-028-224 24 pole housing

332-044-242 42 pole housing

332-090-272 72 pole housing

332-064-264 64/108 pole housing

332-314-244 144 pole housing

Rectangular panel mount housing 4
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5 Polarizing pins

• Male and female pins can be used instead of fixing screws in panel and
cable hoods

• For keying mating connectors to ensure that correct cable connector mates
with correct panel connector

• Especially useful for densely populated connector panels

Stock code Description

332-268-000 Male polarizing pins

332-270-100 Female polarizing pins

6 Protective covers

• Die-cast aluminium alloy with captive nylon fixing cord

Stock code Description

332-032-124 Protective cover for 24 pole cable hood (with levers)

332-034-224 Protective cover for 24 pole coupler/panel (with posts)

332-048-142 Protective cover for 42 pole cable hood (with levers)

332-050-242 Protective cover for 42 pole coupler/panel (with posts)

332-096-172 Protective cover for 72 pole cable hood (with levers)

332-098-272 Protective cover for 72 pole coupler/panel (with posts)

332-070-108 Protective cover for 64/108 pole cable hood (with levers)

332-072-208 Protective cover for 64/108 pole coupler/panel (with posts)

332-320-144 Protective cover for 144 pole cable hood (with levers)

332-322-244 Protective cover for 144 pole coupler/panel (with posts)

7 ILME audio crimp contacts & tooling

• Silver contacts available in 3 different wire gauges - use 0.14-0.37mm for 26
and 24AWG wire termination (Van Damme audio cables)

• Gold contacts only available in 0.14-0.37mm

• Crimp contacts can be soldered

• No insertion tooling required - use a jewellers screwdriver

Stock code Description

332-148-114 Male 0.14-0.37 mm Ag

332-150-214 Female 0.14-0.37 mm Ag

332-152-150 Male 0.5 mm Ag

332-154-250 Female 0.5 mm Ag

332-156-175 Male 0.75-1 mm Ag

332-158-275 Female 0.75-1 mm Ag

332-168-314 Male 0.14-0.37 mm Au

332-170-414 Female 0.14-0.37 mm Au

332-172-100 Crimp tool

332-178-102 Extraction tool
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• Cost effective crimp connector system commonly found in broadcast and
recording environments

• Cable connectors have a threaded actuating screw and mate with opposite
sex ‘panel’ types. 

• Connector covers are all metal & have an adjustable clamp to allow for straight or
right angled cable exits. Covers can also be used with panel connectors if required

• Male EDACs have visible contacts, female EDACs have shrouded contacts

• Contacts are gold plated and available as crimp or solder eyelet - (Wire
wrap stocked until sold & will be special order only)

Stock code Description

314-231-120 EDAC 20 pin Cable male

314-241-220 EDAC 20 pin Cable female

314-232-320 EDAC 20 pin Panel male

314-242-420 EDAC 20 pin Panel female

314-233-520 EDAC 20 pin cover

314-331-138 EDAC 38 pin Cable male

314-341-238 EDAC 38 pin Cable female

314-332-338 EDAC 38 pin Panel male

314-342-438 EDAC 38 pin Panel female

314-234-538 EDAC 38 pin cover

314-531-156 EDAC 56 pin Cable male

314-541-256 EDAC 56 pin Cable female

314-532-356 EDAC 56 pin Panel male

314-542-456 EDAC 56 pin Panel female

314-235-556 EDAC 56 pin cover

314-931-190 EDAC 90 pin Cable male

314-941-290 EDAC 90 pin Cable female

314-932-390 EDAC 90 pin Panel male

314-942-490 EDAC 90 pin Panel female

314-236-590 EDAC 90 pin cover

343-111-112 EDAC 120 pin Cable male

343-121-212 EDAC 120 pin Cable female

343-112-313 EDAC 120 pin Panel male

343-122-412 EDAC 120 pin Panel female

314-237-512 EDAC 120 pin cover

314-590-000 EDAC Crimp contact

314-500-200 EDAC Solder eyelet

314-520-300 EDAC PCB tab

314-590-100 Crimp contact pin bag of 100
314-522-400 EDAC Wire Wrap contact STOCKED

UNTIL SOLD
STOCKED

UNTIL SOLD

EDAC connectors  8

• Crimp and extractor tooling for EDAC connectors

• No insertion tool required - use a jewellers screwdriver

Stock code Description

314-600-000 EDAC crimp tool

314-601-000 EDAC pin ejection tool

EDAC tools 9

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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10 DL96 connectors and tools

• Zero insertion force (ZIF) connector commonly found on older SSL consoles

• Cable male connector insert moves contacts into place once mated NB requires
an actuating handle and cover

• Panel female fits an EDAC 90 cut out; Cable male uses a modified EDAC 90 cover

• For an in-line female connector use a standard EDAC 90 cover

• Crimp contacts are gold plated & fit both male & female inserts

• VDC can no longer economically supply DL tooling - please call for sourcing advice

Stock code Description

338-002-196 dl 96 way male

338-004-296 dl 96 way female

338-006-696 DL Actuating handle

314-240-591 DL metal cover

338-008-100 DL Crimp pin

Krone IDC terminal strips offer a reliable and cost effective termination of audio
signals. Commonly used in the broadcast & post industries for patch field termination
particularly with AES signals using AES overall screen multipair (see cable section).

• ABS Disconnect module for individually screened terminations

• 237A/B modules for 10 pair termination using overall screened cable

• 237D Earth module for earth and screen termination (76 punchdown points).    

Stock code Description

358-000-000 ABS module

358-002-000 237A disconnect module

358-004-000 237B connection module

358-006-000 237D earth module

11 Krone terminal strips

• 10 pair disconnect plug to disconnect all pairs in a 237A module

• Red identification caps to indicate priority circuits

• 2, 4, and 6 pole access for patching and testing

Stock code Description

358-010-000 10 pair disconnect plug

358-008-000 Red identification cap

358-012-000 10 pair label holder

358-014-000 Pack of ident labels (100 pcs)

358-016-000 Module outrigger

358-022-000 244A 2 pole plug

358-024-000 440A 4 pole plug

358-025-000 6 pole access plug

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

12 Krone accessories

• Stainless steel module frames for mounting in enclosures and consoles

• 19” rack mount flush & recessed  frames for mounting in equipment racks

Stock code Description

module frames
358-028-028 1 module frame 11 mm deep

358-036-036 30 module frame 30 mm deep

19" module frames
358-038-028 3U 15 module flushmount

358-040-300 3U 15 module recessed
    

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

13 Module frames

19" module frames

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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• Standard tool punches down and crops excess wire and has a retractable
hook for removing existing wiring

Stock code Description

358-018-000 Standard insertion tool

Insertion tools  14

• PG threaded compression glands available in nickel plated brass and black nylon

• Heavy duty basket weave glands for additional bend and strain relief available in
PG29 and PG36 only, plastic spiral strain relief glands in PG21 only

• PG locknuts and PG thread expanders and reducers in nickel plated brass only

• M20 and M25 electrical glands in plastic only

Stock code Description

glands and locknuts
332-000-116 Pg16 Compression skin top gland

332-004-121 Pg21 Compression skin top gland

332-006-129 Pg29 Compression skin top gland

332-008-136 Pg36 Compression skin top gland

332-010-116 Pg16 plastic Compression skin top gland

332-012-121 Pg21 plastic Compression skin top gland

332-014-129 Pg29 plastic Compression skin top gland

332-016-136 Pg36 plastic Compression skin top gland

990-000-034 PG16 plastic spiral compression gland

990-000-033 PG29 plastic spiral compression gland

332-020-229 Pg29 metal basket weave

332-022-236 Pg36 metal basket weave

332-272-316 Pg16 Locknut

332-274-321 Pg21 Locknut

332-276-329 Pg29 Locknut

332-278-336 Pg36 Locknut

332-001-020 M20 plastic gland 5-9mm

332-003-020 M20 plastic gland 10-14mm

332-005-025 M25 plastic gland 6-13mm

332-007-025 M25 plastic gland 9-17mm

332-009-000 M20 plastic locknut

332-011-000 M25 plastic lock nut

PG enlargers and reducers
332-362-621 pg16 ~ pg21 Gland enlarger

332-364-129 pg21 ~ pg29 Gland enlarger

332-366-936 pg29 ~ pg36 Gland enlarger

332-368-116 pg21 ~ pg16 Gland reducer

332-370-921 pg29 ~ pg21 Gland reducer

332-372-621 pg36 ~ pg29 Gland reducer

Cable glands and adapters  15
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16 Standard density D sub connectors

• Plated steel shells with stamped and formed gold plated solder contacts

• Dimpled shells for improved EMI/RFI shielding

Stock code Description

303-000-109 9 way male

303-001-209 9 way female

303-002-115 15 way male

303-003-215 15 way female

303-004-125 25 way male

303-305-225 25 way female

303-006-137 37 way male

303-007-237 37 way female

303-008-150 50 way male

303-009-250 50 way female

17 High density D sub connectors

• High density D subs have more contacts in the same standard 
density shell size

• Plated steel shells with stamped and formed gold plated solder contacts

• Dimpled shells for improved EMI/RFI shielding

• 15 pin high density D is the VGA standard connector & uses a D9 shell

• See listing below for appropriate shell size

Stock code Description D Sub cover size

303-010-115 15 way HD male D9

303-011-215 15 way HD female D9

303-012-326 26 way HD male D15

303-013-426 26 way HD female D15

303-016-362 62 way HD male D37

303-017-462 62 way HD female D37

303-800-378 78 way HD male D50

303-802-478 78 way HD female D50

18 D sub mounting accessories

• 8, 10 and 12mm jackposts for panel mounting D sub connectors – use 8mm
for 1.5mm thick panels, 10mm for 2mm panels and for panel mounting
gender changers and 12mm for 3mm aluminium panels (UNC440 thread)

• Hex extenders allow for secure cable to cable connections (UNC440 only)

Stock code Description

315-801-007 8 mm jack post (pair)

315-803-010 10 mm jack post (pair)

315-802-012 12 mm jack post (pair)

303-704-000 Hex extender (pair)
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• One piece snap together plastic hoods with saddle clamp strain relief UNC
jackscrews

Stock code Description

315-000-009 9 way buckle hood

315-100-015 15 way buckle hood

315-200-025 25 way buckle hood

315-400-037 37 way buckle hood

315-086-026 M2.6 jack screw (pair)

Plastic buckle D sub hoods 19

• Two piece screw together plastic hoods with saddle clamp strain relief UNC
jackscrews

Stock code Description

315-104-009 9 way screwlock

315-106-015 15 way screwlock

315-108-025 25 way screwlock

315-110-037 37 way screwlock

315-086-026 M2.6 jack screw (pair)

Plastic screwlock D sub hoods 20

• High quality 2 piece metal hoods for robustness and effective screening

• D25 and D9 hoods available with either UNC 440 or M2.6 jackposts

• Strain relief uses 1 of 4 different size compression collet for 3.5mm to 13mm
OD cables

• Angled exit covers available for D9 to D37 sizes

• D50 hood has a very large cable entry for 16 channel audio applications

Stock code Description

315-500-009 9 way die-cast

315-103-009 9 way die-cast (M2.6)

315-600-015 15 way die-cast

315-700-025 25 way die-cast

315-102-025 25 way die-cast (M2.6)

315-710-025 25 way die-cast right angle 

315-800-037 37 way die-cast

315-142-050 50 way die-cast

315-086-026 M2.6 jack screw (pair)

Metal D sub hoods 21
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22 Gender changers

• Male to male and female to female gender changers for cable or panel mounting

• When panel mounting use 1.5mm or 2mm panels only

• Part numbers 303-700-015 and 303-702-015 are for VGA connectors

• Switchcraft EH series D9 and High density D15 types for mounting in a standard
XLR cut out

Stock code Description

303-500-009 9 way female – female

303-501-009 9 way male – male

303-502-015 15 way female – female

303-503-015 15 way male – male

303-505-025 25 way female – female

303-506-025 25 way male – male

303-700-015 15 way female to female Hi-Density FOR VGA USE

303-702-015 15 way male to male Hi-Density FOR VGA USE

314-030-000 Switchcraft EH-1600 D9 female to female panel coupler

314-029-000 Switchcraft EH-1605 D9 female to female panel coupler,
black shell

314-028-000 Switchcraft EH-1630 D9 male to female (reversible) panel
coupler 

314-032-000 Switchcraft EH-1700 HD15 female to female panel coupler

314-026-000 Switchcraft EH-1705 HD15 female to female panel coupler,
black shell

314-027-000 Switchcraft EH-1730 HD15 male to female (reversible) 
panel coupler 

1 cable BNC connectors

•  High quality 2GHz rated crimp BNC connectors

• Turned nickel plated brass body, gold plated brass centre pin & PTFE (Teflon)
insulator

• Meets the requirements of SMPTE 292M (1.5 Gb/s data rate)

• Available singly and in trays of 100 disassembled components for some items

Stock code Description

335-012-000 BNC 75 Ohm male RG179B/U
339-000-000 BNC 75 Ohm male type 1/3
339-003-000 BNC 75 Ohm male RG59B/U
339-075-000 BNC 75 Ohm male Serial DV75
339-010-000 BNC 75 Ohm male type 1/7

Trays of 100
335-012-100 BNC 75 Ohm male RG179B/U
339-000-100 BNC 75 Ohm male type 1/3
339-003-100 BNC 75 Ohm male RG59B/U
339-075-100 BNC 75 Ohm male Serial DV75
339-010-100 BNC 75 Ohm male type 1/7
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• High  quality 2GHz rated BNC female connectors

• Turned nickel plated brass body, gold plated brass centre contact and PTFE
(Teflon insulator)

• Meets the requirements of SMPTE 292M

• Female bulkhead connectors use 12 x 12.9 D punch mounting hole

Stock code Description

339-002-000 Precision female to female BNC joiner

339-018-000 Precision female to female BNC bulkhead adaptor

335-012-179 RG179 panel female crimp connector

cable and panel female connectors 2

75 Ohm HD 3GHz BNC connectors 3

• Precision miniature 75 Ohm connector for HD-SDI
• Suitable cable type Van Damme 278-075-000/278-075-006 SD
Vision Coaxials

• For high density HD-SDI patching on routers and Switchcraft mid-
size video patchbays

• Return loss at 3GHz typically ≥ 20dB – SMPTE 424 requirement is
>10dB

75 Ohm DIN 1.0/2.3 connector 4

Stock code Description Cable types

339-075-300 Van Damme HD-SDI BNC cable male Serial DV75 Van Damme 278-075-000, 278-075-006

339-675-300 Van Damme HD-SDI BNC cable male RG6/U Van Damme 278-175-000, 268-475-000,
268-675-000,Belden 1694A

339-875-300 Van Damme HD-SDI BNC cable male RG6/U stranded Van Damme 268-175-000, Belden 1694F

339-975-300 Van Damme HD-SDI BNC cable male RG59/U solid Van Damme 278-975-000, Belden 1505A

339-275-300 Van Damme HD-SDI BNC cable male RG59/U stranded Van Damme 268-275-000, Belden 1505F

339-775-300 Van Damme HD-SDI BNC cable male Miniature HD-SDI Van Damme 278-775-000

339-075-310 Van Damme HD-SDI BNC cable male Serial DV75 Tray of 100 Van Damme 278-075-000, 278-075-006

339-675-310 Van Damme HD-SDI BNC cable male RG6/U Tray of 100 Van Damme 268-475-000, 268-675-000,
Belden 1694A

Stock code Description Cable types

339-075-400 Van Damme HD-SDI DIN 1.0/2.3 male Serial DV75 Van Damme 278-075-000, 278-075-006

• 3GHz rated crimp BNC connectors for HD-SDI applications

• Turned nickel plated brass body, gold plated brass turned centre pin

• PTFE (Teflon) Insulator

• True 75 Ohm construction for the precision impedance required by 
HD-SDI signals

• Return loss at 3GHz typically ≥ 20dB – SMPTE 424 requirement is >10dB
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5 VDC cable BNC plugs

• Analogue video types 1GHz rated crimp BNC connectors

• Nickel plated brass body, gold plated brass centre pin & Delrin insulator

• 75 Ohm right angle connector of RG179 and RG59

Stock code Description

339-011-075 BNC 75 Ohm male type 1/2
339-103-000 BNC 75 Ohm male URM70
335-402-075 BNC 75 Ohm male type 100
335-403-125 BNC 75 Ohm male type 125
335-404-167 BNC 75 Ohm male type 167
339-998-050 BNC 50 Ohm male RG58C/U
335-400-075 BNC 75 Ohm male URM67
339-999-050 BNC 50 Ohm male RG8-X
335-012-090 Right angle BNC crimp male RG179
339-003-090 Right angle BNC crimp male RG59

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

6 VDC cable BNC sockets

• Analogue video types 1GHz rated crimp BNC connectors

• Nickel plated brass body, gold plated brass centre pin & Delrin insulator

• Digital video types rated at 2GHz with PTFE insulator

Stock code Description

335-722-113 BNC 75 Ohm female type 1/3M
339-023-170 BNC 75 Ohm female URM70
339-013-159 BNC 75 Ohm female RG59B/U
335-010-001 BNC 75 Ohm female Type 1/7
335-010-003 BNC 75 Ohm female serial DV75
339-898-158 BNC 50 Ohm female RG58C/U

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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• True 75 Ohm design rated to 3GHz for HD applications
• Rear twist design is very robust and is ideal for high density connections
• Available in individual bags with a black strain relief boot – full resistor colour
code also available

• Popular designs in boxes of 100 – but note that no strain relief boots are
included; must be ordered separately

• NBLC75VZ17 only available with black or turquoise strain relief
• BNC types not listed available to special order – contact the sales dept.

Neutrik cable BNC connectors 7

Stock code Description

301-638-232 NBNC75BLP7 BNC cable male, rear twist, for RG59
301-644-235 NBNC75BLS7 BNC cable male rear twist for type 1/3
301-648-237 NBTC75BLI4 BNC cable male, rear twist tiny for mini 75
301-650-238 NBNC75BFG7 BNC cable male rear twist, for SD Vision coaxes
301-657-241 NBNC75BUU11 BNC cable male for HD Vision multicores
301-659-241 NBNC75BTU11 BNC cable male, rear twist for Belden 1694A
301-661-241 NBNC75BLP9 BNC cable male, rear twist for Belden 1505A
311-800-014 NBNC75BJP9 BNC cable male, rear twist for Belden 1505F/Van Damme 268-275-000
301-639-000 NBNC75BTY11 BNC cable male for Belden 1694F/Van Damme 268-175-000
301-641-000 NBTC75BNN5 BNC cable male for Van Damme 278-775-000
301-643-000 NBLC75BVZ17 BNC cable male for Belden 7731A/Van Damme 278-475-000

Trays of 100
301-640-233 NBNC75BLP7-D BNC cable male rear twist for RG59
301-652-239 NBNC75BFG7-D BNC cable male rear twist for SD Vision coaxes

Neutrik BNC strain reliefs
301-686-256 BST BNC-0 solid colour bush for rear twist BNC-Black
301-688-257 BST BNC-1 solid colour bush for rear twist BNC-Brown
301-690-258 BST BNC-2 solid colour bush for rear twist BNC-Red
301-692-259 BST BNC-3 solid colour bush for rear twist BNC-Orange
301-694-260 BST BNC-4 solid colour bush for rear twist BNC-Yellow
301-696-261 BST BNC-5 solid colour bush for rear twist BNC-Green
301-698-262 BST BNC-6 solid colour bush for rear twist BNC-Blue
301-700-263 BST BNC-7 solid colour bush for rear twist BNC-Violet
301-702-264 BST BNC-8 solid colour bush for rear twist BNC-Grey
301-704-265 BST BNC-9 solid colour bush for rear twist BNC-White

Van Damme Coaxial Cable Van Damme stock codes Neutrik BNC type Die Set required
Van Damme HD Vision Digital Coaxial Cables 278-475-000 NBLC75BVZ17 DIE-R-BNC-Z

278-175-000 NBNC75BUU11 DIE-R-BNC-PS
278-975-000 NBNC75BLP9 DIE-R-BNC-PDC
278-775-000 NBTC75BNN5 DIE-R-BNC-PDC

Van Damme HD Vision Flexible 
Digital Coaxial Cables 268-175-000 NBNC75BTY11 DIE-R-BNC-PY

268-275-000 NBNC75BJP9 DIE-R-BNC-PDC
268-475-000, 268-675-000 NBNC75BUU11 DIE-R-BNC-PU

Van Damme SDI Vision Cables 278-075-000, 278-075-006 NBNC75BFG7 DIE-R-BNC-PG
Van Damme Standard Coax, Red series multicores All types NBNC75BLP7 DIE-R-BNC-PDC
Van Damme AVI Series 268-375-202 only NBNC75BLP7 DIE-R-BNC-PDC
Van Damme Miniature Coax, Red Series 
Miniature multicores PVC & LSZH types, 
AVI LSZH multicore All types NBTC75BLI4 DIE-R-BNC-PDC
Van Damme AVI Series 268-350-202, 268-350-504 only NBNC75BLI4 DIE-R-BNC-PDC

Neutrik BNC tools
301-715-000 DIE-R-BNC-Z Standard die set for 278-475-000
301-713-000 DIE-R-BNC-PU Standard die set for 268-475-000, 268-675-000
301-711-000 DIE-R-BNC-PY Standard die set for 268-175-000
301-706-266 DIE-R-BNC-PDC Standard die set for RG59&RG179
301-708-267 DIE-R-BNC-PG Standard die set for RG59 & serial DV
301-710-268 DIE-R-BNC-PS Standard die set for RG59&type1/3
301-712-269 HX-R-BNC Neutrik BNC standard crimp tool frame
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8 VDC panel mount crimp BNC connectors

• Crimp bulkhead female connectors for popular cable types

• Uses 12 x 12.7 D punch mounting hole

Stock code Description

335-724-213 BNC 75 Ohm female panel type 1/3M

339-726-270 BNC 75 Ohm female panel URM70

339-728-259 BNC 75 Ohm female panel RG59B/U

339-730-358 BNC 50 Ohm isolated female panel RG58

339-075-075 BNC 75 Ohm female panel Serial DV75

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

9 VDC panel mount solder BNC connectors

• Solder bulkhead female BNC connectors for analogue video/CCTV use

• 8.9 x 9.7 D punch mounting hole

Stock code Description

339-734-000 BNC female panel solder round flange non isolated

306-146-000 BNC female panel solder isolated

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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STOCKED
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On selected items

video

• Large, medium and small boots available 

• In 10 resistor colour code colours

BNC Boot size Cable type

Large Van Damme Standard Coax, RG6 Digital Coaxials, RG59
Digital coaxials, , URM70, Type 1/3, RG8-X Approximate
OD range 5.50 – 7.20mm

Medium Van Damme SDI Vision, RG58 Approximate OD range
4.00 – 5.50mm

Small Van Damme Miniature Coax, Miniature Digital Coaxial,
RG179 Approximate OD range 2.50mm - 3.50mm

Stock code Description

339-887-002 Large white BNC boot

339-888-008 Large grey BNC boot

339-889-007 Large violet BNC boot

339-890-005 Large green BNC boot

339-891-003 Large orange BNC boot

339-893-004 Large yellow BNC boot

339-894-001 Large brown BNC boot

339-895-006 Large blue BNC boot

339-896-000 Large black BNC boot

339-897-009 Large red BNC boot

335-736-000 Medium black BNC boot

335-300-001 Medium brown BNC boot

335-738-002 Medium red BNC boot

335-302-003 Medium orange BNC boot

335-746-004 Medium yellow BNC boot

335-750-005 Medium green BNC boot

335-748-006 Medium blue BNC boot

335-304-007 Medium violet BNC boot

335-752-008 Medium grey BNC boot

335-306-009 Medium white BNC boot

335-710-000 Small black BNC boot

335-716-001 Small brown BNC boot

335-711-002 Small red BNC boot

335-717-003 Small orange BNC boot

335-712-004 Small yellow BNC boot

335-713-005 Small green BNC boot

335-714-006 Small blue BNC boot

335-718-000 Small violet BNC boot

335-719-000 Small grey BNC boot

335-715-000 Small white BNC boot

BNC strain relief boots 10

• See below for relevant tool vs. connector data

• Same tool will crimp male and female BNC

• See VDC website for Van Damme BNC crimp tools

Stock code Description

335-100-001 Crimp tool for RG59/ URM70/ Type1/3/ RG58/ SerialDV75

335-100-002 Crimp tool for  RG179/ Type1/7

335-100-003 Crimp tool for Type1/2/CT125

335-100-004 Crimp tool for URM67

335-100-005 Crimp tool for type 100

335-100-007 Crimp tool for type 167

BNC crimp tools 11
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12 Video adapters

• Quick and cost effective inter series adapters

• For SDI/HD-SDI BNC couplers use the Van Damme precision type at the
beginning of the video section

Stock code Description

339-004-175 BNC precision 75 Ohm termination

306-005-000 BNC f - f adapter

306-006-000 BNC male - male

306-007-000 BNC male - 2 x female T piece

306-008-000 BNC female - 2 x female T piece

306-002-000 BNC male - RCA female

306-003-000 BNC female - RCA male

306-004-000 BNC male - RCA male

301-352-126 NA2FBNC Female XLR - female BNC

301-354-226 NA2MBNC Male XLR - female BNC

306-148-000 BNC elbow male - female

306-162-000 BNC female - F connector male

306-152-128 BNC male - F connector female

990-000-075 TNC male - BNC female

13 Neutrik panel mount BNC connectors

• True 75 Ohm design rated to 3GHz for HD applications

• Uses 12 x 12.9 D punch mounting hole

Stock code Description

301-720-273 NBNB75GLP9 un-isolated crimp bulkhead female for Van
Damme 278-975-000/Belden 1505A

301-720-323 NBNB75ILP9 isolated crimp bulkhead female for Van
Damme 278-975-000/Belden 1505A

301-721-000 NBTB75INN5 isolated crimp bulkhead female for Van
Damme 278-775-000

14 Neutrik panel mount recessed BNC connectors

• Bulkhead BNC connectors in recessed D series chassis

• Isolated and grounded versions available

• Female to female types are true 75 Ohm design rated to 3GHz for HD
applications

• Solder type not recommended for digital video applications

Stock code Description

301-734-280 NBB75DSI Recessed BNC female solder isolated, nickel
shell, DL

301-735-281 NBB75DFI Recessed BNC female to female-isolated, nickel
shell, DL

301-736-281 NBB75DFIB Recessed BNC female to female-isolated black
shell, DL

301-738-282 NBB75DFG Recessed BNC female-female-non-isolated
nickel shell, DL

301-740-283 NBB75DFGB Recessed BNC female-female-non-
isolated,black shell, DL
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• A comprehensive range of radial 360° compression F, Phono and BNC
connectors

• Nickel plated brass body with patented “non blind” pin – before compression
the centre pin is visible at the base of the connector ensuring correct
insertion of the centre conductor (excluding miniature video multi-piece BNC
and Phono connectors)

• Internal compression O ring seal provides protection against moisture ingress

• Compression method provides excellent return loss and insertion loss
performance (RL >30dB at 1GHz for BNC and F connectors, >30dB at
200MHz for phonos)

• Only one compression tool (with interchangeable adaptors) required for the
entire range

• Connectors are identified for cable type by colour - full resistor colour coded
ident rings also available

ICM compression connectors - standard range 15

Stock Code Description Cable types

342-100-000 BNC 75 Ohm male RG6/U (green ident)

342-120-000 BNC 75 Ohm R/Angle male RG6/U (green ident)

342-200-000 Phono male RG6/U (green ident)

342-220-000 R/Angle Phono male RG6/U (green ident)

342-300-000 F 75 Ohm male RG6/U (green ident)

342-100-100 BNC 75 Ohm male RG59/U (red ident)

342-120-100 BNC 75 Ohm R/Angle male RG59/U (red ident)

342-200-100 Phono male RG59/U (red ident)

342-220-100 R/Angle Phono male RG59/U (red ident)

342-100-200 BNC 75 Ohm male RG179 Mini coax (orange ident)

342-120-200 BNC 75 Ohm R/Angle male RG179 Mini coax (orange ident)

342-200-200 Phono male RG179 Mini coax (orange ident)

342-220-200 R/Angle Phono male RG179 Mini coax (orange ident)

342-000-000 Compression tool (including  adaptors)

342-000-100 RG6/RG59/Mini coax stripping tool

342-000-110 Replacement blade cartridge – RG6/RG59

342-000-120 Replacement blade cartridge – RG179

342-250-000 Ident ring black (pack of 10)

342-250-001 Ident ring brown (pack of 10)

342-250-002 Ident ring red (pack of 10)

342-250-003 Ident ring orange (pack of 10)

342-250-004 Ident ring yellow (pack of 10)

342-250-005 Ident ring green (pack of 10)

342-250-006 Ident ring blue (pack of 10)

342-250-007 Ident ring violet (pack of 10)

342-250-008 Ident ring grey (pack of 10)

342-250-009 Ident ring white (pack of 10)

342-251-000 Strain relief boot black RG6/RG59 connectors (pack of 25)

342-252-000 Strain relief boot black Mini coax connectors (pack of 25)

Van Damme 278-375-000, 278-175-000,
268-475-000, 268-675-000, Belden
1694A (non HD applications), 
VDC 250-100-212, type 100 satellite coax

Van Damme 278-975-000,Belden 1505A
(non HD applications)

Van Damme 268-305-020, 278-305-020,
268-408-000, 268-406-020, 268-404-050,
268-402-060, 268-400-090. RG179
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15 compression connectors - double bubble range

• ICM’s Double Bubble (DB) connectors feature two compression seals –
internal and external – making them ideal for outdoor assemblies and extra-
rugged applications

• Range comprises F, BNC, phono and High Definition Video BNCs

• Nickel plated brass body with patented “non blind” pin – before compression
the centre pin is visible at the base of the connector ensuring correct
insertion of the centre conductor

• Internal and external compression O ring seals provide outstanding
protection against moisture ingress

• Compression method provides excellent return loss and insertion loss
performance (RL >30dB at 1GHz for BNC and F connectors, >30dB at
200MHz for phonos,  >31dB at 3GHz for HD BNC connectors)

• Only one DB compression tool with 1 adaptor required for the entire range

• HD Connectors only are identified for cable type by colour - full resistor
colour coded ident rings also available

Stock Code Description Cable types Tool
adapter

342-110-000 BNC 75 Ohm male RG6/U DB Van Damme 278-375-000 278-175-000, None

342-310-000 F 75 Ohm male RG6/U DB 268-475-000, 268-675-000,Belden 1694A, LMTIP-S

(non HD applications), VDC 250-100-212, 
type 100 satellite coax

342-110-100 BNC 75 Ohm male RG59/U DB Van Damme 278-975-000,Belden 1505A None

(non HD applications)

342-212-100 BNC 75 Ohm male RG59/BU ONLY DB VDC 210-002-000, 210-634-000 RG59B/U None

342-420-000 HD BNC 75 Ohm male RG6/U DB (green ident) Van Damme 278-375-000, 278-175-000, 
268-475-000, 268-675-000,Belden 1694A None

342-420-100 HD BNC 75 Ohm RG59/U DB (red ident) Van Damme 278-975-000, Belden 1505A None

342-420-200 HD BNC 75 Ohm 22-24AWG DB (violet ident) Van Damme 278-075-000, Belden 1855A None

342-420-300 HD BNC 75 Ohm 24-26AWG DB (orange ident) None

342-000-200 Double Bubble Compression tool (including adaptor)

342-000-100 RG6/RG59/Mini coax stripping tool

342-250-000 Ident ring black (pack of 10)

342-250-001 Ident ring brown (pack of 10)

342-250-002 Ident ring red (pack of 10)

342-250-003 Ident ring orange (pack of 10)

342-250-004 Ident ring yellow (pack of 10)

342-250-005 Ident ring green (pack of 10)

342-250-006 Ident ring blue (pack of 10)

342-250-007 Ident ring violet (pack of 10)

342-250-008 Ident ring grey (pack of 10)

342-250-009 Ident ring white (pack of 10)

342-251-000 Strain relief boot black RG6/RG59 connectors (pack of 25)

342-252-000 Strain relief boot black Mini coax connectors (pack of 25)
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• Female, solid plated brass with solid silver contact and PTFE insulation

• Solder centre contact with crimped screen ferrule

• For type 1/3 and Van Damme HD Vision 278-175-000 coaxes

• Suitable for analogue, SDI and HD-SDI signals

Stock code Description

323-000-113 Cable female type 1/3 type 203

323-010-000 Cable female for Van Damme Serial DV LL 278-175-000

MUSA cable connectors 16

• Various MUSA to BNC adapters

• 75 Ohm MUSA terminator

Stock code Description

323-001-121 Adapter BNC female ~ Musa male

323-003-124 Adapter BNC male ~ Musa female

323-106-224 Adapter BNC female ~ Musa female

323-108-075 Musa 75 Ohm terminator 0.1%

MUSA cable adapters 17

• 2U Analogue/SDI Musa U links with white ident
• HD-SDI 1U mini MUSA U links with violet ident
• 10 colours of ident button available

Stock code Description

323-122-200 2U U Link white for analogue/SDI Musa patchbays only

323-123-100 1U U Link violet for HD-SDI Mini Musa patchbays only

323-136-000 Musa identification plate black

323-135-000 Musa identification plate brown

323-124-000 Musa identification plate red

323-132-000 Musa identification plate orange

323-133-000 Musa identification plate yellow

323-126-000 Musa identification plate green

323-128-000 Musa identification plate blue

323-130-000 Musa identification plate violet

323-131-000 Musa identification plate grey

323-134-000 Musa identification plate white

MUSA u links 18

• Standard and reverse type 50 Ohm TNC connectors for RG58

• Used for RF and wireless antenna cables

Stock code Description

990-000-072 Crimp male TNC standard RG58

990-000-073 Crimp male TNC reverse RG58

306-900-001 Panel female reverse TNC crimp RG58

306-900-002 Cable female TNC crimp RG58

TNC connectors 19
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20 N type connectors

• 50 Ohm screw lock connectors used for wireless antennae systems and RF 

• Crimp or female/female only – solder connections not recommended 

Stock code Description

335-997-000 N Crimp plug URM67/RG213

335-993-000 N Crimp plug RG8-X

335-996-000 N Crimp plug RG58

992-000-015 N Crimp cable female URM67/RG213

335-990-000 N Crimp cable female RG58

335-744-100 Bulkhead N female to female square flange

335-745-000 Bulkhead female crimp URM67/RG213

335-746-000 Bulkhead female crimp RG58

21 RF (aerial) connectors   

• Line male & female for domestic aerial downleads

•  Male to male and female to female couplers also available

Stock code Description

306-126-000 Metal coaxial plug cable male

306-128-000 Metal coaxial plug cable female

306-116-000 Coaxial male ~ male coupler

306-118-000 Coaxial female ~ female coupler

22 F connectors and tooling

• Cable TV screw-lock connectors

• Crimp and screw on types available

• Belden Compression type F connector for high spec installations

Stock code Description

306-156-859 F cable male RG59 screw on

306-157-000 F cable male RG59 crimp

306-302-810 F cable male type 100

306-303-000 F cable male type 125 crimp

306-158-830 F chassis female

306-160-832 F chassis female ~ female

306-152-128 BNC male ~ F connector female

306-162-000 BNC female to F connector male

342-300-000 Belden F 75 Ohm male RG6/U (green ident)

Stock code Description

306-305-000 F crimp tool for RG59

306-308-000 F crimp tool type 100

306-309-000 F Crimp tool type 125

342-000-000 Belden Compression tool (including  adapters)
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• Range of solder type mini-din connectors

• 4 pole SVHS male cable-mount available in metal bodied heavy duty option

• Other cable mount connectors are plastic bodied

• Neutrik and Switchcraft panel mount SVHS couplers for termination panels

Stock code Description

362-000-204 Metal 4 pole (SVHS) mini din male

362-000-104 4 pole (SVHS) mini din male

362-002-204 4 pole (SVHS) mini din female

362-004-106 6 pole mini din cable male

362-006-206 6 pole mini din female cable

362-008-108 8 pole mini din male cable

362-010-208 8 pole mini din female cable

110-552-989 4 pole SVHS cable coupler

314-034-000 Switchcraft EH-1400 SVHS f to f coupler

311-800-015 Neutrik SVHS f to f coupler

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

SVHS metal and mini-din connectors 1

• Plastic bodied solder male SCART connector

Stock code Description

303-602-211 Scart cable male

SCART connectors 2

• 10 and 12 pin circular screw thread connectors found on VTRs and 
audio mixers

• Solder contacts with plated die cast body & saddle clamp strain relief

• Panel mount types are screw thread only

Stock code Description

335-104-010 10 pin cable male locking ring

335-105-010 10 pin cable female screw

335-106-010 10 pin panel male screw

335-107-010 10 pin panel female screw

335-500-010 10 pin cable female locking ring

335-502-010 10 pin cable male screw thread

335-108-012 12 pin cable male locking ring

335-109-012 12 pin cable female locking ring

335-110-012 12 pin panel male screw

335-111-012 12 pin panel female screw

335-506-012 12 pin cable male screw thread

335-504-012 12 pin cable female screw thread

HRS RM15 connectors 3

STOCKED
UNTIL SOLD

STOCKED
UNTIL SOLD

On selected items
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4 HRS HR10 + HR10A connectors

• Push/pull connectors common on video equipment and mini audio mixers

• HR10 has gold plated solder contacts & compression clamp

• HR10A has silver solder contacts & crimp collar/grub screw strain relief

• Push pull latching operation; panel mount is bayonet only

• We advise using a mating panel mount connector for grip when tightening
cable mount connectors

Stock code Description

335-204-004 HR10 4 pin cable female (lock ring)

335-222-004 HR10A 4 pin cable male (lock ring)

335-226-004 HR10A 4 pin cable female (lock ring)

335-224-004 HR10A 4 pin panel male 

335-228-004 HR10A 4 pin panel female

335-230-006 HR10A 6 pin cable male (lock ring)

1 HRS JRC 14 & 26 pole connectors

• 14 and 26 pole circular bayonet connectors for camera cables

• Solder contacts with plated die cast body & saddle clamp strain relief

• Panel mount types are screw thread only

• Bayonet male to female coupler for joining cables together

• Panel mount types have bayonet posts

Stock code Description

335-112-014 14 pole male cable

335-113-014 14 pole female cable

335-114-014 14 pole panel male

335-115-014 14 pole panel female

335-116-026 26 pole cable male

335-117-026 26 pole cable female

335-118-026 26 pole panel male

335-119-026 26 pole panel female

328-052-000 Red gaiter

328-054-000 Yellow gaiter

110-570-000 26 pole coupler

2 LEMO triax connectors

• Standard BBC 4M specification; Male housings have female inserts 
(cable plug); female housings have male pins (cable socket)

• Elastomer boots and protective gaitors in red (cable plug) and yellow 
(cable socket)

• IP66 when mated

• Other Lemo body styles available to special order

Stock code Lemo P/N Description

328-040-011 FGG.4M.650.CTLC11Z Lemo 11mm triaxial cable plug

328-042-111 PHG.4M.650.CTAC11Z Lemo 11mm triaxial cable socket

328-044-119 ENG.4M.650.CTA Lemo triaxial panel socket solder

328-046-019 FBD.4M.650.CTL Lemo triaxial panel plug solder

328-047-019 FBB.4M.650.CTLC11 Lemo triaxial panel plug solder
with 11mm collet

328-048-004 GMA.4B010DJ Lemo yellow elastomer boot

328-050-002 GMA.4B010DR Lemo red elastomer boot

328-052-000 N/A Red Gaiter

328-054-000 N/A Yellow Gaiter

328-049-000 GMF.4K.080.EANZ Overboot for cable plug 

328-051-000 GMF.4K.080.EANZ Overboot for cable socket
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• Fischer 1051 Series triaxial connectors 

• Improved design, easier to terminate on the bench or in the field

• Connector bodies stocked separately – 8mm or 11mm collet sets must be
purchased separately 

• Collet sets include the relevant protective cap, strain relief clamp and centre
contact

• DSR panel plug and DKE panel socket for 8mm or 11mm available to special
order – these panel mounts include a rear cable clamp

• Gaiters are not usually required for Fischer assemblies

Stock code Description

372-000-000 SE 1051 A004-9 Fischer SE triaxial cable plug
without collet

372-002-000 KE 1051 A004-9 Fischer KE triaxial cable socket
without collet

372-004-008 N/A Fischer SE 8mm collet set 

372-004-011 N/A Fischer SE 11mm collet set

372-006-008 N/A Fischer KE 8mm collet set

372-006-011 N/A Fischer KE 11mm collet set

372-008-008 DS 1051 A004-3 1.0/5.0 Fischer DS 8mm panel plug

372-008-011 DS 1051 A004-3 1.4/6.6 Fischer DS 11mm panel plug

372-010-008 DB 1051 A004-3 1.0/5.0 Fischer DB 8mm panel socket

372-012-011 DB 1051 A004-3 1.4/6.6 Fischer DB 11mm panel socket

FISCHER triax connectors 3

• Unscreened and screened crimp Cat 5E compliant RJ45 connectors

• Requires the Cat 5E unscreened/screened crimp tool listed below

Stock code Description

303-718-000 Cat 5E RJ45 for unscreened cable

303-719-000 Cat 5E RJ45 for screened cable

303-734-000 Unscreened crimp tool

303-736-000 Screened crimp tool

Cat 5E RJ45 connectors  1

• Unscreened crimp Cat 6 compliant RJ45 connectors

Stock code Description

303-717-006 Cat 6 RJ45 for unscreened cable

Cat 6 unscreened RJ45 connectors 2
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3 Sentinel oversize Cat 5E/Cat 6 RJ45 connectors

• Sentinel unscreened and screened specialised RJ45 connectors for Van
Damme solid conductor Tourcat cables and other oversize cables

• See the datasheet on the VDC website for connector to cable dimensional
information

• Category 6 performance

• Unscreened connector will work with the standard screened crimp tool in
section 1, screened connector requires Sentinel crimp tool

• Other Sentinel connectors available on a short lead time – contact the Sales Dept.

Stock code Description

350-000-000 Sentinel Cat 5E/Cat 6 unscreened RJ45

350-002-000 Sentinel Cat 5E/Cat 6 screened RJ45

350-900-000 Sentinel crimp tool for screened RJ45

4 Harting 10G industrial Ethernet RJ45 connectors

• Tool free RJ45 connector suitable for up to 10G Ethernet

• Easy to assemble and no costly crimp tools required

• Suitable for conductor sizes AWG27 to AWG21 solid or stranded

• Maximum overall cable diameter of 9.00mm – ideal for the Van Damme
SeaCat and SF-UTP Tourcat cables

Stock code Description

332-300-000 Harting toolless industrial 10G Ethernet RJ45

5 RJ45 strain relief boots

• Suitable for up to 6.30mm OD cable

Stock code Description

303-720-000 RJ45 boot black

303-722-002 RJ45 boot red

303-724-006 RJ45 boot blue

303-726-005 RJ45 boot green

303-728-004 RJ45 boot yellow

303-730-009 RJ45 boot white

303-732-008 RJ45 boot grey

303-733-007 RJ45 boot violet

303-723-003 RJ45 boot orange

6 Voice and data adapters and couplers

• Secondary, PABX and Master RJ45 to telephone socket adapters - allows
telephones to be used across structured cabling

• Cat 5E UTP, STP and Cat 6 UTP in line couplers

Stock code Description

303-200-000 Secondary RJ45 telephone adaptor

303-200-002 PABX RJ45 telephone adaptor

303-200-004 Master RJ45 telephone adaptor

303-210-000 Cat 5e UTP inline coupler

303-210-002 Cat 5e STP inline couple

303-210-004 Cat 6 UTP inline coupler
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• Baluns are passive transformers for converting unbalanced video signals to
balanced signals that can run over Cat 5E UTP cable

• Please note all baluns work as paired devices - one is required at each end of the
transmission line and all baluns have a panel mount RJ45 socket

• Outdoor rated CCTV BNC male to RJ45 Cat 5E balun (up to 600 metres
transmission length)

• Composite video & stereo unbalanced audio to RJ45 Cat 5E balun (up to 600
metres transmission length). 3 x panel mount phono sockets

Stock code Description

303-300-000 Composite Video Balun (per unit)

303-300-002 Composite video/stereo audio Balun (per unit)

Baluns 7

• Ruggedised RJ45 connector system for harsh environments

• Comprises a cable mounted metal shell with chuck strain relief to protect the
RJ45 connector and a standard D type Neutrik panel mount which will also
mate with standard RJ45s

• NE8MC and NE8MC-B come with 
2 strain relief boots for 5mm and up to 8mm OD cables

• NE8MC-1 and NE8MC-B-1 are for up to 8mm OD cables and have
weatherproof Collinox plating and O ring gasket for outdoor use

• NB RJ45 connector is not included with cable connectors!

• NE8FDV-YK is a panel mount with IDC terminals; NE8FDP and NE8FDP-B
are feedthrough RJ45; NE8FF is a rugged in line coupler

• MC and MC-B connectors use BSE-* coloured boots as listed here; MC-1
and MC-1B types use BSX-* X series coloured boots (audio connectors
section 7)

Stock code Description

301-800-000 Neutrik NE8MC nickel finish

301-800-002 Neutrik NE8MC-B black finish

301-800-004 Neutrik NE8MC-1 nickel finish

301-800-006 Neutrik NE8MC-1B black finish

301-810-000 BSE-0 Black boot

301-810-001 BSE-1 Brown boot

301-810-002 BSE-2 Red boot

301-810-003 BSE-3 Orange boot

301-810-004 BSE-4 Yellow boot

301-810-005 BSE-5 Green boot

301-810-006 BSE-6 Blue boot

301-810-007 BSE-7 Violet boot

301-810-008 BSE-8 Grey boot

301-810-009 BSE-9 White boot

301-800-028 Neutrik NE8FDV-YK 

301-800-030 Neutrik NE8FDP chassis RJ45-RJ45 nickel finish

301-800-032 Neutrik NE8FDP-B chassis RJ45-RJ45 black finish

301-800-034 Neutrik NE8FF In line RJ45 coupler

Neutrik Ethercon Cat 5E data connectors 8
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9 Neutrik Ethercon Cat 6 data connectors

• Ruggedized  Neutrik connector supplied with a Molex Cat 6 shielded RJ45, for
cables 5.5 to 6.6mm overall diameter, solid or stranded 28 to 22AWG conductors

• Secure push-pull latching mechanism with IP65 protection when mated 

• Cable connector uses BXX-* series coloured boots (audio connectors section 7) –
NB for IP65 protection the metal ring from the cable connector must be used

• Category 6 compliant up to 10Gbit/s

• Panel mount uses gas tight toolless termination method, available in Nickel
or Black finish

• Pre-terminated patchcords available – see the manufacturing section

Stock code Description

301-800-008 Neutrik NE8MC6-MO Cat 6 Cable connector

301-870-000 Neutrik NE8FDY-C6 Cat 6 Chassis connector nickel

301-870-002 Neutrik NE8FDY-C6-B Cat 6 Chassis connector black

10 Neutrik, Switchcraft and VDC panel mount data connectors

• Wide range of panel mount universal cut out data connectors

• Options for fibre, networking, HDMI, Firewire ,USB, VGA, F, SVHS and D9
(RS232/RS422)

• See separate section in fibre optic connectors & adaptors for Neutrik Opticalcon

Stock code Description

301-910-005 Neutrik NAUSB-W USB A to B (reversible) panel mount nickel

301-910-006 Neutrik NAUSB-W-B USB A to B (reversible) panel mount black

301-910-000 Neutrik NA1394-6-W Firewire 6 pin to 6 pin panel mount nickel

311-800-001 Neutrik NAHDMI-W HDMI female to female panel mount nickel

104-117-000 VDC HDMI female to female panel mount nickel

314-028-000 Switchcraft EH-1605 D9 male to female (reversible) panel 
mount nickel

314-030-000 Switchcraft EH-1600 D9 female to female panel mount nickel

314-032-000 Switchcraft EH-1700 HD15 (VGA) female to female panel 
mount nickel

314-035-000 Switchcraft EH-1705 HD15 (VGA) male to female (reversible)
panel mount nickel

314-037-000 Switchcraft EH-1850 Toslink coupler panel mount plastic

314-034-000 Switchcraft EH-1400 SVHS female to female panel mount nickel

314-038-000 Switchcraft EH-1860 F connector female to female panel 
mount nickel

314-039-000 Switchcraft EH-1900 Cat 6 UTP coupler black

314-040-000 Switchcraft EH-1905 Cat 6 STP coupler black

314-041-000 Switchcraft EHLC2 Duplex LC single mode coupler black

314-042-000 Switchcraft EHLC2M Duplex LC multimode coupler black

314-043-000 Switchcraft EHSC2 Simplex SC single mode coupler black

314-044-000 Switchcraft EHSC2M Simplex SC multimode coupler black

314-045-000 Switchcraft EHST2 Simplex single mode ST coupler nickel

314-048-000 Switchcraft EHST2MB Simplex multimode ST coupler black

314-047-000 Switchcraft EH-1308 Firewire 800 cross-wired coupler nickel
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• Wide range of HDMI and DVI adapters

Stock code Description

311-800-001 Neutrik NAHDMI-W HDMI female to female panel mount nickel

104-117-000 VDC HDMI female to female panel mount nickel

104-115-000 HMDI male to female right angle adaptor (down)

104-203-000 HMDI male to female right angle adaptor (up)

104-201-000 HMDI male to female right angle adaptor (left)

104-202-000 HMDI male to female right angle adaptor (right)

104-119-000 HDMI type A female to type C male (mini) adaptor

104-118-000 HDMI female to DVI male adaptor

104-911-911 DVI-A male to VGA female adaptor

104-911-000 In line DVI-I female to female coupler

104-116-000 Panel mount DVI-I female to female coupler (1.5mm
maximum panel thickness)

HDMI and DVI adapters 11

• Ruggedized fibre optic connector system based on Duplex LC connectors;
waterproof and dust resistant to IP65 when mated

• Available as a 2 way  duplex connector (NO2-4FDW)  or a 4 way quad
connector (NO4-FDW)

• Both types use standard Duplex LC connectors in the rear; standard Duplex
connectors will also fir into the front of the NO2 2 way connector, but not in
the NO4 4 way

• NO2-4FDW has an additional 4 copper conductors for data & power , NO2-
4FDW-1 has an additional ground through contact for SMPTE camera cable
overall screen

• Single mode and multimode couplers for both types also stocked – single
mode APC also available to special order

• Panel mounts supplied with choice of colour coding gaskets – black for
multimode, blue for single mode and green for single mode APC

• 2 types of breakout box for the NO4 4 way connector also stocked –
breaking out to 2 duo NO2 Opticalcons or 4 duo NO2 Opticalcons
(connected channel A only)

• Please see the manufacturing section for Opticalcon cable assemblies; and
the patching section for Opticalcon panel options

• Contact the Sales Dept. for information on the Opticalcon Power monitors
(on-air programmable power measurement devices) and the Opticalcon
cleaning kit

Stock code Description

301-960-000 Neutrik NO2-4FDW Opticalcon Duo chassis connector

301-960-002 Neutrik NO2-4FDW-1 Opticalcon Duo chassis connector with SMPTE screen connection

301-964-000 Neutrik NAO2M-4S75W Multimode Opticalcon Duo in line coupler

301-962-002 Neutrik NAO2S-4S75W Single mode Opticalcon Duo in line coupler

301-962-000 Neutrik NO4-4FDW-R Opticalcon Quad chassis connector

301-970-000 Neutrik NAO4M-4S75W Multimode Opticalcon Quad in line coupler

301-971-000 Neutrik NAO4S-4S75W Single mode Opticalcon Quad in line coupler

301-980-000 Neutrik NO4SBB1-4 Single mode Opticalcon Quad to 4 x Optical con Duo (channel A only connected) breakout box

301-981-000 Neutrik NO4MBB1-4 Multimode Opticalcon Quad to 4 x Optical con Duo (channel A only connected) breakout box

301-982-000 Neutrik NO4SBB1-2 Single mode Opticalcon Quad to 2 x Optical con Duo 

301-981-001 Neutrik NO4MBB1-2 Multimode Opticalcon Quad to 2 x Optical con Duo

Neutrik opticalcon fibre optic connectors 1
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2 Belden Brilliance fiber express optical connectors

• The only tools required for termination are a stripping tool and a cleave tool 

• Simply strip and then  cleave the fibre, insert into the connector and move a
switch on the connector body

• Ideal for on-site termination  - up to 5 reterminations are possible

• Connector has a VFL (Visual Fault Locator) window for simple correct
termination verification using a laser light source

• Currently LC is available; SC and ST will follow during the course of 2012

• Suitable for 900 micron tight buffered cable – multimode OM1, OM2 and
OM3/4 and single mode OS1/2; 2-3mm jacketed fibre connectors due in
2012 – check the VDC website

Stock code Description

342-500-000 Belden 900µm OM1 LC connector (beige)

342-500-025 Belden 900µm OM1 LC connector (beige) pack of 25

342-502-000 Belden 900µm OM2 LC connector (black)

342-502-025 Belden 900µm OM2 LC connector (black) pack of 25

342-504-000 Belden 900µm OM3/4 LC connector (aqua)

342-504-025 Belden 900µm OM3/4 LC connector (aqua) pack of 25

342-506-000 Belden 900µm OS1/2 LC connector (blue)

342-506-025 Belden 900µm OS1/2 LC connector (blue) pack of 25
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